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The Ventilation Effect on Stator Convective
Heat Transfer of an Axial-Flux
Permanent-Magnet Machine

Yew Chuan Chong, Estanislao J. P. Echenique Subiabre, Markus A. Mueller, Member, IEEE,
John Chick, David A. Staton, and Alasdair S. McDonald

Abstract—This paper investigates the effect of the inlet config-
uration on cooling for an air-cooled axial-flux permanent-magnet
(AFPM) machine. Temperature rises in the stator were measured
and compared with results predicted using computational fluid
dynamic (CFD) methods linked to a detailed machine loss char-
acterization. It is found that an improved inlet design can signif-
icantly reduce the stator temperature rises. Comparison between
the validated CFD model results and the values obtained from heat
transfer correlations addresses the suitability of those correlations
proposed specifically for AFPM machines.

Index Terms—Air cored, cooling, direct drive, eddy currents,
electric machines, fluid dynamics, loss measurement, permanent-
magnet machines, thermal analysis.

NOMENCLATURE

Mechanical symbols

A Cross-sectional area of a flow path (in
square meters).

Δ Finite difference.
cp Specific heat (in joules per kilogram

kelvin).
e Internal energy per unit mass (in joules per

kilogram).
E Energy (in joules).
ε Turbulent dissipation rate (in square me-

ters per cubic second).
g Gravitational acceleration (in meters per

square second).
G Gap ratio, s/R (dimensionless).
h Mean convection heat transfer coefficient

(in watts per square meter kelvin).
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K Turbulent kinetic energy (in square meters
per square second).

kair, kt, ki, kj, ksol Thermal conductivities of air, turbulence, in-
sulation, impregnation materials, and solid
components (in watts per meter kelvin).

K Pressure loss coefficient (dimensionless).
li, lj Material thicknesses (in meters).
ṁ Mass flow rate (in kilograms per second).
μ, μt Dynamic viscosity and turbulent viscosity

(in pascal seconds).
Nu Mean Nusselt number (dimensionless).
ω Specific dissipation rate (in per second).
ωm Angular velocity (in radians per second).
p, pin, ptot Static, rotor pumping, and total gauge

pressures (in pascals).
Prt Turbulent Prandtl number (dimensionless).
q′′ Heat flux (in watts per square meter).
Q Volumetric flow rate (in cubic meters per

second).
r, R Radius and rotor outer radius (in meters).
ρ Density (in kilograms per cubic meter).
Rth Thermal contact resistance (in square me-

ter kelvins per watt).
Reθ Rotational Reynolds number (dimension-

less).
s Axial gap distance (in meters).
ST Heat generation per unit volume (in watts

per cubic meter).
Sij Strain rate tensor (in per second).
T , Tw, Tref , Temperature, wall temperature, and refer-

ence temperature (in degrees Celsius or
kelvins).

τw Wall shear stress (in pascals).
u, V Velocities (in meters per second).
u+ Friction velocity (dimensionless).
Win, Wout Work transfer to and from a system (in

joules).
y Normal distance from the wall (in meters).
y+ Dimensionless wall distance.
z Elevation above a reference plane (in

meters).

Electrical symbols

αCu, αcore Copper and core thermal resistivity coeffi-
cients (in per kelvin).
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Bg Peak value of air-gap flux density due to the
permanent magnets.

B̂0Fe, B̂0PM Amplitudes of flux reaction in the iron and
magnets.

dw Wire diameter.
σPM, σFe Magnetic skin depths (PM for magnets and

Fe for iron).
ΔTcoil Temperature rise in coils above ambient

temperature (in degrees Celsius or kelvins).
EMF Back-electromotive-field open-circuit phase

voltage.
f Electric frequency (in hertz).
hPM Magnet height.
Irms Phase rms current (in amperes).
kcirc, keddy Constants for circulating and eddy current

losses (in N · m · (rad/s)−1).
km Constant for mechanical losses (in newton

meters).
μ0 Permeability of free space (in henrys per

meter).
μr, μPM, μFe Relative magnetic permeabilities (PM for

magnets and Fe for iron).
Nt Number of turns per coil.
v Speed of the flux reaction wave.
Pmech Mechanical input power (in watts).
PCu, Protor Copper losses in the coils and rotor.
Pload Output power dissipated into the resistive

load (in watts).
Pw Loss due to eddy and circulating currents in

the coils (in watts).
Peddy-coils Eddy current loss in coils (in watts).
Pmech-loss Mechanical loss (in watts).
Pno-load No-load loss (in watts).
PeddyPM

, PeddyFe
Eddy current losses in the magnets and iron
(in watts).

Ramb
Cu Copper phase resistance at ambient temper-

ature (in ohms).
Rrotor Equivalent rotor resistance (in ohms).
Reddy Equivalent resistance to represent eddy cur-

rent loss in coils (in ohms).
Req Thevenin resistance of the generator seen

by the load (in ohms).
Rcirc Equivalent winding resistance to represent

circulating current loss.
Rload Load resistance (in ohms).
ρCu, ρFe, ρPM Copper, iron, and magnet resistivities.
ωs Electric angular frequency (in radians per

second).
Ls Synchronous phase inductance (in henrys).
Lm Mean turn length covered by the magnet (in

meters).

I. INTRODUCTION

DUE TO the development in high-performance rare-earth
permanent-magnet technology, axial-flux permanent-

magnet (AFPM) machines are an attractive solution for many
applications such as hybrid and electric vehicles [1], as well

as wind turbine generators [2]. Owing to the high remanent
magnetic field, the use of neodymium magnets (NdFeB) can
meet industry demands such as high power density, efficiency,
and cost reduction. This has opened up great opportunities
for novel machine topologies to be developed [3], [4]. AFPM
machines have noticeably short axial length because the disk-
shaped stator and rotor are placed face to face coaxially. How-
ever, if proper cooling is not considered in the design process,
the compact construction of AFPM machines can result in a
high temperature rise. Existing cooling design techniques have
been developed mostly for conventional radial-flux machines
and at a time when power density was not so much of an issue.
More effort should be given to thermal analysis to fully exploit
new topologies [5] and materials [6]. Indeed, overheating can
cause detrimental effects to machine lifetime, reliability, elec-
trical efficiency, demagnetization of magnets, and insulation
failure. The latest approaches for thermal analysis of electrical
machines have been reviewed in [7]–[9].

Effective ventilation can be a very economical cooling
method for electrical machines because of the high temperature
difference between the cooling air and heated surface. For a
self-cooled AFPM machine, the air adjacent to the rotor is
dragged by the rotor due to the no-slip condition and driven
radially outward by the centrifugal force [10]. Hence, the rotor
movement creates a pressure difference to draw the air from
the surroundings toward the rotor center to replace the cooling
air which has been pumped out. Moreover, the protruding
magnets on the rotor assist the pumping effect. Heat generated
in the machine is transferred to the radial outflow by forced
convection. However, due to the topologies of AFPM machines,
this flow phenomenon is subjected to a degree of restriction.

Two main flow regimes are exhibited in a flat rotating disk
facing a stationary disk: Batchelor flow [11] and Stewartson
flow [12]. The Batchelor flow normally describes the flow
structure with the radial outflow adjacent to the rotor, replaced
by the radial inward flow adjacent to the stator from the
periphery to satisfy the conservation of mass. The distinction
between Batchelor flow and Stewartson flow is that Batchelor
flow has an inviscid rotating fluid core between separate tan-
gential boundary layers of the rotating and stationary disks,
respectively, and at almost zero radial velocity. Batchelor flow
is more likely to occur in enclosed systems, whereas Stewartson
flow tends to appear in open and throughflow-ventilated sys-
tems. Convective heat transfer has been investigated for open
rotor–stator systems in [13]–[16] and enclosed rotor-stator
systems in [17]. The convective heat transfer correlations that
have been developed for these systems show that the Nusselt
number mainly depends on the rotational Reynolds number
Reθ = ρωmR2/μ and the gap ratio G = s/R.

In [18], the authors studied the cooling performance of an
AFPM machine by blocking the ventilation holes at the rotor
inner radius. It was demonstrated that the measured temper-
atures were higher than the cases with ventilation holes un-
blocked. Throughflow-ventilated AFPM machines are usually
designed with a degree of ventilation to allow the surrounding
air passing through. However, the literature that describes the
effect of inlet configuration of an AFPM machine on cooling
in detail is limited. A rotor hub with radial blades to assist in
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pumping air through an AFPM machine was proposed in [19].
In fact, both Batchelor and Stewartson flows can coexist in the
rotor-stator gap of throughflow-ventilated AFPM machines. At
the outer radius, there will be both inflow and outflow of air;
at the inner radius, there will be just radial outflow [16]. This
occurs as the supply of air to the rotor-stator gap provided from
the flow entry at or near the rotating axis does not match the net
radial outflow exiting from the rotor-stator gap. The mode of
flow in the rotor-stator gap is mainly dependent on the machine
speed and ventilation design.

For surface-mounted permanent-magnet machines (i.e., rotor
with protrusions), linear correlations based only on the rota-
tional Reynolds number and the gap ratio for mean Nusselt
number were proposed in [16]. They were based upon the
experimental measurements for stator convective heat transfer
using a mock-up throughflow-ventilated rotor-stator system.
In [20], the effects of variation of rotor-stator gap spacing,
magnet depth, and rotational speed to convective heat transfer
were investigated through computational fluid dynamic (CFD)
modeling with experimental verification on mass flow rate and
temperatures. Also, a complex correlation was proposed to
predict their influences on stator convective heat transfer varia-
tion with radial position. In [21], using simplified free rotating
disk correlations for AFPM machines, the lumped-parameter
thermal network developed shows reasonable temperature esti-
mation. However, in surface-mounted permanent-magnet ma-
chines, correlations like the ones proposed in [20] can give
better agreement.

Since the stator is commonly sandwiched between two rotor
disks in AFPM machine topologies, the subject of this paper
is to investigate the effect of inlet configuration at the rotor
on convective heat transfer between air and the stator, facing
two moving rotors with protruding magnets at a distance s
from the stator, with no air flow imposed on the system. This
study provides an important insight to machine designers of
how convective cooling can be enhanced for AFPM machines
with improved ventilation design. Since the electromagnetic
and thermal aspects are linked, a detailed power loss distri-
bution in the machine is presented in Section IV. The elec-
trical losses provide the heat sources and inputs to the CFD
models described in Section V. Additionally, the simulation of
heat transfer is coupled with air flow modeling for conjugate
heat transfer analysis. The measured temperatures in a 25-kW
AFPM prototype validate the CFD models.

II. BACKGROUND

A. Conservation of Mass and Energy

Fig. 1 shows a control volume representing the AFPM ma-
chine. The ambient air passes through at a steady rate of mass
flow ṁ, entering at position 1 and leaving at position 2. The air
is incompressible in the present study. Based on the principle
of conservation of energy, the fluid flow through a control
volume can be analyzed using the steady flow energy equation
(SFEE) [22]

Win −Wout = ΔE1−2. (1)

Fig. 1. Control volume showing sign convention for work transfer.

ΔE1−2 is the change of energy from state 1 to state 2; Win and
Wout are the energies supplied to and leaving from the system,
respectively. Since the air flow through the control volume is
only the focus, heat transfer is not considered in this section,
but it is included in Section V. Equation (1) can be expanded
and expressed in terms of pressure as

pin−(p2−p1)=ρ(e2−e1)+
ρ(V 2

2 −V 2
1 )

2
+ρg(z2−z1). (2)

The rotor with surface-mounted permanent magnets is a
fanlike device. As the rotor is rotated at a given speed, pin
is the rotor pumping pressure that drives the air through the
control volume. Vi (where i = {1, 2}) is the air velocity, zi is
the elevation above datum, ei is the internal energy per unit
mass, and pi is the static pressure.

B. Relationship Between Rotor Characteristics and System
Flow Resistance

Apparently, it is shown that (2) is in the form of Bernoulli
equation by the shear forces being present. The pressure term
p can be ignored as both inlet and outlet boundaries are atmo-
spheric. By assuming that the boundaries of the control volume
are located sufficiently far from the entry and periphery of the
AFPM machine, thus V1 and V2 are equal; the kinetic energy
terms ρV 2/2 can be then cancelled out. Since the working fluid
is air, the potential energy term ρgz is negligible. Hence, the
SFEE can be reduced to

pin = ρΔe. (3)

The term ρΔe represents the system pressure loss and is usually
defined in the form of Kρu2/2 as

pin =
ρQ2

2
×

n∑
i=1

(
Ki

A2
i

)
. (4)

K is the pressure loss coefficient, and Ai is the local cross-
sectional area of the flow path in the AFPM machine. Accord-
ing to (4), the air flow rate through the machine is not only
dependent on the rotor pumping pressure but also affected by
the system flow resistance. The pressure losses in the AFPM
machine are caused by friction loss, inlet loss, shock loss,
leakage loss, and other losses due to flow separation from the
walls. Determination of the degree of these losses of a fanlike
device is difficult to calculate analytically and is outside the
scope of this paper. However, by reducing these pressure losses,
an increase in mass flow rate is obtainable for a given speed. In
this paper, the inlet loss is investigated to study the impact of
inlet configuration to machine cooling.
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Fig. 2. Twenty-five-kilowatt AFPM prototype at the experimental test facility.

Fig. 3. Ventilation holes.

III. EXPERIMENTAL TEST FACILITY

A. AFPM Machine

Fig. 2 shows a 25-kW 100-r/min generator driven by means
of an inverter-fed induction machine through a step-down gear-
box. This is an air-cooled AFPM prototype with three axial
stages developed by NGenTec Ltd. for direct-drive application
[23]. The inner and outer radii of the rotor are 220 and 460 mm,
respectively. The running clearance between the rotor and stator
is 3.5 mm, providing a gap ratio of 0.0076.

B. Machine Ventilation

The prototype is ventilated by 24 radial and axial holes,
respectively, on the rotor at the inner radius, as illustrated in
Fig. 3. The outer edge of the AFPM machine is unshrouded.
Both axial and radial holes have the same diameter of 20 mm,
and the axial holes are located at a radius of 272 mm. Different
arrangements of the air inlet holes can be tested by blocking the
unnecessary holes using a tape. Three cases were considered:

1) all holes unblocked;
2) only radial holes unblocked;
3) only axial holes unblocked.

C. Temperature Measurement

Since copper loss is the major loss component in this
machine topology, the temperature rises of stator coils were
recorded during the tests. Thermocouples were embedded in the

Fig. 4. Locations of the thermocouples on the stator coil.

Fig. 5. Heating curves of warm-up, Case 1, and Case 2.

stator to measure the local temperatures at the coils. Thermo-
couples A, B, and C measure the coil surface temperatures at the
outer radius, midradius, and inner radius, respectively, as shown
in Fig. 4, and the experimental heating curves are illustrated
in Fig. 5. Since the generator is stator critical, temperature
measurement was not performed on the rotor. In addition, the
electrical resistance of the coils after steady state was also
measured.

Only one stage (nondrive end) of the generator was loaded
with a three-phase resistive load during the tests, because this
stage was assembled with the same stator modules. Since this
prototype was also assembled with different stator module
designs, loading the drive end and middle stages may affect
the consistency of temperature measurement. The machine was
warmed up at full load before the ventilation tests were carried
out until steady state was achieved. There was an interval of
20 min of cooling (disconnecting the load) after warm-up and
testing, so that the ventilation tests were conducted under the
same operating conditions.

IV. POWER LOSS CALCULATION

This section describes the procedure of evaluating the power
losses of the prototype. The main loss occurs in the windings



4396 IEEE TRANSACTIONS ON INDUSTRIAL ELECTRONICS, VOL. 61, NO. 8, AUGUST 2014

Fig. 6. Circuital representation of electrical losses in an air-cored machine.

(approximately 84% of electrical losses), although a complete
analysis of the remaining losses is provided.

Losses in the electrical machine are in mechanical and elec-
trical forms. Since direct-drive topologies rotate at low speed,
the mechanical losses (bearing and windage losses) have a
negligible contribution to the machine power losses. Moreover,
due to the use of an air-cored stator, the cogging torque is
zero. Hence, the electrical losses can be considered as the main
losses, and they are fed into the CFD model as the inputs of heat
sources.

A. Electrical Losses in an Air-Cored Machine

In the stator, which is ironless, all losses are therefore in the
copper coils. Both no-load and load losses need to be consid-
ered. No-load losses are caused by the action of the rotating
field of the magnets inducing eddy and circulating currents in
the coils. Circulating currents exist in parallel-connected coils
because of the induced voltage differences between the coils.
They behave like additional Joule heating in the windings even
when the machine is running at no load. Finally, the phase
currents produce I2R loss in the winding.

In the rotor (magnets and core back iron), a smaller portion of
losses occur compared to the stator, and they occur only when
the machine is loaded. At rated speed, the rotor losses account
for only 16% of the total electrical losses. The reaction field
from the windings (armature reaction) creates asynchronous
time-varying fluxes on the rotor, causing eddy current losses
in the magnets and the iron supporting them. As hysteresis
losses are negligible at low electrical frequencies [24], their
calculation is omitted in this paper. A summary of electrical
losses is depicted in Fig. 6.

B. Method for Electrical Losses

1) Theoretical Background: Eddy currents in the wind-
ings can be estimated using the well-known Carter formula
[26] which is accurate at low electrical frequencies (i.e.,
f ≤ 50 Hz) [27]

Peddycoils
=

(π3B2
gd

4f2LmNt)

4ρCu(1 + αCuΔTcoil)
. (5)

Copper and rotor losses are calculated using

PCu =3I2rmsR
amb
Cu (1 + αCuΔTcoil) (6)

Protor =
(
3I2rmsRcore

)
/(1 + αcoreΔTcore). (7)

The core resistance Rcore in Fig. 6 lumps together the magnet
and iron losses. Since the thermal resistivity coefficients of
the iron and neodymium magnets are approximately 300 and
4000 times lower than the copper, respectively (for the thermal
operating range of 0–120 ◦C), it is plausible to neglect the
changes of resistivity in the magnets and iron and simply
estimate rotor losses as Protor ≈ 3I2rmsRcore.

Additionally, the phase current Irms for a machine connected
to a resistive load (Rload) is obtained from

EMF2 =(Vload +ReqIrms)
2 + (ωsLsIrms)

2 (8)

Irms =
EMF√

R2
load + 2RloadReq +R2

eq + (ωsLs)2
. (9)

As Reddy//Rcirc � ωeLs from Fig. 6, the equivalent
Thevenin resistance Req of the generator considering the ther-
mal effect in the copper only is given by

Req = Ramb
Cu (1 + αCuΔTcoil) +Rcore. (10)

Copper resistance can be easily estimated. However, the core
resistance requires a more complex approach which is out of the
scope of this paper. An alternative calculation can be done using
finite-element analysis or by the locked-rotor test as explained
in Section IV-B3.

2) Experimental Calculations of Eddy and Circulating
Current Losses in the Windings: Eddy and circulating current
losses were determined by the no-load tests from standstill to
rated speed. Torque input and mechanical speed were measured
at the shaft of the generator in steady-state conditions. At low
speed, the mechanical losses are linearly proportional to the
rotational speed, whereas eddy and circulating current losses
are directly proportional to the square of rotational speed. Me-
chanical and electrical losses are modeled in (11) and (12). The
constants km and keddy are obtained by fitting the experimental
data (summarized in Fig. 7) to a second-order polynomial.
The circulating current coefficient kcirc is obtained from the
segregation of losses

Pmech-loss = kmωm (11)

Pw =(keddy + kcirc)ω
2
m (12)

Pno-load =Pw + Pmech-loss. (13)

Segregation between eddy and circulating current losses is
possible by performing the no-load test twice: with discon-
nected coils and parallel connection. Unfortunately, the me-
chanical losses increase when the circulating current is flowing
into the windings due to the effects of an unwanted ripple in the
torque. Nevertheless, the authors assumed that, at low speed,
the mechanical losses have no impact on the heat generation.
Table I summarizes the experimental constants for the no-load
losses. The eddy and circulating current losses at 100 r/min are
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Fig. 7. No-load losses (disconnected coils) fitted to a second-order polyno-
mial. The first coefficient (0.589) represents keddy, and the second one (0.171)
represents km.

TABLE I
MECHANICAL, EDDY, AND CIRCULATING CURRENT LOSSES

OF THE AFPM GENERATOR AT RATED SPEED

64.7 and 217.5 W, respectively. The eddy current loss using
(5) shows good agreement compared to the measured value.
Additionally, the mechanical loss estimated from Fig. 7 (1.8 W
at rated speed) is very low due to the zero cogging torque in the
air-cored machine.

3) Calculation of Rotor Losses: Rotor losses due to eddy
currents are difficult to estimate analytically, and most of the
literature on AFPM machines does not consider these losses in
low-speed machines. The work in [25] suggests that rotor losses
are relevant due to the fact that they act at a higher frequency
compared to the fundamental frequency of the electric current.
As the machine is connected to a resistive load bank and the
EMF has negligible harmonics [23], the only relevant loss is
induced by the first time harmonic component.

Finally, core resistance was measured using the direct-axis
connection described in [28], using a magnetic analyzer (Wayne
Kerr Electronics, model 3260B), that gives the equivalent
impedance in the locked-rotor test. At ambient temperature, the
rotor losses are about 16% of the total losses. Although this
estimation is accurate in terms of aggregated losses, experimen-
tally, it is very complex to segregate magnet from iron losses. A
rather simple analytical approach is used here to segregate rotor
losses.

4) Segregation of Rotor Losses: Eddy current loss per
square area in magnets or iron can be modeled as

Peddy =
(
B̂2

0v
2δi

)
/(4ρi) (14)

Fig. 8. Input losses for the CFD model at 100 r/min for a single stage. The
copper loss (71%) is the major loss, whereas the eddy current loss in the
windings represents only 3% of the total losses.

where i = {PM,Fe}. If the speed v of the flux density wave is
the same for the entire rotor and assuming that the flux density
from the armature reaction exponentially decays when reaching
the back iron according to exp(−hPM/δPM) [29], then it is
possible to find that the magnet and iron losses have the ratio
given by the following (see the Appendix for the derivation):

PeddyFe

PeddyPM

≈
√

ρPMμPM

ρFeμFe
e
−2

hPM
δPM . (15)

This assumption is questionable as (14) assumes that the skin
depth of the magnets δPM is much smaller than the wavelength
of the flux reaction; at 100 r/min, this is valid for the iron,
but for the magnets, δPM is only 1.6 times smaller than the
wavelength. Nevertheless, (15) multiplied by the total ratio of
material volumes allows a reasonable distribution of the losses
among magnets and iron. In this experiment, the estimated total
loss ratio is 2.02 approximately.

5) Summary of Electrical Losses: Total load and no-load
losses were measured at ambient temperature (ΔTcoil = 0)
using the methodology described in the previous sections. A
breakdown of losses is depicted in Fig. 8. The extrapolation of
losses according to temperature rise ΔTcoil is done by running a
MATLAB script with equations from (5)–(10). Magnet and iron
loss distribution is assumed to be approximately 2 : 1 according
to (15) and their volume ratio, although Fig. 8 shows both losses
aggregated. It can be seen that the only losses magnified by
ΔTcoil are the copper (3IrmsR

2) and circulating current as the
resistivity of the copper increases with temperature.

Finally, Fig. 9 illustrates the dynamic integration between
the lookup table of input losses (summarized in Fig. 8) and
the CFD. The CFD model updates the steady-state input loss
in each iteration, until the temperature of the coil converges.

V. CFDs

Due to the improvement of numerical methods and computer
power, modeling using CFD methods is now popular for elec-
trical machine thermal analysis. The CFD software program
STAR-CCM+ [30] was used in the present study.

A. Model Definition and Mesh

Since the AFPM machine is assembled from eight c-core
rotor and stator modules arranged circumferentially to give one
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Fig. 9. Flow diagram of loss integration: CFD heat sources are mapped from
the power losses as a function of ΔTcoil, allowing the simulation to upgrade
the steady-state input loss in each iteration.

Fig. 10. Mesh of CFD domain. (Left) Side view and (right) internal view at
radius = 0.43 m to indicate the machine components.

stage, only one-eighth (45◦) segment was modeled in three
dimensions for simulating flow and heat transfer. As shown
in Fig. 10, symmetry and periodic planes of this segment are
represented by s−s, p1−p1, and p2−p2, respectively. Along-
side the fluid domain, the solid domain representing the rotor
and stator was also included to calculate power dissipation
via conduction. All material properties specified in the CFD
model were the same as those of the prototype machine (i.e.,
magnets—NdFeB, coils—copper, fins—aluminum, rotor—cast
iron, and stator core—epoxy resin). Conformal mesh interfaces
between solid and fluid domains were created to maintain the
continuity of heat flux and temperature.

Polyhedral and prism layer meshers were employed. Within
the fluid regions, the minimum mesh size was set to be
0.0178 mm close to the walls, which corresponds to one-
hundredth of the fluid boundary layer. However, the minimum
mesh size for the solid regions was set to be 1 mm, which corre-
sponds to one-twelfth of the coil thickness sufficient to calculate
conductive heat transfer. The maximum mesh sizes of the fluid
and solid regions were set 12 and 5 mm, respectively, to save the
computational cost. The total number of computational cells of
fluid is about 6 million, whereas for solid, it is about 2 million.
The mesh in the fluid region is denser because of the advection
term in the flow equations which is more difficult to resolve
than pure conduction in the solid domain.

B. Turbulent Flow and Energy Modeling

As steady-state operation of the machine was investigated,
steady-state models were chosen for the CFD simulation. The
present study had made use of a rotating reference frame to
simulate the relative motion of the rotor and stator for time-
averaged steady-state solutions. As the rotor speed gives the
peripheral Reynolds number of 1.4× 105, a turbulence model
was necessary. Two kinds of turbulent models, Realizable k−ε
and SST (Menter) k−ω, were used to provide closure of
the Reynolds-averaged Navier–Stokes equations in the present
study, and these will be compared against each other. The effect
of gravity is ignored. The air was assumed to be an ideal gas
with constant viscosity, thermal conductivity, and specific heat.
The governing equations of a steady fully turbulent flow can be
represented in vector form as follows:
fluid continuity

∇ · ρV = 0 (16)

fluid momentum

V · ∇ρV = −∇p+ (μ+ μt)∇2V (17)

fluid energy

cpV · ∇ρT = (kair + kt)∇2T (18)

solid energy

ksol∇2T + ST = 0. (19)

The enhanced diffusion due to the turbulent eddies is taken
into account by the turbulent viscosity μt and turbulent con-
ductivity kt. They are related through the turbulent Prandtl
number Prt = 0.7. Turbulence kinetic energy is caused by ve-
locity fluctuations and is dissipated by viscosity. The transport
equations of turbulent kinetic energy k and dissipation rate ε
for the Realizable k−ε model are

V · ∇ρk =∇ ·
[(

μ+
μt

σk

)
∇k

]
+ Pk − ρε (20)

V · ∇ρε =∇ ·
[(

μ+
μt

σε

)
∇ε

]
+ C1ρ

√
2SijSijε

− C2ρε
2

/[
k +

(
μtε

ρ

)1/2
]
. (21)

The turbulent viscosity μt for the Realizable k−ε model is
computed as

μt = ρCμ
k2

ε
(22)

Pk =2μtSij · Sij −
2

3
ρk∇ · V − 2

3
μt(∇ · V )2. (23)

Sij is the strain rate tensor. The turbulence model coefficients
σk, σε, and C2 and the auxiliary relations of C1 and Cμ are
described in [30].
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The transport equations of turbulent kinetic energy k and
specific dissipation rate ω for the SST k−ω model are

V · ∇ρk =∇ · [(μ+ σkμt)∇k] + Pk − ρβ∗kω (24)

V · ∇ρω =∇ · [(μ+ σωμt)∇ω] + ργGω − ρβω2

+ 2(1− F1)
ρσω2

ω
∇k · ∇ω. (25)

For the SST k−ω model, the Durbin realizability constraint
(CT = 0.6) was applied and imposed on the turbulent viscosity
formula (26) to overcome an unexpectedly large growth of k
in stagnation point flows. Hence, the turbulent viscosity μt is
computed as

μt = ρkmin

[
1

max(ω, F2

√
2SijSij/a1)

,
CT√
6SijSij

]
(26)

Gω =2Sij · Sij −
2

3
ω∇ · V − 2

3
(∇ · V )2. (27)

The turbulence model coefficients and auxiliary relations of a1,
β∗, β, F1, F2, γ, σk, σω , and σω2 are described in [30].

C. Boundary Conditions

The governing equations are subjected to the following
boundary conditions.

At the inlet, the total gauge pressure ptot = 0 Pa and the
inlet temperature = 29 ◦C (ambient). At the outlet, the static
pressure p = 0 Pa and the opening entrainment temperature =
29 ◦C. At both the inlet and outlet, the turbulent kinetic energy
and dissipation rate were set at default to be 0.001 J · kg−1 and
0.1 J · kg−1 · s−1, respectively, whereas the specific dissipation
rate was set to be 1× 10−4 s−1.

Both rotor and stator surfaces are smooth and have no slip.
The local speed of the rotor surface is equal to rωm. At the
wall (solid–fluid interface), the air temperature is equal to Tw.
Hence,

(kair + kt)∇2T = ksol∇2T. (28)

The power loss described in Section IV is coupled with the
CFD model as internal heat generation. The heat generation per
unit volume ST varies according to the temperature rise of the
solid component from ambient temperature

ST = f(ΔTcoil). (29)

D. Wall Treatment

As the turbulence models are valid only outside the viscous-
affected region of the boundary layer, a wall treatment model
was adopted to specify profiles of the mean flow quantities in
the wall boundary layers. The flow velocity and wall distance
in the near-wall region are expressed in dimensionless form as

u+ =
u√
τw/ρ

(30)

y+ =
yρ

√
τw/ρ

μ
. (31)

τw is the wall shear stress, u is the mean velocity parallel
to the wall, and y is the normal distance from the wall. The
near-wall turbulent boundary layers can be divided into three
layers. In the innermost viscous sublayer (y+ < 5), the velocity
profile is

u+ = y+. (32)

In the outer turbulent layer (y+ > 30), u+ varies logarithmi-
cally with y+ as follows (E = 9 for a smooth wall):

u+ =
1

0.42
ln(Ey+). (33)

Between these two layers (i.e., a buffer layer), u+ is ob-
tained using Reichardt’s law, blending the viscous sublayer and
logarithmic velocity profiles. With the intention of resolving
the viscous sublayer, a high boundary layer mesh resolution
was created with the wall cell y+ ≤ 1. Due to the low rotor
speed, the all y+ wall treatment approach was used to com-
pute the wall shear stress, turbulent production, and turbulent
dissipation.

E. Solution Strategy

The governing equations were numerically discretized using
a finite-volume method to a system of linear algebraic equa-
tions. These were solved simultaneously based on the conser-
vation of mass, momentum, energy, and turbulence parameters
using the second-order upwind discretization scheme. However,
only the conservation equation for energy was solved for the
solid regions.

In the CFD models, each stator coil was simplified by a bulk
copper region. As the materials of insulation and impregnation
of windings were not physically modeled, the composite ther-
mal resistance per unit area is computed as

Rth =
n∑

i=1

(
li
ki

)
+

n∑
j=1

(
lj
kj

)
. (34)

li and lj are the thicknesses of insulation and impregnation, re-
spectively, ki and kj are the thermal conductivities of insulation
and impregnation, respectively, and n is the number of winding
layers. The conductive resistance was applied as the thermal
contact resistance of the interfaces between copper and epoxy
regions.

VI. COMPARISON AND DISCUSSION

The simulated results agree reasonably well with the ex-
perimental results in Table II. This comparison demonstrates
that the CFD models are capable of predicting the impact of
inlet configuration on the machine cooling. The discrepancy
between experimental and CFD results arises from the fact
that the actual power losses are not uniformly distributed
throughout the volumes of the corresponding machine parts as
modeled in CFD and some limitations of the chosen turbulence
models.
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TABLE II
MEASURED AND SIMULATED TEMPERATURE RISES (IN DEGREES

CELSIUS) AFTER STEADY STATE (Tambient = 29 ◦C
AND Speed = 100 r/min)

As the stator coils generate the main heat, higher tempera-
tures can be seen around the coils. This forms a coil temper-
ature “loop” as illustrated in Fig. 11. The experimental results
indicate that the maximum temperature rise (thermocouple B)
of Case 3 is about 15% higher than that of Case 1. This
demonstrates that the inlet configuration can substantially affect
machine cooling. Although the AFPM prototype performance
in the present study is well within the temperature limits,
cooling becomes a very important issue for machines with
high power density such as large-scale wind turbine generators.
Therefore, AFPM machine cooling needs efficient ventilation
to avoid overheating.

Windage torque of the AFPM generator has a shear and
pressure component. Shear torque is used to overcome the air
friction for rotating parts while pressure torque is converted
into rotor pumping pressure. From CFD modeling, the windage
losses of the entire AFPM machine for Case 1, Case 2, and
Case 3 are 1.63, 1.47, and 1.34 W, respectively (values of the
nondrive end stage multiplied by three), where windage losses
are part of the mechanical losses but negligible compared to
the major loss components described in Section IV. Fig. 12
shows the variation of the system pressure loss and total air
flow rate through the nondrive end stage for different inlet
configurations.

The inlet flow rate of Case 2 is higher than that of Case 3
because the flow through the axial holes experiences an addi-

Fig. 11. Temperature contour of the stator surface for Case 2; CFD (SST
k−ω).

Fig. 12. System flow resistance for different inlet configurations; CFD (Real-
izable k−ε). Rotor speed = 100 r/min. The dashed lines representing system
curves were obtained by extrapolating from the CFD results using (4).

tional bending loss. Case 1 shows the highest inlet flow rate
because the sum of its inlet areas is two times bigger, and
hence, higher air flow rate results in greater stator convective
heat transfer. To obtain a higher flow rate, an external fan
can be connected to the system. However, the corresponding
system flow resistance will remain the same. Since the windage
loss is negligible at the running speed, it does not result in a
significant efficiency decease. In contrast, a lower temperature
rise may reduce the electromagnetic losses for those losses that
are temperature dependent.

As shown in Fig. 13, the mean stator convective heat transfer
Nu at the radial position is calculated for 0.65 ≤ r/R ≤ 1 (the
area where the stator faces the magnet protrusions on the rotor)
as follows:

h = q′′/(Tw − Tref) (35)

Nu =hr/kair. (36)

The predicted CFD results were compared with Howey’s
correlation which is valid at gap ratio G = 0.0106. Since the
empirical correlation is developed based on the convention of
using ambient fluid temperature as the reference temperature,
this convention is also followed. In fact, the air entering the
machine tends to circulate in the rotor-stator gap in the tan-
gential direction while it is being pumped radially outward.
The air temperature increases along the rotor-stator gap. Hence,
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Fig. 13. Comparison of stator convective heat transfer between CFD (Realiz-
able k−ε) and heat transfer correlations.

using the ambient fluid temperature tends to give conservative
estimation of stator convective heat transfer. Based on heat
transfer and fluid dynamic practice, Tref should refer to the local
fluid bulk temperature at the radius where the calculation for
convective heat transfer coefficient is being made. The Nusselt
numbers based on the local air temperature are also shown
in Fig. 13. They were compared with the more comprehen-
sive Airoldi correlation which is also based on the local air
temperature. It can be seen that they are considerably higher
than the values calculated based on the ambient temperature,
particularly at the outer radii. Overall, the simulated results
agree reasonably well with the values obtained from the stator
heat transfer correlations. The predicted Nusselt numbers based
on ambient temperature are lower than the values obtained from
Howey’s correlation because the AFPM machine of the present
study has smaller gap ratio.

VII. CONCLUSION

The detailed distribution of power losses of an AFPM
generator has been presented in this paper. These losses are
converted into heat, causing the temperature rise of machine
parts, and this has been modeled through CFD and validated in
an actual AFPM direct-drive generator with surface-mounted
magnets. The present study has demonstrated the impact of
inlet configuration on generator cooling for the rated speed. The
more efficient the ventilation system can be made, the greater
the performance that can be achieved from a given electrical
machine while still maintaining the temperature within proper
limits. From a design point of view, electrical machines should
not have a degree of enclosure more than absolutely necessary.

APPENDIX

For estimating the ratio between iron and magnet losses, the
next assumptions are considered.

1) At the rated speed, the skin depth for magnets and iron
is much smaller than the wavelength of the flux reaction
that causes eddy current losses.

2) Phase currents are sinusoidal as the machine is connected
to a resistive load bank. Therefore, the main loss is
produced by the fundamental time harmonic.

3) The winding arrangement for this machine (known as
the nonoverlapping concentrated winding) produces a
fundamental space harmonic which contributes to most
of eddy current losses. The second space harmonic rotates
synchronously to the rotor [31].

Then, eddy current losses per square area in magnets and iron
can be modeled by

PeddyPM
=(B̂2

0PMv2δPM)/(4ρPM) (37)

PeddyFe
=(B̂2

0Fev
2δFe)/(4ρFe) (38)

where the skin depth is defined as

δi =
√

(ρi/(μ0μrπf)). (39)

B̂2
0 is the peak value of the flux caused by the fundamental

space harmonic. Due to the exponential decay of the flux
reaction, crossing the magnets, the peak flux density in the iron
is given by

B0Fe = B0PM · e−hPM/δPM . (40)

By simple algebra, it is possible to derive the ratio of losses
(15) between the two materials.

ACKNOWLEDGMENT

This work has made use of the resources provided by
the Edinburgh Compute and Data Facility (ECDF) (http://
www.ecdf.ed.ac.uk/). The ECDF is partially supported by the
E-Science Data Information and Knowledge Transformation
initiative (http://www.edikt.org.uk). The authors would like to
thank P. Valluri and O. Keysan, who have provided help and
advice to this work.

REFERENCES

[1] J. Hey and D. Howey, “Transient thermal modeling of an axial flux per-
manent magnet (AFPM) machine using a hybrid thermal model,” Int. J.
Mech. Mater. Eng., vol. 1, no. 3, pp. 150–159, 2010.

[2] A. Di Gerlando, G. Foglia, M. F. Iacchetti, and R. Perini, “Axial flux PM
machines with concentrated armature windings: Design analysis and test
validation of wind energy generators,” IEEE Trans. Ind. Electron., vol. 58,
no. 9, pp. 3795–3805, Sep. 2011.

[3] M. A. Mueller and A. S. McDonald, “A lightweight low-speed permanent
magnet electrical generator for direct-drive wind turbines,” Wind Energy,
vol. 12, no. 8, pp. 768–780, Nov. 2009.

[4] N. Hodgins, O. Keysan, A. S. McDonald, and M. A. Mueller, “Design and
testing of a linear generator for wave–energy applications,” IEEE Trans.
Ind. Electron., vol. 59, no. 5, pp. 2094–2103, May 2012.

[5] X. Sun and M. Cheng, “Thermal analysis and cooling system design of
dual mechanical port machine for wind power application,” IEEE Trans.
Ind. Electron., vol. 60, no. 5, pp. 1724–1733, May 2013.

[6] F. Marignetti, V. D. Colli, and Y. Coia, “Design of axial flux PM syn-
chronous machines through 3-D coupled electromagnetic thermal and
fluid-dynamical finite-element analysis,” IEEE Trans. Ind. Electron.,
vol. 55, no. 10, pp. 3591–3601, Oct. 2008.



4402 IEEE TRANSACTIONS ON INDUSTRIAL ELECTRONICS, VOL. 61, NO. 8, AUGUST 2014

[7] A. Boglietti, S. Member, A. Cavagnino, D. Staton, M. Shanel, M. Mueller,
and C. Mejuto, “Evolution and modern approaches for thermal analysis of
electrical machines,” IEEE Trans. Ind. Electron., vol. 56, no. 3, pp. 871–
882, Mar. 2009.

[8] D. A. Staton and A. Cavagnino, “Convection heat transfer and flow calcu-
lations suitable for electric machines thermal models,” IEEE Trans. Ind.
Electron., vol. 55, no. 10, pp. 3509–3516, Oct. 2008.

[9] D. Staton, A. Boglietti, and A. Cavagnino, “Solving the more difficult
aspects of electric motor thermal analysis in small and medium size
industrial induction motors,” IEEE Trans. Energy Convers., vol. 20, no. 3,
pp. 620–628, Sep. 2005.

[10] P. R. N. Childs, Rotating Flow, 1st ed. Oxford, U.K.: Butterworth-
Heinemann, 2011, pp. 81–126.

[11] G. Batchelor, “Note on a class of solutions of the Navier–Stokes equations
representing steady rotationally-symmetric flow,” Quart. J. Mech. Appl.
Math., vol. 4, no. 1, pp. 29–41, 1951.

[12] K. Stewartson, “On the flow between two rotating coaxial discs,” Math.
Proc. Cambridge Philosph. Soc., vol. 49, no. 2, pp. 333–341, 1953.

[13] J. Owen and R. Rogers, “Flow and heat transfer in rotating-disc systems,”
in Rotor–Stator Systems, 1st ed. Taunton, U.K.: Research Studies Press,
1989.

[14] D. A. Howey, P. R. N. Childs, and A. S. Holmes, “Air-gap convection in
rotating electrical machines,” IEEE Trans. Ind. Electron., vol. 59, no. 3,
pp. 1367–1375, Mar. 2012.

[15] R. Boutarfa and S. Harmand, “Local convective heat transfer for laminar
and turbulent flow in a rotor–stator system,” Exp. Fluids, vol. 38, no. 2,
pp. 209–221, Feb. 2005.

[16] D. A. Howey, A. S. Holmes, and K. R. Pullen, “Measurement and CFD
prediction of heat transfer in air-cooled disc-type electrical machines,”
IEEE Trans. Ind. Appl., vol. 47, no. 4, pp. 1716–1723, Jul./Aug. 2011.

[17] J. Daily and R. Nece, “Chamber dimension effects on induced flow and
frictional resistance of enclosed rotating dicks,” Trans. ASME, J. Basic
Eng., vol. 82, no. 1, pp. 217–232, 1960.

[18] Y. C. Chong, J. Chick, M. A. Mueller, D. A. Staton, and A. S. McDonald,
“Thermal modelling of a low speed air-cooled axial flux permanent mag-
net generator,” in Proc. 6th IET Int. Conf. Power Electron. Mach. Drives,
Bristol, U.K., 2012, pp. 1–7.

[19] S. T. Scowby, R. T. Dobson, and M. J. Kamper, “Thermal modelling of
an axial flux permanent magnet machine,” Appl. Thermal Eng., vol. 24,
no. 2/3, pp. 193–207, Feb. 2004.

[20] G. Airoldi, “Numerical investigations of air flow and heat transfer in axial
flux permanent magnet machines,” Ph.D. dissertation, Durham Univ.,
Durham, U.K., 2010.

[21] R. J. Wang, M. J. Kamper, and R. T. Dobson, “Development of a ther-
mofluid model for axial field permanent-magnet machines,” IEEE Trans.
Energy Convers., vol. 20, no. 1, pp. 80–87, Mar. 2005.

[22] J. F. Douglas, J. M. Gasiorek, and J. A. Swaffield, Fluid Mechanics,
3rd ed. Singapore: Longman, 1995, pp. 145–189.

[23] A. S. McDonald, M. Benatmane, and M. A. Mueller, “A multi-stage
axial flux permanent magnet machine for direct drive wind turbines,” in
Proc. 1st IET Conf. Renewable Power Generation, Edinburgh, U.K., 2011,
pp. 1–6.

[24] R. D. Stefano and F. Marignetti, “Electromagnetic analysis of axial-
flux permanent magnet synchronous machines with fractional windings
with experimental validation,” IEEE Trans. Ind. Electron., vol. 59, no. 6,
pp. 2573–2582, Jun. 2012.

[25] E. Echenique, M. A. Mueller, T. Bertenyi, and T. Young, “Realistic loss
modelling and minimisation in an air-cored permanent magnet generator
for wind energy applications,” in Proc. 6th IET Int. Conf. Power Electron.
Mach. Drives, Bristol, U.K., 2012, pp. 1–6.

[26] G. W. Carter, The Electromagnetic Field in Its Engineering Aspect,
2nd ed. London, U.K.: Longman, 1967.

[27] R. Wang and M. J. Kamper, “Evaluation of eddy current losses in axial
flux permanent magnet (AFPM) machine with an ironless stator,” in Conf.
Rec. IEEE 37th IAS Annu. Meeting, 2002, vol. 2, pp. 1289–1294.

[28] P. H. Mellor, “Estimation of parameters and performance of rare-earth
permanent-magnet motors avoiding measurement of load angle,” in Proc.
Inst. Elect. Eng.—B Elect. Power Appl., Nov. 1991, vol. 138, no. 6,
pp. 322–330.

[29] R. Stoll, The Analysis of Eddy Currents. Oxford, U.K.: Clarendon, 1974.
[30] User Guide STAR-CCM + Version 6.04.014, CD-adapco, Melville, NY,

USA, 2011.
[31] P. J. Randewijk and M. J. Kamper, “Analytical analysis of a radial flux

air-cored permanent magnet machine with a double-sided rotor and non-
overlapping double-layer windings,” in Proc. 20th Int. Conf. Elect. Mach.,
Marseille, France, 2012, pp. 1178–1184.

Yew Chuan Chong received the B.Eng.Hons. and
M.Eng. degrees in mechanical engineering from
Staffordshire University, Stafford, U.K., in 2006 and
2007, respectively. He is currently working toward
the Ph.D. degree at the Institute for Energy Sys-
tems, The University of Edinburgh, Edinburgh, U.K.,
under the Energy Technology Partnership’s Energy
Industrial Doctorate Program, collaborating with
Motor Design Ltd., developing analytical design tool
to model the air flow in electrical machines.

His current research interests include the thermal
analysis of electrical machines, mechanical design, and thermofluids.

Estanislao J. P. Echenique Subiabre was born in
Rancagua, Chile. He received the B.S. and M.Sc.-
(Hons.) degrees in electrical engineering from the
Pontificia Universidad Católica de Chile, Santiago,
Chile, in 2008. He is currently working toward the
Ph.D. degree at the Institute for Energy Systems, The
University of Edinburgh, Edinburgh, U.K.

He has worked as a Consulting Engineer with Sys-
tem Engineering and Designs and also on research
projects in power electronics, electric vehicles with
photovoltaic cells, and antiseismic instrumentation.

His main interests include power electronics, machine control for renewable
energy, and artificial intelligence applied to machine control.

Mr. Echenique Subiabre was the recipient of the “Ramón Salas Edwards”
Award in 2009 for the paper “Sensorless Control for a Switched Reluctance
Wind Generator, Based on Current Slopes and Neural Networks” published in
the IEEE TRANSACTIONS ON INDUSTRIAL ELECTRONICS.

Markus A. Mueller (M’05) received the B.Sc.-
(Eng.) degree in electrical engineering from Imperial
College, London, U.K., in 1988 and the Ph.D. degree
from the University of Cambridge, Cambridge, U.K.,
for his work on modeling induction motors.

He subsequently worked as a Postdoctoral Fellow
with the University of Cambridge in collaboration
with Brook Crompton Motors. After two years with
SR Drives Ltd. as a Senior Development Engineer,
in 1997, he was appointed as Lecturer at Durham
University, Durham, U.K. Since January 2004, he

has been with The University of Edinburgh, Edinburgh, U.K., where he holds
a Personal Chair in Electrical Machines. In 2009, he founded NGenTec Ltd.
to scale up and commercialize the C-GEN technology for the offshore wind
sector. He is the author of 100 papers and is the inventor of C-GEN, for which
two patents have been filed. His main research interests include the design of
electrical machines for renewable energy converters.

Prof. Mueller was a recipient of the Donald Julius Groen Prize from the In-
stitution of Mechanical Engineers for his work on direct-drive linear generators
for wave–energy converter in 2006.

John Chick received the B.Eng. degree in mechani-
cal engineering and the Ph.D. degree from The Uni-
versity of Nottingham, Nottingham, U.K., in 1994
and 1998, respectively. The subject of his Ph.D. the-
sis was heat transfer modeling in internal combustion
engines and was carried out in close collaboration
with the U.K. Research and Development Centre,
Ford, Dunton, U.K.

Since 1999, he has been a Lecturer with the
School of Engineering, The University of Edinburgh,
Edinburgh, U.K. His active research interests are in

heat transfer, wind energy, and acoustics.



CHONG et al.: VENTILATION EFFECT ON STATOR CONVECTIVE HEAT TRANSFER OF AN AFPM MACHINE 4403

David A. Staton received the Ph.D. degree in
computer-aided design of electrical machines from
The University of Sheffield, Sheffield, U.K., in 1988.

He worked on motor design and, particularly,
the development of motor design software at Thorn
EMI, the SPEED Laboratory, University of Glasgow,
Glasgow, U.K., and Control Techniques, U.K. In
1999, he set up Motor Design Ltd., Ellesmere, U.K.,
to develop thermal analysis software for electrical
machines. He has published over 100 papers in con-
ferences and peer-reviewed journals.

Alasdair S. McDonald received the B.S. degree
(first-class honors) in electrical and mechanical en-
gineering from Durham University, Durham, U.K.,
in 2004 and the Ph.D. degree from The University of
Edinburgh, Edinburgh, U.K., in 2008.

During his doctoral years, he developed analytical
design tools for the structure of direct-drive gener-
ators. In 2012, he was appointed as Lecturer in the
Department of Electronic and Electrical Engineer-
ing, University of Strathclyde, Glasgow, U.K., where
he specializes in wind turbine drivetrain design and

modeling.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues false
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


