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Abstract 

Concurrent flame spread over electric wire insulation was studied experimentally in microgravity 

conditions during parabolic flights. Polyethylene insulated Nickel-Chrome wires and Copper wires 

were examined for external flow velocities ranging from 50 mm/s to 200 mm/s. The experimental 

results showed that steady state flame spread over wire insulation in microgravity could be achieved, 

even for concurrent flow. A theoretical analysis on the balance of heat supply from the flame to the 

unburned region, radiation heat loss from the surface to the ambient and required energy to sustain 

the flame propagation was carried out to explain the presence of steady spread over insulated wire 

under concurrent flow. Based on the theory, the change in heat input (defined by the balance between 

heat supply from flame and radiation heat loss) was drawn as a function of the flame spread rate. 

The curve intersected the linear line of the required energy to sustain the flame. This balance point 

evidences the existence of steady propagation in concurrent flow. Moreover, the estimated steady 

spread rate (1.2 mm/s) was consistent with the experimental result by considering the ratio of the 

actual flame length to the theoretical to be 0.5. Further experimental results showed that the 

concurrent flame spread rate increased with the external flow velocity. In addition, the steady spread 

rate was found to be faster for Copper wires than for Nickel-Chrome wires. The experimental results 

for upward spreading (concurrent spreading) in normal gravity were compared with the 

microgravity results. In normal gravity, the flame did not reach a steady state within the 

investigated parameter range. This is due to the fact that the fairly large flame spread rate 

prevented the aforementioned heat balance to be reached, which meant that such a spread rate could 
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not be attained within the length of the tested sample. 
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1. Introduction 

Fire safety in space is one of the most important requirements for manned space missions [1]. A 

likely fire cause in spacecrafts is ignition and flame spread over the wire insulation that is used in 

the numerous electric devices. Therefore, it is important to understand the ignition and fire behavior 

in microgravity, especially at the low flow velocities associated with spacecraft ventilation. Various 

aspects of wire insulation combustion in microgravity have been studied, such as ignition limit, 

flame spread rate, and extinction limit of numerous materials under various conditions [2-14]. 

Furthermore, in a recent review paper, the most flammable conditions in microgravity were 

identified [15]. However, there are few research results on concurrent flame spread over wire 

insulation in microgravity, even though this flow condition is considered most hazardous [16]. 

Concurrent flow flames (normal gravity equivalent is upward propagation) spread faster and are 

thus considered more dangerous than opposed flow flame propagation (normal gravity equivalent is 

downward propagation). The main difference is due to the greater extent of preheating of the 

unburned material ahead of the pyrolysis front. Thus, from the perspective of fire safety, observing 

flame spreading phenomena under concurrent flow is one of the most important problems.  

In previous research, flame propagation in concurrent flow has been considered to be an 

acceleration process, because the flame length determines the magnitude of the heat feedback to the 

preheat zone, and this heat transfer is closely related to the flame spread rate. Thus, if the flame 

spread rate increases, the flame length increases and it increases the heat feedback, which in turn 

leads to an increase in the flame spread rate. In other words, the size of the flame (and the heat 
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release rate from the flame) increases as a function of time [17–19]. However, cases resulting in 

steady spread in concurrent flow for flat samples have recently been published, e.g. for fabric sheet 

[20], chromatography sheet [21], Kimwipes [22] and cotton-fiberglass [23]. Also, according to Honda 

et al. [24], propagation over solid fuel beds under concurrent flow becomes steady because of 

transverse heat loss or radiation loss from the sample surface. Moreover, according to numerical 

simulation results by T’ien, steady flame spread in concurrent flow can be achieved using infinitely 

wide samples [25]. In the case of wires, the extinction limit for concurrent flame spread over wire 

insulation in microgravity was obtained experimentally and predicted using scaling analysis [16]. 

However, there is still limited research focusing on concurrent flame propagation phenomena over 

wire insulation in microgravity.  

 Herein, concurrent flame spread in microgravity will be presented for insulated wires in various 

oxygen concentrations and flow velocities. In particular, the study focuses on whether the flame 

spread over the wire insulation reaches a steady state or not.  

 

2. Experimental Configuration  

 Figure 1a shows the experimental setup for the parabolic flight experiments and the normal gravity 

experiments. The cylindrical part of chamber has an inner diameter of 190 mm. In the combustion 

chamber, the oxidizer flow entered from the bottom and was vented at the top. The oxidizer velocity 

was controlled by mass flow controllers. A detailed description of the experimental design and 

method and further information is available from Citerne et al. [5]. The backlight was turned on/off 
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with fixed intervals. As a result the camera not only captured the direct flame emission, but also the 

image with a backlight, which was used to visualize the behavior of molten insulation and the soot 

distribution in the flame. Also, further research to measure the soot volume fraction and 

temperature using this camera is ongoing [26]. The pressure inside the chamber was always set to 1 

atmosphere using a Rapid Control Valve (This valve allows exhaust flow rates up to 1800 NL/min).  

 

Fig. 1. Experimental setup: (a) schematic cut of the combustion chamber; (b) picture of a sample on a 

sample holder. 

Figure 1b shows a picture of a sample holder. Every sample holder had a wire coated with 116 mm of 

polyethylene. In this study, two types of core wires were used, namely Nickel-chrome (NiCr) and 

Cupper (Cu). The core diameter was 0.5 mm and the insulation thickness was 0.3 mm. For the 

ignition procedure, an 8 mm coil made from 0.5 mm diameter Kanthal wire was set to encircle (6 

times) the upstream end of the sample wire, and the coil produced approximately 94 W for 8 seconds. 

The ignition sequence was initiated before the start of the microgravity period, so that the actual 
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ignition occurred during microgravity. According to T’ien’s flat sheet experiments on the 

International Space Station [23], steady flame lengths were achieved after about 20s. The 

microgravity environment was therefore carried out during parabolic flights (on board of the 

Novespace A310 airplane), which enabled microgravity conditions for about 22 seconds for each 

parabola.  

 

3. Results  

3.1.  Flame images 

 Figure 2 shows a typical flame image where the external flow and flame spread direction is from 

left to right. The flame tip is defined as the downstream edge of the luminous flame in Fig. 2 and the 

flame base is defined as the upstream edge of the luminous flame in Fig. 2. The flame length is 

defined as the length of the luminous flame, i.e. the distance between the flame tip and the flame 

base. 

 

Fig. 2. Typical frame showing the shape of the flame spreading in a concurrent flow (velocity: 150 

mm/s; O2 concentration: 18%). 
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Figure 3 shows the flame shape of the wire insulation for different flow velocities and oxygen 

concentrations.  

 

Fig. 3. Frames showing the evolution of the visible flame shape for increasing concurrent flow 

velocity (from the left to the right) and increasing O2 concentration (from the bottom to the top): (a) 

NiCr core wire; (b) Cu core wire. 

The flame was situated around the molten insulation and extended along the unburned sample. It 

was observed that the flame length increased as the external flow velocity increased. For high 

oxygen concentrations, the flame was luminous and observable for the duration of the experiment. 

However, for an oxygen concentration of 16%, the flame base became faint blue and difficult to 

observe, but the molten insulation was moving, thus confirming that the flame was sustained. 

3.2.  Flame development 

Figure 4a shows a series of flame pictures at different times for typical experimental conditions, 

and Fig. 4b shows the displacement of flame tip, base, and length as a function of time. The flame 

length is defined as the length of the luminous flame, i.e. the distance between the flame tip and 

base. Gz means the acceleration of the vertical direction of the airplane. It is given in terms of g0, 

which is set to be 9.81 m/s2. 
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Fig. 4. (a) Frames showing the evolution of the visible flame shape with time after the start of the 

microgravity period (NiCr core wire; concurrent flow velocity: 150 mm/s; O2 concentration: 18%). (b) 

Time variation of gravity level; g0 = 9.81 m/s2 (top) and Positions and flame length as a function of 

time (bottom). 

 For these experimental settings, the flame front and the flame base spread with almost the same 

rate, and the resulting flame length is thus constant. This suggests that the concurrent flame spread 

over wire insulation in microgravity could reach a steady state. Figure 5a shows the backlight 

images of the flames shown in Fig. 4a, while Fig. 5b shows tracking results for the upstream edge of 

the molten insulation.  
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Fig. 5. (a) Frames showing the evolution (time in seconds after the start of the microgravity period) 

of the coating envelope with backlighting on (NiCr core wire; concurrent flow velocity: 150 mm/s; O2 

concentration: 18%); (b) Position of the upstream molten coating edge versus time, Experimental 

flame spread rate: 2.6 mm/s. 

It can be seen that the displacement of the molten insulation increased linearly, which means that 

steady movement of the molten insulation was achieved. According to these experimental facts, it is 

evident that concurrent flame spread over wire insulation in microgravity can be steady.   

3.3.  Mechanism to attain a steady flame spread 

 According to Honda et al. [24], flames in concurrent flow achieve a steady spread rate because of 

transverse heat loss or radiation loss. In the wire case, the transverse heat loss does not exist 

because the flame is cylindrical.  

The following discussion on the mechanism on the presence of steady flame spread is made based on 

the balance between the energy supply from the flame to the unburned region and the radiation heat 
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loss from the surface to the ambient. The preheat length is defined as the flame length, and the 

distance between flame and wire insulation is defined as the flame height. To calculate the flame 

height (equal to the flame radius rf ) and flame length (Lf), the following equations are introduced, 

which are based on the model given by Bhattachargee et al. [27], where it is assumed that there is a 

stoichiometric ratio of fuel and oxidizer.  

rf = �
𝜈𝜈𝑉𝑉𝑓𝑓𝜋𝜋(𝑟𝑟𝑠𝑠2 − 𝑟𝑟𝑐𝑐2)𝜌𝜌𝑠𝑠
𝜋𝜋𝑉𝑉𝑔𝑔𝜌𝜌𝑔𝑔𝑌𝑌𝑂𝑂2,∞

+ 𝑟𝑟𝑠𝑠2�
1/2

 (1) 

Lf = 𝛼𝛼
𝑉𝑉𝑔𝑔(𝑟𝑟𝑓𝑓2 − 𝑟𝑟𝑠𝑠2) ln�𝑟𝑟𝑓𝑓/𝑟𝑟𝑠𝑠�

2𝐷𝐷𝑜𝑜2
 (2) 

Here ν, ρ and V are stoichiometric ratio, density and velocity, respectively; rs and rc are radius of the 

inner core and the wire; YO2,∞ and DO2 are respectively the mass fraction of oxygen and diffusion 

coefficient of oxygen; the subscripts f, g and s denote flame, gas and insulation; α is ratio of the actual 

flame length and the calculated flame length. 

The heat transfer in the preheat zone is defined by the following equation; 

Q̇𝑖𝑖𝑖𝑖 = �̇�𝑄𝑔𝑔𝑠𝑠 − �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟 =
2𝜋𝜋𝜆𝜆𝑔𝑔�𝑇𝑇𝑓𝑓 − 𝑇𝑇𝑝𝑝�

ln�𝑟𝑟𝑓𝑓/𝑟𝑟𝑠𝑠�
𝐿𝐿𝑓𝑓 − 2𝜋𝜋𝑟𝑟𝑠𝑠𝜖𝜖𝑠𝑠𝜎𝜎�𝑇𝑇𝑝𝑝4 − 𝑇𝑇∞4�𝐿𝐿𝑓𝑓 (3) 

where �̇�𝑄𝑔𝑔𝑠𝑠 and �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟 are heat conduction rate from flame to insulation and radiation loss rate from 

insulation surface, respectively; λg, εs and σ are thermal conductivity of gas phase,  

Emissivity, and the Stefan-Boltzmann constant, respectively; Tf, Tp and T∞ are respectively the flame 

temperature (assumed to be 1500K for 18% of Oxygen), the pyrolysis temperature, and the ambient 

temperature.  

Also, the required energy to maintain the flame propagation is given as; 
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�̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟 = 𝑉𝑉𝑓𝑓𝜋𝜋{𝑟𝑟𝑐𝑐2𝜌𝜌𝑐𝑐𝑐𝑐𝑐𝑐 + (𝑟𝑟𝑠𝑠2 − 𝑟𝑟𝑐𝑐2)𝜌𝜌𝑠𝑠𝑐𝑐𝑠𝑠}�𝑇𝑇𝑝𝑝 − 𝑇𝑇∞� (4) 

where ρ and c are density and specific heat, respectively, while c denotes the core. 

Figure 6 shows the change in energy supply from the flame to the sample surface, Q̇𝑖𝑖𝑖𝑖 (according to 

Eq. (3)), as a function of flame spread rate. In addition, the required energy to sustain steady flame 

spread (�̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟) for different flame spread rates is shown. 

 

Fig. 6. Variation of energy versus flame spread rate for α=1.0  

(Flow velocity: 150mm/s, Oxygen concentration: 18%). 

 It can be seen in Fig. 6 that the heat supply to the sample, Q̇𝑖𝑖𝑖𝑖, is larger than �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟 for small flame 

spread rates. This implies that the flame is accelerated to increase its own spread rate because the heat 

input to the preheat region is larger than �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟, and the excess heat (Q̇𝑖𝑖𝑖𝑖 − �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟) is used to preheat more 

fuel than the steadily consumed fuel. However, as the flame spread rate increases, �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟 becomes 

larger in proportion to the spread rate, while Q̇𝑖𝑖𝑖𝑖 decreases. Eventually, there is an intersection 

between Q̇𝑖𝑖𝑖𝑖 and �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟. Once the spread rate reaches the intersection, the flame is thermally stable 

and a steady spread rate is achieved. It means that the presence of a steady condition for the flame 

spread over the wire insulation was proved based on basic physical understanding (without any 
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empirical factors). 

The backlight picture in Fig. 4 shows that a lot of soot is generated in the flame and released from 

the downstream of the flame. As a result of such incomplete combustion, the actual flame length 

should be shorter than that given by the Eq. (2), which assumes complete combustion. The 

compensation factor of the flame length, α, which denotes the ratio of the actual flame length to the 

value calculated by Eq. (2) (Fig. 6 shows the case of α=1). Figure 7 shows the value of Q̇𝑖𝑖𝑖𝑖 and �̇�𝑄𝑟𝑟𝑟𝑟𝑟𝑟 

under the otherwise same assumptions, but for α=0.5.  

 

Fig. 7. Variation of energy versus flame spread rate for α=0.5   

(Flow velocity: 150mm/s, Oxygen concentration: 18%, Experimental flame spread rate: 2.6 mm/s). 

In this case, the calculated flame spread rate needed for the balance point (intersection) is around 

1.2 mm/s and the flame length corresponding to the flame spread rate is 11.4 mm. Those values are 

consistent with the experimental results, while the steady spread rate estimated under the 

assumption of α=1 (around 150mm/s) is very far from the actual value. These results shows the 

importance of the correct estimation of the flame length, as inclusion of incomplete combustion 

estimates resulted in a better agreement between the calculated and the experimental flame spread 
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rate.  

3.4.  Steady flame spread rate based on the motion of molten insulation 

Figures 8 and 9 show the flame spread rate of NiCr wire and Cu wires. Here, the displacement 

speed of the upstream edge of molten insulation was used to determine the flame spread rate, 

because flames in low oxygen concentration are quite dim, and it is thus difficult to distinguish the 

flame front. Each plot is made up by single experimental results due to the limited number of 

available microgravity experiments.  

 

Fig. 8. Steady spread rate (based on the motion of the molten insulation) versus flow velocity for 

experiments with NiCr wire. 

 

Fig. 9. Steady spread rate (based on the motion of the molten insulation) versus flow velocity for 

experiments with Cu wire. 
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 For both wire types, the flame spread rate increased as the air flow velocity increased. However, 

the changes in oxygen concentration had a limited effect on the flame spread rate. When the air flow 

velocity increases, the flame height decreases and the temperature gradient between the flame and 

the sample surface increases. As a result, Q̇𝑖𝑖𝑖𝑖 (given by Eq. (3)) increases and the radiation heat loss 

from the sample surface becomes relatively small, which results in increased flame spread rate. Also, 

the flame spread rate of Cu wire was found to be larger than that of NiCr wire. According to Hu [28], 

the flame spread rate varies for different core wire materials. This is because the conduction heat 

supply through the core plays a major role in supporting flame spread. It means that more heat is 

circulated through the core wire and heat supply from the flame, Q̇𝑖𝑖𝑖𝑖, increases rather than the NiCr 

core wire. Thus, the increased thermal conductivities of the Cu core leads to an increase in the flame 

spread rate.  

3.5.  Comparison with normal gravity experiments (upward flame spread) 

 Experiments in normal gravity were conducted to compare these results with those obtained in 

microgravity. Figure 10a shows sequential flame images of upward flame spread in normal gravity 

for a typical experiment, and Fig. 10b shows tracking results of the flame tip, base and length. In 

these pictures, the direction of gravity is down and the external flow comes from the bottom.  
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Fig. 10. (a) Frames showing the flame development in 1g (ascending vertical axis is directed 

upwards) on a NiCr wire for a concurrent flow velocity of 60 mm/s and a O2 concentration of 21%;  

(b) Flame base, tip, and length tracking. 

As shown in Fig. 10, the positions of the flame tip increased linearly until around 8s. In these 

experiments, the igniter was turned on until 8s, and the flame shape was observed to be laminar 

initially. However, after the ignition period, the flame became turbulent and in the flame length 

increased in an acceleratory manner, until the flame tip eventually reached the edge of the 

insulation. This means that upward flame spread over the wire insulation in normal gravity cannot 

reach the steady condition using this sample length even though the flame spreading in concurrent 

flow in microgravity could reach it. Similar phenomena were observed at 19% oxygen concentration 

in our experiments. According to Honda [24] and Fernandez-Pello [29], steady state can be achieved 

in turbulent flow, and there is a possibility for steady flame spread for an infinitely long wire. 

Further details and discussions on upward flame spread can be found in Fernandez-Pello [29]. 

However, the flame base did not move downstream, because the molten insulation keeps dripping 
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while burning. Thus, the flame length became longer with time until the flame tip reached the top 

edge of the insulation. After that, flame was sustained until the insulation was completely consumed. 

For every condition, the flame reached the edge of insulation in 15s. For experiments with the 

sample length shown here, it was not possible to achieve steady flame spread in normal gravity. The 

major factor for not reaching steady spread is that the condition to obtain heat balance must exist at 

for very large spread rates, and such a condition requires a long time to be reached. In other words, 

in normal gravity, the unsteady period on the way to reach steady condition lasts until the flame tip 

reaches the top end of the sample.  

 

4. Conclusions 

The flame spread behavior over wire insulation for concurrent flow in microgravity was studied 

experimentally. The major conclusions are; 

(1) The experimental observation showed that the flame spreading over wire insulation in 

microgravity could reach a steady state even for external, concurrent flow.  

(2) Steady spreading over insulated wire under concurrent flow was explained using the concept of 

heat balance between heat supply from the flame to the unburned region and required heat to 

preheat the unburned fuel up to the gasification temperature of the plastic insulation. The 

analysis showed that there exists a balance point for both heats, which provides the insight of the 

presence of steady propagation over wire insulation. 

(3) The estimated steady spread rate (1.2 mm/s) was consistent with the experimental result by 
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considering the ratio of the actual flame length to the theoretical to be 0.5. It means that the 

importance of the correct estimation of the flame length, as inclusion of incomplete combustion 

estimates resulted in a better agreement between the calculated and the experimental flame 

spread rate. 

(4) The flame spread rate over wire insulation increased around 1-1.5 mm/s as the external 

concurrent flow velocity increased from 6 cm/s to 20 cm/s. Also, the spread rate for Cu wires was 

found to be larger than for NiCr wires (around 0.5 mm/s larger for Vg = 10 cm/s and oxygen 

concentration of 18 %). 

(5) In the 1g upward flame spread case, steady flame propagation was not found for the current 

experimental condition. The flame tip position increased in an acceleratory manner, while the 

flame base remained at the bottom of the sample and the flame length increased until the flame 

tip reached the top end of the sample. 

Using the above findings, the extinction limit for concurrent flame spread over wire insulation can be 

predicted, a result that can be used to improve spacecraft fire safety. 
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Figure Captions 

Fig. 1. Experimental setup: (a) schematic cut of the combustion chamber; (b) picture of a sample on a 

sample holder. 

Fig. 2. Typical frame showing the shape of the flame spreading in a concurrent flow (velocity: 150 

mm/s; O2 concentration: 18%). 

Fig. 3. Frames showing the evolution of the visible flame shape for increasing concurrent flow 

velocity (from the left to the right) and increasing O2 concentration (from the bottom to the top): (a) 

NiCr core wire; (b) Cu core wire. 

Fig. 4. (a) Frames showing the evolution of the visible flame shape with time after the start of the 

microgravity period (NiCr core wire; concurrent flow velocity: 150 mm/s; O2 concentration: 18%). (b) 

Time variation of gravity level; g0 = 9.81 m/s2 (top) and Positions and flame length as a function of 

time (bottom). 



22 
 

Fig. 5. (a) Frames showing the evolution (time in seconds after the start of the microgravity period) 

of the coating envelope with backlighting on (NiCr core wire; concurrent flow velocity: 150 mm/s; O2 

concentration: 18%); (b) Position of the upstream molten coating edge versus time, Experimental 

flame spread rate: 2.6 mm/s. 

Fig. 6. Variation of energy versus flame spread rate for α=1.0 (Flow velocity: 150mm/s, Oxygen 

concentration: 18%). 

Fig. 7. Variation of energy versus flame spread rate for α=0.5 (Flow velocity: 150mm/s, Oxygen 

concentration: 18%, Experimental flame spread rate: 2.6 mm/s). 

Fig. 8. Steady spread rate (based on the motion of the molten insulation) versus flow velocity for 

experiments with NiCr wire 

Fig. 9. Steady spread rate (based on the motion of the molten insulation) versus flow velocity for 

experiments with Cu wire. 

Fig. 10. (a) Frames showing the flame development in 1g (ascending vertical axis is directed 

upwards) on a NiCr wire for a concurrent flow velocity of 60 mm/s and a O2 concentration of 21%;  

(b) Flame base, tip, and length tracking. 

 


