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HIGHLIGHTS

• 3D mesoporous  Ni3FeN was constructed through hard templating and thermal nitridation.

• Ni3FeN exhibits superior electrochemical performance for OER with a small overpotential of 259 mV to achieve a 10 mA cm−2.

• Ni3FeN can also deliver a lower charging voltage and longer lifetime than  RuO2 in a rechargeable Zn–air battery.

ABSTRACT As sustainable energy becomes a major concern for modern soci-
ety, renewable and clean energy systems need highly active, stable, and low-cost 
catalysts for the oxygen evolution reaction (OER). Mesoporous materials offer an 
attractive route for generating efficient electrocatalysts with high mass transport 
capabilities. Herein, we report an efficient hard templating pathway to design 
and synthesize three-dimensional (3-D) mesoporous ternary nickel iron nitride 
(Ni3FeN). The as-synthesized electrocatalyst shows good OER performance in 
an alkaline solution with low overpotential (259 mV) and a small Tafel slope (54 
mV  dec−1), giving superior performance to  IrO2 and  RuO2 catalysts. The highly 
active contact area, the hierarchical porosity, and the synergistic effect of bimetal 
atoms contributed to the improved electrocatalytic performance toward OER. 
In a practical rechargeable Zn–air battery, mesoporous  Ni3FeN is also shown to 
deliver a lower charging voltage and longer lifetime than  RuO2. This work opens 
up a new promising approach to synthesize active OER electrocatalysts for energy-related devices.
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1 Introduction

Among the electrochemical processes, the electrocatalytic 
oxygen evolution reaction (OER) has considerable scientific 
and economic advantages for energy conversion and storage 
applications, such as water splitting or metal–air batteries 
[1, 2]. Particularly, the small overpotentials and fast kinet-
ics required for catalyzing OER make it potentially cost-
effective. Using precious metal catalysts ruthenium (Ru) and 
iridium (Ir) oxides, the potential of this technology has been 
proved with excellent electrocatalytic characteristics [3, 4]. 
However, these noble metal-based catalysts are impractical 
due to their rarity and high cost, limiting their widespread 
use [5]. To address this concern, efforts have been made 
toward developing earth-abundant low-cost and highly active 
OER electrode materials, such as metal-perovskite oxides 
[6], sulfides [7], nitrides [8], and phosphides [9]. Among 
them, transition metal nitrides (TMNs) have emerged as 
promising low-cost alternatives due to their rapid electron 
transport properties and excellent chemical stability [10].

A significant decrease in overpotential can be achieved 
through various approaches to optimize the surface nano-
structure and electronic states for OER electrocatalysts [11, 
12]. One approach, the introduction of an additional transi-
tion metal element, allows tuning of the electronic structure 
and improvement of the precipitation energies compared to 
single-metal materials [13] due to the synergistic effect of a 
mixed metal system. For example, the incorporation of Fe 
into CoN has been shown to improve the catalytic perfor-
mance compared to pure cobalt nitride [14, 15]. As another 
approach, the formation of nanostructured TMNs can pro-
vide abundant accessible active sites, high infiltration capac-
ity, and large contact area [16]. By combining these two 
approaches, three-dimensional ordered mesoporous mixed 
metal nitrides could be made with uniform mesochannels, 
large surface areas and pore volume, and high electron con-
ductivity. However, they would only be of practical interest 
in OER electrocatalysis [17, 18]. There has been some suc-
cess in producing mixed metal transition metal nitrides by, 
for example, heating the respective oxide precursor under 
ammonia [14, 16], plasma-based nitridation [19], or in situ 
nitridation of metals supported on nitrogen-doped carbon 
[20]. However, there remain significant technical difficulties 
and fundamental challenges in synthesizing ordered nano-
structured materials using these approaches.

Nanocasting synthesis using mesoporous silica as a hard 
template has attracted tremendous interest as a platform for 
developing efficient electrocatalysts based on earth-abundant 
metals [21]. The hard templating route has been successfully 
developed to prepare high-surface-area mesoporous multi-
metal materials for OER from mixed oxides [22], perovs-
kites [23], and phosphides [24]. Various synthesis routes for 
ordered mesoporous transition metal nitrides by nanocasting 
have also been developed [25]. This generally takes one of 
two synthetic routes: direct nitridation of mesoporous oxides 
or the transformation of mesostructured metal oxides/silica 
composites to nitrides/silica composites. Though there has 
been some success with mixed metal materials, to the best 
of our knowledge, mixed metal nitrides have not been sig-
nificantly developed. By combining the benefits of nanocast-
ing, with the synergetic effects of the electronic structure 
derived from multi-metal nitrides, one can achieve highly 
efficient mesoporous OER electrodes from a facile approach 
to achieve high catalyst loading.

Herein, we developed a facile two-step nanocasting–nitri-
dation strategy to achieve a bimetal nitride  Ni3FeN with 
ordered mesoporous structures, uniform mesopores, large 
pore volume, and large surface areas. Benefiting from both 
high catalyst loading and large contact area between the 
catalyst and electrolytes, this mesoporous  Ni3FeN catalyst 
exhibits highly efficient and stable catalytic activity toward 
the OER in an alkaline solution. It exhibits a very low over-
potential (259 mV) to achieve a 10-mA cm−2 geometric cur-
rent density, which is lower than those of  IrO2,  RuO2, and 
an ordered mesoporous  Ni3N electrocatalyst.

2  Experimental

2.1  Synthesis of Mesoporous Oxides

Ordered mesoporous NiO and  Ni3FeOx were synthesized fol-
lowing a nanocasting route with KIT-6 as the hard template 
according to the procedure reported by Deng et al. [26]. 
Typically, 0.5 g of KIT-6 and 0.8 M of metal nitrates as a 
precursor (Ni(NO3)2·6H2O, Fe(NO3)3·9H2O) were dispersed 
in 3.6 mL of ethanol in a weight ratio of 1:0 and 3:1 for NiO 
and  Ni3FeOx oxides, respectively. After 30 min of stirring 
at room temperature, ethanol was removed by evaporation 
through heating of the mixture overnight at 60 °C. After-
ward, the resulting precursor ion filled mesoporous silica 
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composite was heated in a ceramic crucible in an oven at 
250 °C for 4 h to completely decompose the nitrate spe-
cies. The impregnation step with the metal salt solution was 
repeated in order to achieve higher loadings. After evapora-
tion of the solvent, the resulting metal precursor/silica com-
posites were calcined at 550 °C for 6 h. The silica template 
was removed by treatment with 2 M NaOH solution, washed 
with deionized water and ethanol, and then dried at 60 °C 
for 12 h.

2.2  Synthesis of Mesoporous  Ni3N

The as-obtained mesoporous NiO (100 mg) was heated at 
370 °C with a heating rate of 4 °C min−1 under a flowing 
pure ammonia atmosphere (1 bar, 200 sccm) and main-
tained for 4 h in a tube furnace. The furnace was then cooled 
down naturally to room temperature in a flowing ammonia 
environment.

2.3  Synthesis of Mesoporous  Ni3FeN

The nickel–iron nitride was obtained from the mesoporous 
 Ni3FeOx mixed oxides precursor via a similar nitridation 
reaction: 200 mg of the porous  Ni3FeOx precursor was 
heated with a heating rate of 4 °C min−1, maintained at 
400 °C for 4 h under a flowing  NH3 atmosphere, and then 
allowed to cool to room temperature.

2.4  Zn–Air Battery (ZAB) Measurements

The Zn–air battery (ZAB) tests were performed with a 
homemade Zn–air cell. The air cathode was made by spray-
ing catalyst ink onto carbon paper with a gas diffusion layer, 
with a catalyst loading of 0.25 mg cm−2. The catalyst ink 
was prepared by ultrasonically dispersing a mixture of 6 mg 
 Ni3FeN, 6 mg iron phthalocyanine (FePc), 12 mL ethanol, 
and 100 μL of 5 wt% Nafion solution. For comparison, a 
mixture of 40% Pt/C and  RuO2 (mass ratio 1:1) with the 
same catalyst loading on carbon paper was used as the cata-
lytic layer. A polished Zn foil (thickness 0.3 mm) was used 
as the anode, and the electrolyte was 6.0 M KOH containing 
0.20 M Zn(Ac)2. A Land CT2001A system was used to carry 
out the cycling test with a 10-min rest time between each 
discharge/charge cycle at a current density of 10 mA cm−2. 
Each discharge/charge period was set to be 30 min. The 

charge and discharge polarization curves were carried out 
using the PINE electrochemical workstation (Pine Research 
Instrumentation, USA).

Further details regarding the characterization of the cata-
lysts are available in the Supporting Information.

3  Results and Discussion

3.1  Characterization of Mesoporous Electrocatalysts

As shown in Fig. 1, highly ordered mesoporous oxides were 
synthesized through a nanocasting route from mesoporous 
silica using 3D cubic KIT-6 silica as templates [27]. In 
the second step, after nanocasting, the silica template is 
removed, leaving behind a 3D mesoporous metal oxide rep-
lica. Then, the mesoporous replica was subsequently nitrid-
ized under an ammonia atmosphere.

To verify the formation of crystalline phases, the 
mesoporous oxides replica and their corresponding nitrides 
were investigated by wide-angle X-ray diffraction (XRD). 
As shown in Fig.  2a, after flowing ammonia over the 
mesoporous NiO, the diffractogram shows completely dif-
ferent diffraction peaks, which are consistent with hexago-
nal  Ni3N (JCPDS Card No. 01-089-5144) [28]. As well for 
the  Ni3FeOx precursor, annealing at 400 °C in ammonia 
results in a complete conversion to an iron-nickel nitride 
mesostructure. The resulting XRD pattern shows only the 
diffraction peaks that are indexed to  Ni3FeN (JCPDS Card 
50-1434). The diffraction peaks correspond to (111), (200), 
(220), and (311) planes of face-centered cubic (fcc)  Ni3FeN 
[29, 30]. None of the samples show the characteristic peak 
at 23° from amorphous silica (Fig. S1), confirming the com-
plete removal of the silica template. As shown in Fig. 2b, 

Impregnation

)ii()i(

(iii)KIT-6

NH3

NH3 Mesoporous oxides Mesoporous nitride

Removal
of silica

Fig. 1  Schematic illustration of the synthesis strategy for ordered 
mesoporous bimetal  Ni3FeN through a nanocasting route
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the low-angle diffractogram of the calcined KIT-6 shows 
two diffraction peaks which correspond, respectively, to 
the (211) and (220) reflections of a 3D Ia3d cubic structure 
[31, 32]. Compared with the template, all diffractograms 
of mesoporous oxide intermediates and their corresponding 
nitrides show a similar diffraction peak assigned to the (211) 

reflection, indicating that the ordered mesostructured is pre-
served. Transmission electron microscopy (TEM) analysis 
reveals the morphology of the pristine KIT-6 template and 
different as-synthesized mesoporous replicas and nitrides, as 
shown in Fig. 2c. The KIT-6 template consists of a highly 
ordered and interconnected mesopore system with a pore 
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Fig. 2  a Wide-angle XRD patterns of ordered mesoporous NiO,  Ni3N,  Ni3FeOx mixed oxide, and  Ni3FeN and their standard XRD JCPDS data. 
b Low-angle powder XRD patterns of KIT-6 and mesoporous materials replicated from KIT-6 silica. TEM images of c KIT-6 silica template 
along the [111] direction, d NiO, e  Ni3FeOx, f  Ni3N, and g  Ni3FeN (inset: the corresponding particles sizes distributions); h HRTEM of  Ni3FeN 
(inset: the corresponding FFT)
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size diameter in the 5–6 nm range, resulting in the sharp dif-
fraction features observed in Fig. 2b. This is also supported 
by the BET analysis (Fig. S2). After nanocasting, it can be 
observed that NiO (Fig. 2d) and  Ni3FeOx (Fig. 2e) exhibit an 
ordered framework and uniform nanoparticles with a narrow 
size range ~ 7 nm. Figure 2f shows the morphology of the 
mesoporous  Ni3N. We can still clearly see that the ordered 
mesostructure and uniform particles of the mother mate-
rial, NiO, were maintained after conversion to nitride. The 
diameters of those particles are approximately 6.9 ± 0.4 nm 
(Fig. S3f), which is in good agreement with the mesopore 
diameter of the KIT-6 (5–10 nm). This indicates that the 
transformation of NiO into  Ni3N maintained the confined 
structure of the pore channels [33]. For the as-synthesized 
mesoporous bimetallic Ni–Fe nitride (Fig. 2g), the TEM 
micrograph shows that the  Ni3FeN partially consists of large 
domains with an ordered framework and uniform nanopar-
ticles with an average size 6.3 ± 0.4 nm arranged uniformly 
throughout the material as expected (inset of Fig. 2g). Nitro-
gen sorption isotherms of  Ni3N and  Ni3FeN (Fig. S4) indi-
cate that both of them display type IV sorption isotherm and 
exhibit hysteresis loops, as is typical for mesoporous mate-
rials. The template-free mesostructured nitrides have BET 
surface area of 50 and 52 m2 g−1 with pore size distributions 
ranging from 5 to 8 nm, for  Ni3N and  Ni3FeN, respectively.

Furthermore, the high-resolution TEM (HRTEM) image 
of  Ni3FeN (Fig. 2h) indicates that the fabricated mesoporous 
ternary nitride is well crystallized, and the integrated crystal 
lattice pattern suggests that a single crystal exists in this 
domain. The d-spacing of the plane is 1.69 Å, correspond-
ing to the (111) plane of  Ni3FeN [34]. Typical selected area 
electron diffraction (SAED) pattern (inset of Fig. 2h) dis-
plays highly resolved concentric rings and regular spots, 
suggesting the high crystallinity of the sample in agreement 
with the HRTEM results. In addition, the energy-dispersive 
spectrum (EDS) elemental mapping (Fig. S7b) reveals a uni-
form distribution of the Ni, Fe, and N atoms in the selected 
field (similar to the mother oxide as shown in Fig. S6). The 
molar ratio of Ni/Fe in  Ni3FeN, determined from the EDX 
spectrum (Fig. S5c), is around 3.012: 0.988, close to the 
expected Ni/Fe ratio of 3:1.

X-ray photoelectron spectroscopy (XPS) was employed 
to characterize the chemical valence states of the various 
elements of the bimetallic nitride catalyst. The XPS survey 
spectra for  Ni3FeN samples (Fig. S8) confirm the presence 

of Ni, Fe, and N, with O and C peaks resulting from surface 
oxidation [35]. The Ni 2p high-resolution scans show the 
expected doublet Ni 2p1/2 and Ni 2p3/2 for various samples 
(Fig. 3a). As can be seen, the nitrated mesoporous mate-
rials,  Ni3N and  Ni3FeN, show a low binding energy peak 
centered at 852.6 eV in Ni 2p3/2 not visible in the mother 
oxide template. This peak can be attributed to the metallic 
state of Ni [36], which results from the formation of nitride 
[8, 28, 37]. Additionally, there are two broad peaks centered 
at 855.3 and 861.2 eV in Ni 2p3/2 with corresponding 872.7 
and 879.9 eV peaks in Ni 2p1/2. These can be described by 
oxidized Ni species and Ni satellite peaks, respectively [36]. 
Given the diffraction results, which had no significant oxide 
phases, this suggests that the Fe–Ni ternary nitrides samples 
are partially oxidized at the surface [8, 38]. The amount 
of metallic Ni appears to be increased with the addition of 
iron, as shown by the relative intensity of the metallic peak 
to the oxidized peaks. For  Ni3FeOx, it is clear that the Ni 
oxide can be described by two components, correspond-
ing to predominately  Ni2+ (NiO) and predominantly  Ni3+ 
 (Ni2O3) oxidation states [39], while the nitrides only have 
one dominate oxide phase. The nitridation process seems to 
preferentially affect the  Ni2+ phase, which disappears with 
nitridation, while the  Ni3+ phase persists. This behavior is 
also supported by the O 1s high-resolution scans (Fig. 3d), 
where the O 1s of  Ni3FeOx has a strong feature at 529.6 eV 
ascribed to NiO [39], which greatly diminished with nitrida-
tion. For the mixed metal nitride, there is also evidence of an 
iron hydroxide phase, at 532.2 eV [40, 41]. Figure 3d shows 
a pure  FeOx phase consisting of γ-Fe2O3 nanoparticles as a 
reference, showing a similar surface hydroxide phase [41]. 
Zhu et al. [38] also observed this tendency of the addition of 
Fe to shift the oxidation state of mixed metal oxides, which 
is dominated by M–OH bonds.

Figure  3b displays high-resolution Fe 2p spectra of 
 Ni3FeN,  Ni3FeOx, as well as a reference γ-Fe2O3 spectra. 
Again, the nitridation results in the formation of a new peak 
at 706.9 eV, which can be assigned to metallic iron nitride 
[35]. However, in this case the signal is dominated by the 
oxide related and satellite peaks at 711.6 and 717.9 eV [35, 
42]. These features are consistent with γ-Fe2O3, though it is 
difficult to unambiguously assign the oxidation states in iron 
oxides [41–43]. In the N 1s region (Fig. 3c), the spectrum 
can be deconvoluted into a combination of two components 
at 397.5 and 399.2 eV for nitrided samples [44].
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3.2  Electrocatalytic Oxygen Evolution Reaction

An efficient oxygen evolution catalyst with superior catalytic 
activity requires an early-onset potential with high kinetic 
current density, small Tafel slope, and good durability [45]. 
To identify whether mesoporous iron–nickel nitride is a 
promising electrocatalyst for OER, electrochemical measure-
ments were carried out by linear sweep voltammetry (LSV) 
on all the synthesized electrocatalysts and benchmark cata-
lysts with the same loading density of ~ 0.203 mg cm−2. The 
upper bound of the potential was set at 1.8 V versus RHE 
(reversible hydrogen electrode) to avoid the detachment of 
the catalytic layer and interference with the measurement 
as a result of excessive oxygen evolution. As displayed in 
Fig. 4a, OER activity curves of the as-synthesized transition 
metal nitrides catalysts, transition metal-based oxides, and 
commercial  RuO2 and  IrO2 were all studied under the same 
conditions for direct comparison.

The as-prepared mesoporous bimetallic electrocatalyst 
iron–nickel nitride exhibited an early-onset potential of 
~ 1.45 V versus RHE, high kinetic current density at a fixed 
potential, and the lowest overpotential (259 mV) (Fig. 4b) 
to achieve a current density of 10 mA cm−2. Compared to 
the nickel iron mixed oxides (352 mV),  IrO2 (320 mV), 
 RuO2 (322 mV), and NiO (415 mV), the nitrides showed 
the lowest overpotentials, demonstrating that the conversion 
of oxides to mesoporous nitrides can significantly improve 
the catalytic performance. Moreover, the mesoporous binary 
 Ni3N exhibited slightly inferior electrocatalytic activity with 
an overpotential of 315 mV. As predicted, after addition of 
Fe to form a ternary compound, the catalytic activities of 
metal nitrides were enhanced. The outstanding electrocata-
lytic performance likely originates from: (1) the synergetic 
effect between bimetal atoms, as reported in other bime-
tallic alloys such as  FexNi1−xOOH [46],  Ni0.51Co0.49P [9], 
Ni–MnO/rGO aerogel [47], and  NiCo2S4 [7]; (2) hierarchical 
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porosity composed of mesopores connected with macropo-
res (or larger mesopores) facilitating fast mass transport, 
resulting in improved electrode performance [48–52]; or (3) 
a combination of these factors.

It is important to note that in the polarization curve of 
 Ni3N, an apparent oxidation peak centered at about 1.32 V 
can be observed prior to the onset of oxygen evolution. This 
could be assigned to the oxidation redox peaks of  Ni2+/Ni3+ 
conversion during the OER in alkaline electrolytes, which 
have been investigated in detail in most of Ni-based electro-
catalysts [53, 54]. The shift to around 1.4 V and decrease in 
total Ni oxidation peak intensity in the LSV curve of  Ni3FeN 
are likely attributed to the incorporated Fe suppressing the 
transformation of Ni(OH)2 to NiOOH [55], which is consist-
ent with other bimetallic alloys (Ni,Co)S2 [56] and Fe–Ni 
hydroxide [55]. This suppression is also supported by the 
observed preferential surface oxidation of Fe in the XPS 

results. Additionally, it is likely that the nitridation process 
itself contributes to this effect, as it was mainly the  Ni2+ 
that was converted into nickel nitride. With a limited abun-
dance of  Ni2+, there is a lower content of Ni(OH)2 in ternary 
nitride. These two effects likely result in a reduction in the 
number of active sites available for nickel oxidation. Louie 
et al. [57] also observed the decrease in average intensity for 
the oxidation state of Ni in NiOOH with the incorporation 
of Fe in Ni–Fe films.

The Tafel slope and current densities exchange were deter-
mined to evaluate the kinetic process. As shown in Fig. 4c, 
the Tafel plots derived from polarization curves demon-
strate that the  Ni3FeN exhibits the smallest Tafel slope of 
54 mV dec−1 among these tested catalysts, which indicates 
efficient electron transfer and rapid kinetic activities. This is 
similar to the commercial heavy metal catalyst, but substan-
tially smaller than mesoporous NiO and nickel–iron mixed 
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oxides (99 and 106 mV dec−1, respectively). The ternary 
 Ni3FeN also has a lower Tafel slope than the binary  Ni3N 
(63 mV  dec−1), demonstrating more rapid kinetic activity, 
supporting the improved catalytic performance.

To investigate the reaction kinetics occurring at the elec-
trode–electrolyte interface during the OER, electrochemi-
cal impedance spectroscopy (EIS) was also measured in 
a three-electrode system in 1.0 M KOH. On basis of the 
Nyquist plots (Fig. 4d), the smallest semicircle for Ni–Fe 
nitride suggests the lowest charge-transfer resistance for 
OER at an overpotential of 1.5 V compared with the other 
mesoporous catalysts, which is consistent with the supe-
rior OER activity and smaller Tafel slope. Double-layer 
capacitance (Cdl) measurements were performed to evalu-
ate the electrochemically active surface area (ECSA) of the 
mesoporous  Ni3FeN catalyst through electrical double-layer 
capacitance (EDLC) measurements in 1 M KOH electrolyte 
[56, 58, 59]. The charging currents were collected at differ-
ent scan rates (20, 40, 60, 80, and 100 mV s–1) as shown in 
Fig. 5a.

The mesoporous  Ni3FeN catalyst provided high cathodic 
(ic) and anodic (ia) current densities at each rate scan, con-
sistent with a much greater active surface area than the other 
mesoporous catalysts (Fig. S9). The double-layer capaci-
tance value of  Ni3FeN was estimated around 3.85 mF  cm–2 
calculated from the linear plots between the scan rate and 
current density at 0.12 V (Fig. 5b).  Ni3FeN has significantly 
higher capacitance, reflecting a high electrochemical surface 
and, consequently, a high surface roughness, compared to 
 Ni3N (0.43 mF cm−2), NiO (0.401 mF cm−2), and  Ni3FeOx 
(0.51 mF cm−2) (Fig. S9). This is also higher than the com-
mercially available  IrO2 (3.51 mF cm−2). The larger ECSA 
should result in better exposure and enhanced utilization of 
the catalytic active sites, thus giving rise to the observed 
improved OER activity [60].

Stability is another important consideration for an effi-
cient OER electrocatalyst in alkaline solution. The long-
term stability of the  Ni3FeN and commercially available 
 IrO2 measured at a fixed overpotential of 370 mV during 
continuous operation for 10 h is summarized in Fig. 5c. Cur-
rent density values negligibly declined for  Ni3FeN (with a 
retention rate of 93.1%) compared to  IrO2 (69.1%) over the 
same time period. In addition, as displayed in the inset of 
Fig. 5c,  Ni3FeN has stable OER catalytic performance with 
negligible degradation for the OER process and onset poten-
tial after continuous scanning for 2000 cyclic voltammetry 

cycles. At a current density of 200 mA cm−2, the overpoten-
tial decreased by only 7 mV over that time. Figure 5d com-
pares the OER activity and OER kinetics estimated by Tafel 
plots with other mixed metal nitride catalysts. Our catalyst 
reveals a low overpotential along with a small Tafel slope, 
which is superior to most of the recently reported transition 
metal nitrides for the OER. The superior OER activity and 
good stability of the as-prepared  Ni3FeN likely result from 
a combination of the following factors: (1) highly active 
electrocatalyst contact area can provide abundant accessi-
ble active sites, (2) the hierarchical porosity facilitates fast 
mass transport [61, 62], (3) the presence of nitrides facili-
tates electron/proton transfer, as well as smooth ion diffu-
sion and transportation [63], (4) the synergistic effects of 
mixed metals in the ternary catalyst adjust the electronic 
structure and improve precipitation energies compared to 
single-metal materials, and (5) the favorable in situ oxida-
tion of both metals species may play an important role in 
improving the catalytic activity, with the hydroxide species 
offering favorable active sites for hydroxyl adsorption [64]. 
Compared to other catalysts, particularly  Co3FeNx,  Ni3FeN 
combines excellent OER activity, and a highly crystalline 
and mesoporous structure with monophase formation, with 
a facile synthesis method for low toxicity iron (compared to 
cobalt), all of which make our electrocatalyst a promising 
alternative for green energy hydrogen production.

3.3  Rechargeable Zn–Air Battery

To investigate the practical performance of mesoporous 
 Ni3FeN as OER electrocatalyst, a rechargeable Zn–air 
battery (ZAB) was made by mixing iron phthalocyanine 
(FePc) and  Ni3FeN with a mass ratio of 1:1 as the air cath-
ode (Fig. 6a). The RDE measurements confirmed that FePc 
shows a high intrinsic ORR activity (Fig. S10), superior to 
commercial Pt/C in 0.1 M KOH [65, 66].

Figure 6b displays the charge polarization curves of the 
two air electrodes (FePc + Ni3FeN and Pt/C + RuO2) in 
ZAB, implying a better charge performance of  Ni3FeN than 
 RuO2 as confirmed by its higher current densities at the 
same potential. In addition, the charge–discharge cycling 
tests were carried out at current density of 10 mA cm−2. As 
shown in Fig. 6c, d,  Ni3FeN + FePc exhibits a long cycle life 
as evidenced by stable fixed response even after 70 h, which 
is much longer than that (~ 20 h) of the mixed Pt/C + RuO2 
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battery. More importantly, the charging voltage of  Ni3FeN 
is always lower than that of  RuO2, even decaying slightly 
over time. After the charge and discharge cycle was per-
formed for 20 h, the charging voltage of  Ni3FeN is only 
2.05 V, much smaller than 2.36 V of  RuO2. This suggests 
the potential application of mesoporous  Ni3FeN as an OER 
electrocatalyst superior to the conventional electrodes in a 
rechargeable ZAB.

4  Conclusions

This work conclusively shows the synthesis of three-dimen-
sional (3D) ordered mesoporous  Ni3N and  Ni3FeN ternary 
nitrides from intermediate mesostructured metal oxide 

replicas with high surface areas through a hard templat-
ing method and subsequent nitridation. The products of the 
facile two-step synthesis process possessed a high degree 
of crystallinity, large specific areas, and uniform mesopore 
sizes (~ 6 nm). Ternary  Ni3FeN shows outstanding OER per-
formance with very low overpotential (259 mV) to achieve 
a 10-mA cm−2 geometric current density with small Tafel 
slope and considerable durability toward OER, which is 
superior to both mesoporous  Ni3N electrocatalysts and 
commercially available  IrO2/RuO2. The enhanced catalytic 
performance of ordered mesoporous  Ni3FeN likely derives 
from its intrinsic activity, hierarchical porosity, abundant 
active sites, large contact area between the catalyst and elec-
trolytes, synergistic tuning of electronic structure and charge 
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transport characteristics, and favorable oxidation behavior. 
Furthermore, when combining FePc and  Ni3FeN as the air 
cathode of a rechargeable ZAB, mesoporous  Ni3FeN shows 
a much lower charge voltage and a longer charge life than 
 RuO2 in a ZAB. To summarize, these findings represent an 
attractive and efficient pathway toward the development of 
high-surface-area catalysts for electrical–chemical energy 
conversion. Such a platform also extends the fundamental 
understanding of the structure–property relationships of 
metal nitrides. It paves the way for the synthesis of other 
mesoporous ternary nitrides, which could be used in various 
applications, such as rechargeable ZABs and supercapaci-
tors. Such a facile approach has the potential to provide the 
low-cost alternative energy sources necessary for the next-
generation green technologies.
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R. Vasić, A.I. Frenkel, J.R. Kitchin, Spectroscopic characteri-
zation of mixed Fe–Ni oxide electrocatalysts for the oxygen 
evolution reaction in alkaline electrolytes. ACS Catal. 2(8), 
1793–1801 (2012). https ://doi.org/10.1021/cs300 2644

 23. Y. Wang, X. Cui, Y. Li, L. Chen, Z. Shu, H. Chen, J. Shi, High 
surface area mesoporous  LaFexCo1−xO3 oxides: synthesis and 
electrocatalytic property for oxygen reduction. Dalton Trans. 
42(26), 9448–9452 (2013). https ://doi.org/10.1039/C3DT5 
0151E 

https://doi.org/10.1007/s40820-020-0412-8
https://doi.org/10.1007/s40820-019-0299-4
https://doi.org/10.1016/j.pmatsci.2018.06.001
https://doi.org/10.1016/j.apcatb.2019.118193
https://doi.org/10.1016/j.apcatb.2019.118193
https://doi.org/10.1039/C8NR10163A
https://doi.org/10.1039/C8NR10163A
https://doi.org/10.1021/cr1002326
https://doi.org/10.1021/cr1002326
https://doi.org/10.1126/science.1212858
https://doi.org/10.1126/science.1212858
https://doi.org/10.1002/adfm.201600566
https://doi.org/10.1002/aenm.201502585
https://doi.org/10.1002/aenm.201502585
https://doi.org/10.1002/adfm.201603727
https://doi.org/10.1002/adfm.201603727
https://doi.org/10.1021/nn800503a
https://doi.org/10.1016/j.apcatb.2019.117852
https://doi.org/10.1039/C9NR01408J
https://doi.org/10.1002/aenm.201701686
https://doi.org/10.1039/C6CC06608A
https://doi.org/10.1021/acssuschemeng.8b01510
https://doi.org/10.1021/acssuschemeng.8b01510
https://doi.org/10.1039/C7CS00614D
https://doi.org/10.1016/j.enchem.2019.100001
https://doi.org/10.1016/j.enchem.2019.100001
https://doi.org/10.1002/smll.201902463
https://doi.org/10.1021/acsanm.9b00385
https://doi.org/10.1021/acsanm.9b00385
https://doi.org/10.1021/acsaem.8b01855
https://doi.org/10.1021/cm5005888
https://doi.org/10.1021/cm5005888
https://doi.org/10.1021/cs3002644
https://doi.org/10.1039/C3DT50151E
https://doi.org/10.1039/C3DT50151E


 Nano-Micro Lett.           (2020) 12:79    79  Page 12 of 13

https://doi.org/10.1007/s40820-020-0412-8© The authors

 24. S. Fu, C. Zhu, J. Song, M.H. Engelhard, X. Li, D. Du, Y. 
Lin, Highly ordered mesoporous bimetallic phosphides as 
efficient oxygen evolution electrocatalysts. ACS Energy Lett. 
1(4), 4792–4796 (2016). https ://doi.org/10.1021/acsen ergyl 
ett.6b004 08

 25. Y. Shi, Y. Wan, R. Zhang, D. Zhao, Synthesis of self-sup-
ported ordered mesoporous cobalt and chromium nitrides. 
Adv. Funct. Mater. 18(16), 2436–2443 (2008). https ://doi.
org/10.1002/adfm.20080 0488

 26. X. Deng, K. Chen, H. Tüysüz, Protocol for the nanocasting 
method: preparation of ordered mesoporous metal oxides. 
Chem. Mater. 29(1), 40–52 (2016). https ://doi.org/10.1021/
acs.chemm ater.6b026 45

 27. X. Sun, Y. Shi, P. Zhang, C. Zheng, X. Zheng et al., Container 
effect in nanocasting synthesis of mesoporous metal oxides. 
J. Am. Chem. Soc. 133(37), 14542–14545 (2011). https ://doi.
org/10.1021/ja206 0512

 28. K. Xu, P. Chen, X. Li, Y. Tong, H. Ding et al., Metallic nickel 
nitride nanosheets realizing enhanced electrochemical water 
oxidation. J. Am. Chem. Soc. 137(12), 4119–4125 (2015). 
https ://doi.org/10.1021/ja511 9495

 29. G. Fu, Z. Cui, Y. Chen, L. Xu, Y. Tang, J.B. Goodenough, 
Hierarchically mesoporous nickel-iron nitride as a cost-effi-
cient and highly durable electrocatalyst for Zn-air battery. 
Nano Energy 39, 77–85 (2017). https ://doi.org/10.1016/j.
nanoe n.2017.06.029

 30. Y. Fan, S. Ida, A. Staykov, T. Akbay, H. Hagiwara, J. Matsuda, 
K. Kaneko, T. Ishihara, Ni-Fe nitride nanoplates on nitrogen-
doped graphene as a synergistic catalyst for reversible oxy-
gen evolution reaction and rechargeable Zn-air battery. Small 
13(25), 1700099 (2017). https ://doi.org/10.1002/smll.20170 
0099

 31. X. Deng, S. Öztürk, C. Weidenthaler, H. Tüysüz, Iron-induced 
activation of ordered mesoporous nickel cobalt oxide elec-
trocatalyst for the oxygen evolution reaction. ACS Appl. 
Mater. Interfaces 9(25), 21225–21233 (2017). https ://doi.
org/10.1021/acsam i.7b025 71

 32. H. Tüysüz, C.W. Lehmann, H. Bongard, B. Tesche, R. 
Schmidt, F. Schüth, Direct imaging of surface topology and 
pore system of ordered mesoporous silica (MCM-41, SBA-
15, and KIT-6) and nanocast metal oxides by high resolution 
scanning electron microscopy. J. Am. Chem. Soc. 130(34), 
11510–11517 (2008). https ://doi.org/10.1021/ja803 362s

 33. A. Saad, Z. Cheng, X. Zhang, S. Liu, H. Shen, T. Thomas, J. 
Wang, M. Yang, Ordered mesoporous cobalt–nickel nitride 
prepared by nanocasting for oxygen evolution reaction elec-
trocatalysis. Adv. Mater. Interfaces 6(20), 1900960 (2019). 
https ://doi.org/10.1002/admi.20190 0960

 34. Q. Chen, R. Wang, M. Yu, Y. Zeng, F. Lu, X. Kuang, X. Lu, 
Bifunctional iron–nickel nitride nanoparticles as flexible 
and robust electrode for overall water splitting. Electrochim. 
Acta 247, 666–673 (2017). https ://doi.org/10.1016/j.elect 
acta.2017.07.025

 35. H. Li, S. Ci, M. Zhang, J. Chen, K. Lai, Z. Wen, Facile spray-
pyrolysis synthesis of yolk–shell earth-abundant elemental 
nickel–iron-based nanohybrid electrocatalysts for full water 

splitting. Chemsuschem 10(23), 4756–4763 (2017). https ://
doi.org/10.1002/cssc.20170 1521

 36. A.P. Grosvenor, M.C. Biesinger, R.S.C. Smart, N.S. McIntyre, 
New interpretations of XPS spectra of nickel metal and oxides. 
Surf. Sci. 600(9), 1771–1779 (2006). https ://doi.org/10.1016/j.
susc.2006.01.041

 37. B. Liu, B. He, H.Q. Peng, Y. Zhao, J. Cheng et al., Uncon-
ventional nickel nitride enriched with nitrogen vacancies as 
a high-efficiency electrocatalyst for hydrogen evolution. Adv. 
Sci. 5, 1800406 (2018). https ://doi.org/10.1002/advs.20180 
0406

 38. K. Zhu, M. Li, X. Li, X. Zhu, J. Wang, W. Yang, Enhancement 
of oxygen evolution performance through synergetic action 
between NiFe metal core and NiFeOx shell. Chem. Commun. 
52(79), 11803–11806 (2016). https ://doi.org/10.1039/C6CC0 
4951F 

 39. M. Fingerle, S. Tengeler, W. Calvet, T. Mayer, W. Jaeger-
mann, Water interaction with sputter-deposited nickel oxide 
on n-Si photoanode: cryo photoelectron spectroscopy on 
adsorbed water in the frozen electrolyte approach. J. Elec-
trochem. Soc. 165(4), H3148–H3153 (2018). https ://doi.
org/10.1149/2.01918 04jes 

 40. M. Muhler, R. Schlögl, G. Ertl, The nature of the iron oxide-
based catalyst for dehydrogenation of ethylbenzene to styrene 
2. Surface chemistry of the active phase. J. Catal. 138(2), 413–
444 (1992). https ://doi.org/10.1016/0021-9517(92)90295 -S

 41. K. Liang, L.S. Hui, A. Turak, Probing the multi-step crystal-
lization dynamics of micelle templated nanoparticles: struc-
tural evolution of single crystalline γ  Fe2O3. Nanoscale 11(18), 
9076–9084 (2019). https ://doi.org/10.1039/C9NR0 0148D 

 42. A.P. Grosvenor, B.A. Kobe, M.C. Biesinger, N.S. McIntyre, 
Investigation of multiplet splitting of Fe 2p XPS spectra and 
bonding in iron compounds. Surf. Interface Anal. 36(12), 
1564–1574 (2004). https ://doi.org/10.1002/sia.1984

 43. T.C. Lin, G. Seshadri, J.A. Kelber, A consistent method for 
quantitative XPS peak analysis of thin oxide films on clean 
polycrystalline iron surfaces. Appl. Surf. Sci. 119(1–2), 83–92 
(1997). https ://doi.org/10.1016/S0169 -4332(97)00167 -0

 44. F. Song, W. Li, J. Yang, G. Han, P. Liao, Y. Sun, Interfacing 
nickel nitride and nickel boosts both electrocatalytic hydrogen 
evolution and oxidation reactions. Nat. Commun. 9, 4531–
4540 (2018). https ://doi.org/10.1038/s4146 7-018-06728 -7

 45. F. Yu, H. Zhou, Z. Zhu, J. Sun, R. He, J. Bao, S. Chen, Z. 
Ren, Three-dimensional nanoporous iron nitride film as an 
efficient electrocatalyst for water oxidation. ACS Catal. 7(3), 
2052–2057 (2017). https ://doi.org/10.1021/acsca tal.6b031 32

 46. J.R. Swierk, S. Klaus, L. Trotochaud, A.T. Bell, T.D. Tilley, 
Electrochemical study of the energetics of the oxygen evo-
lution reaction at nickel iron (oxy) hydroxide catalysts. J. 
Phys. Chem. C 119(33), 19022–19029 (2015). https ://doi.
org/10.1021/acs.jpcc.5b058 61

 47. G. Fu, X. Yan, Y. Chen, L. Xu, D. Sun, J.M. Lee, Y. Tang, 
Boosting bifunctional oxygen electrocatalysis with 3D gra-
phene aerogel-supported Ni/MnO particles. Adv. Mater. 30(5), 
1704609 (2018). https ://doi.org/10.1002/adma.20170 4609

https://doi.org/10.1021/acsenergylett.6b00408
https://doi.org/10.1021/acsenergylett.6b00408
https://doi.org/10.1002/adfm.200800488
https://doi.org/10.1002/adfm.200800488
https://doi.org/10.1021/acs.chemmater.6b02645
https://doi.org/10.1021/acs.chemmater.6b02645
https://doi.org/10.1021/ja2060512
https://doi.org/10.1021/ja2060512
https://doi.org/10.1021/ja5119495
https://doi.org/10.1016/j.nanoen.2017.06.029
https://doi.org/10.1016/j.nanoen.2017.06.029
https://doi.org/10.1002/smll.201700099
https://doi.org/10.1002/smll.201700099
https://doi.org/10.1021/acsami.7b02571
https://doi.org/10.1021/acsami.7b02571
https://doi.org/10.1021/ja803362s
https://doi.org/10.1002/admi.201900960
https://doi.org/10.1016/j.electacta.2017.07.025
https://doi.org/10.1016/j.electacta.2017.07.025
https://doi.org/10.1002/cssc.201701521
https://doi.org/10.1002/cssc.201701521
https://doi.org/10.1016/j.susc.2006.01.041
https://doi.org/10.1016/j.susc.2006.01.041
https://doi.org/10.1002/advs.201800406
https://doi.org/10.1002/advs.201800406
https://doi.org/10.1039/C6CC04951F
https://doi.org/10.1039/C6CC04951F
https://doi.org/10.1149/2.0191804jes
https://doi.org/10.1149/2.0191804jes
https://doi.org/10.1016/0021-9517(92)90295-S
https://doi.org/10.1039/C9NR00148D
https://doi.org/10.1002/sia.1984
https://doi.org/10.1016/S0169-4332(97)00167-0
https://doi.org/10.1038/s41467-018-06728-7
https://doi.org/10.1021/acscatal.6b03132
https://doi.org/10.1021/acs.jpcc.5b05861
https://doi.org/10.1021/acs.jpcc.5b05861
https://doi.org/10.1002/adma.201704609


Nano-Micro Lett.           (2020) 12:79  Page 13 of 13    79 

1 3

 48. B. Fang, J.H. Kim, M.S. Kim, J.S. Yu, Hierarchical nanostruc-
tured carbons with meso–macroporosity: design, characteri-
zation, and applications. Acc. Chem. Res. 46(7), 1397–1406 
(2013). https ://doi.org/10.1021/ar300 253f

 49. W.B. Hua, X.D. Guo, Z. Zheng, Y.J. Wang, B.H. Zhong, B. 
Fang, J.Z. Wang, S.L. Chou, H. Liu, Uncovering a facile large-
scale synthesis of  LiNi1/3Co1/3Mn1/3O2 nanoflowers for high 
power lithium-ion batteries. J. Power Sources 275, 200–206 
(2015). https ://doi.org/10.1016/j.jpows our.2014.09.178

 50. B. Fang, M.S. Kim, J.H. Kim, S. Lim, J.S. Yu, Ordered multi-
modal porous carbon with hierarchical nanostructure for high 
Li storage capacity and good cycling performance. J. Mater. 
Chem. 20(45), 10253–10259 (2010). https ://doi.org/10.1039/
C0JM0 1387K 

 51. J.H. Kim, B. Fang, M. Kim, J.S. Yu, Hollow spherical carbon 
with mesoporous shell as a superb anode catalyst support in 
proton exchange membrane fuel cell. Catal. Today 146(1–2), 
25–30 (2009). https ://doi.org/10.1016/j.catto d.2009.02.013

 52. B. Fang, J.H. Kim, C. Lee, J.S. Yu, Hollow macroporous core/
mesoporous shell carbon with a tailored structure as a cathode 
electrocatalyst support for proton exchange membrane fuel 
cells. J. Phys. Chem. C 112(2), 639–645 (2008). https ://doi.
org/10.1021/jp710 193s

 53. R.D. Smith, M.S. Prévot, R.D. Fagan, S. Trudel, C.P. Ber-
linguette, Water oxidation catalysis: electrocatalytic response 
to metal stoichiometry in amorphous metal oxide films con-
taining iron, cobalt, and nickel. J. Am. Chem. Soc. 135(31), 
11580–11586 (2013). https ://doi.org/10.1021/ja403 102j

 54. L. Trotochaud, S.L. Young, J.K. Ranney, S.W. Boettcher, 
Nickel–iron oxyhydroxide oxygen-evolution electrocatalysts: 
the role of intentional and incidental iron incorporation. J. 
Am. Chem. Soc. 136(18), 6744–6753 (2014). https ://doi.
org/10.1021/ja502 379c

 55. S.L. Candelaria, N.M. Bedford, T.J. Woehl, N.S. Rentz, A.R. 
Showalter et al., Multi-component Fe–Ni hydroxide nanocata-
lyst for oxygen evolution and methanol oxidation reactions 
under alkaline conditions. ACS Catal. 7(1), 365–379 (2016). 
https ://doi.org/10.1021/acsca tal.6b025 52

 56. J. Zhang, X. Bai, T. Wang, W. Xiao, P. Xi, J. Wang, D. Gao, J. 
Wang, Bimetallic nickel cobalt sulfide as efficient electrocata-
lyst for Zn–air Battery and water splitting. Nano-Micro Lett. 
11(1), 2 (2019). https ://doi.org/10.1007/s4082 0-018-0232-2

 57. M.W. Louie, A.T. Bell, An investigation of thin-film Ni–Fe 
oxide catalysts for the electrochemical evolution of oxygen. J. 

Am. Chem. Soc. 135(33), 12329–12337 (2013). https ://doi.
org/10.1021/ja405 351s

 58. D. Merki, H. Vrubel, L. Rovelli, S. Fierro, X. Hu, Fe Co, and 
Ni ions promote the catalytic activity of amorphous molyb-
denum sulfide films for hydrogen evolution. Chem. Sci. 3(8), 
2515–2525 (2012). https ://doi.org/10.1039/C2SC2 0539D 

 59. A. Saad, H. Shen, Z. Cheng, Q. Ju, H. Guo, M. Munir, A. 
Turak, J. Wang, M. Yang, Three-dimensional mesoporous 
phosphide-spinel oxide heterojunctions with dual function as 
catalysts for overall water splitting. ACS Appl. Energy Mater. 
3, 1684–1693 (2020). https ://doi.org/10.1021/acsae m.9b021 
55

 60. M. Kuang, P. Han, Q. Wang, J. Li, G. Zheng, CuCo hybrid 
oxides as bifunctional electrocatalyst for efficient water split-
ting. Adv. Funct. Mater. 26(46), 8555–8561 (2016). https ://
doi.org/10.1002/adfm.20160 4804

 61. B. Guo, R. Ma, Z. Li, S. Guo, J. Luo, M. Yang, Q. Liu, T. 
Thomas, J. Wang, Hierarchical N-doped porous carbons for 
Zn–Air batteries and supercapacitors. Nano-Micro Lett. 12, 
20 (2020). https ://doi.org/10.1007/s4082 0-019-0364-z

 62. R. Xing, T. Zhou, Y. Zhou, R. Ma, Q. Liu, J. Luo, J. Wang, 
Creation of triple hierarchical micro-meso-macroporous 
N-doped carbon shells with hollow cores toward the electro-
catalytic oxygen reduction reaction. Nano-Micro Lett. 10, 3 
(2018). https ://doi.org/10.1007/s4082 0-017-0157-1

 63. P. Li, H.C. Zeng, Sandwich-like nanocomposite of CoNiOx/
reduced graphene oxide for enhanced electrocatalytic water 
oxidation. Adv. Funct. Mater. 27(13), 1606325 (2017). https 
://doi.org/10.1002/adfm.20160 6325

 64. J. Hu, C. Zhang, L. Jiang, H. Lin, Y. An, D. Zhou, M.K. 
Leung, S. Yang, Nanohybridization of  MoS2 with layered 
double hydroxides efficiently synergizes the hydrogen evolu-
tion in alkaline media. Joule 1(2), 383–393 (2017). https ://doi.
org/10.1016/j.joule .2017.07.011

 65. D. Gu, Y. Zhou, R. Ma, F. Wang, Q. Liu, J. Wang, Facile syn-
thesis of N-doped graphene-like carbon nanoflakes as efficient 
and stable electrocatalysts for the oxygen reduction reaction. 
Nano-Micro Lett. 10, 29 (2018). https ://doi.org/10.1007/s4082 
0-017-0181-1

 66. Z. Li, Z. Zhuang, F. Lv, H. Zhu, L. Zhou, M. Luo, J. Zhu, Z. 
Lang, S. Feng, W. Chen, L. Mai, The marriage of the  FeN4 
moiety and MXene boosts oxygen reduction catalysis: Fe3d 
electron delocalization matters. Adv. Mater. 30(43), 1803220 
(2018). https ://doi.org/10.1002/adma.20180 3220

https://doi.org/10.1021/ar300253f
https://doi.org/10.1016/j.jpowsour.2014.09.178
https://doi.org/10.1039/C0JM01387K
https://doi.org/10.1039/C0JM01387K
https://doi.org/10.1016/j.cattod.2009.02.013
https://doi.org/10.1021/jp710193s
https://doi.org/10.1021/jp710193s
https://doi.org/10.1021/ja403102j
https://doi.org/10.1021/ja502379c
https://doi.org/10.1021/ja502379c
https://doi.org/10.1021/acscatal.6b02552
https://doi.org/10.1007/s40820-018-0232-2
https://doi.org/10.1021/ja405351s
https://doi.org/10.1021/ja405351s
https://doi.org/10.1039/C2SC20539D
https://doi.org/10.1021/acsaem.9b02155
https://doi.org/10.1021/acsaem.9b02155
https://doi.org/10.1002/adfm.201604804
https://doi.org/10.1002/adfm.201604804
https://doi.org/10.1007/s40820-019-0364-z
https://doi.org/10.1007/s40820-017-0157-1
https://doi.org/10.1002/adfm.201606325
https://doi.org/10.1002/adfm.201606325
https://doi.org/10.1016/j.joule.2017.07.011
https://doi.org/10.1016/j.joule.2017.07.011
https://doi.org/10.1007/s40820-017-0181-1
https://doi.org/10.1007/s40820-017-0181-1
https://doi.org/10.1002/adma.201803220

	Mesoporous Ternary Nitrides of Earth-Abundant Metals as Oxygen Evolution Electrocatalyst
	Highlights
	Abstract 
	1 Introduction
	2 Experimental
	2.1 Synthesis of Mesoporous Oxides
	2.2 Synthesis of Mesoporous Ni3N
	2.3 Synthesis of Mesoporous Ni3FeN
	2.4 Zn–Air Battery (ZAB) Measurements

	3 Results and Discussion
	3.1 Characterization of Mesoporous Electrocatalysts
	3.2 Electrocatalytic Oxygen Evolution Reaction
	3.3 Rechargeable Zn–Air Battery

	4 Conclusions
	Acknowledgements 
	References




