Simultaneous red, green and blue liquid crystal laser arrays

Citation for published version:
Hands, PJW, Morris, SM, Wilkinson, TD & Coles, HJ 2009, 'Simultaneous red, green and blue liquid crystal laser arrays' 23rd British Liquid Crystal Society Annual Meeting (BLCS 2009), Bristol, United Kingdom, 6/04/09 - 8/04/09, .

Link:
Link to publication record in Edinburgh Research Explorer

Document Version:
Peer reviewed version

General rights
Copyright for the publications made accessible via the Edinburgh Research Explorer is retained by the author(s) and / or other copyright owners and it is a condition of accessing these publications that users recognise and abide by the legal requirements associated with these rights.

Take down policy
The University of Edinburgh has made every reasonable effort to ensure that Edinburgh Research Explorer content complies with UK legislation. If you believe that the public display of this file breaches copyright please contact openaccess@ed.ac.uk providing details, and we will remove access to the work immediately and investigate your claim.
Simultaneous red, green & blue liquid crystal laser arrays

Centre of Molecular Materials for Photonics and Electronics (CMMPE),
Department of Engineering, University of Cambridge

Liquid crystal lasers offer tunability and high slope efficiencies within a cheap and highly compact device architecture. In this paper, we demonstrate how a band-edge liquid crystal laser, pumped by a single optical source at 430nm, can be made to produce an array of simultaneous polychromatic laser outputs [1].

To produce a liquid crystal (LC) laser, a laser dye (the gain medium) is combined with a chiral nematic host (the feedback structure). When the system is optically pumped by an array of spots from a single pulsed laser [2], a type of distributed feedback laser can be produced, the emission wavelength of which can be controlled through adjustment of the pitch of the chiral nematic.

In this paper, we fabricate three different LC laser mixtures, each of which absorbs light in a similar region of the spectrum, around 430nm, but emits in the red, green and blue regions respectively. Separate red, green and blue lasers can therefore be produced. Compartmentalised cells were made, offering three simultaneous laser emissions from a single device, utilising a single pump source. Finally, gradient pitch cells were made by diffusing together the red and the blue laser mixtures within a single cell. This gives rise to polychromatic emission across the full visible spectrum in different regions of the cell.

Polychromatic LC lasers could be used to replace individual red, green, blue lasers that are currently required in emerging laser displays. This would facilitate a reduction in the fabrication and materials cost. Furthermore, liquid crystal lasers are less likely to suffer from problems such as speckle, which are commonly associated with conventional laser display systems.