Development of Super-resolution Sharpness-based Axial Localization for Ultrasound Imaging

Citation for published version:

Digital Object Identifier (DOI):
10.1109/ACCESS.2018.2889425

Link:
Link to publication record in Edinburgh Research Explorer

Document Version:
Peer reviewed version

Published In:
IEEE Access

General rights
Copyright for the publications made accessible via the Edinburgh Research Explorer is retained by the author(s) and / or other copyright owners and it is a condition of accessing these publications that users recognise and abide by the legal requirements associated with these rights.

Take down policy
The University of Edinburgh has made every reasonable effort to ensure that Edinburgh Research Explorer content complies with UK legislation. If you believe that the public display of this file breaches copyright please contact openaccess@ed.ac.uk providing details, and we will remove access to the work immediately and investigate your claim.
## Development of Super-resolution Sharpness-based Axial Localization for Ultrasound Imaging

<table>
<thead>
<tr>
<th>Journal:</th>
<th>IEEE Access</th>
</tr>
</thead>
<tbody>
<tr>
<td>Manuscript ID</td>
<td>Draft</td>
</tr>
<tr>
<td>Manuscript Type:</td>
<td>Original Manuscript</td>
</tr>
<tr>
<td>Date Submitted by the Author:</td>
<td>n/a</td>
</tr>
</tbody>
</table>
| Complete List of Authors: | Diamantis, Konstantinos; The University of Edinburgh, Institute for Digital Communications  
Anderson, Tom; The University of Edinburgh, Centre for Cardiovascular Science  
Jensen, Jurgen; Technical University of Denmark, Department of Electrical Engineering  
Dalgarro, Paul; Heriot-Watt University  
Sboros, Vassilis; Heriot-Watt University, Institute of Biological Chemistry, Biophysics and Bioengineering |
| Keywords:           | Biomedical acoustics, Ultrasonic imaging, Simultaneous localization and mapping, Ultrasonic transducer arrays, Acoustic beams, Ultrasonic variables measurement |
| Subject Category    | Sensors, Biomedical Engineering, Imaging, Signal processing, Ultrasonics, ferroelectrics, and frequency control |
| Additional Manuscript Keywords: | Axial localization, Centre of Mass, Multiple focusing, Normalized sharpness, Super-resolution Ultrasound |
Development of Super-resolution Sharpness-based Axial Localization for Ultrasound Imaging

Konstantinos Diamantis, Tom Anderson, Jørgen Arendt Jensen, Fellow, IEEE, Paul A. Dalgarno, and Vassilis Sboros

Abstract—Super-resolution ultrasound mostly uses image-based methods for the localization of single scatterers. These methods are largely based on the centre of mass (COM) calculation. Sharpness-based localization is an alternative to COM for scatterer localization in the axial direction. Simulated ultrasound point scatterer data (centre frequency \( f_0 = 7 \) MHz, wavelength \( \lambda = 220 \) \( \mu \)m) showed that the normalized sharpness method can provide scatterer axial localization with an accuracy down to \( 2 \) \( \mu \)m (\( \approx 0.01 \lambda \)), which is a two-order of magnitude improvement compared to that achievable by conventional imaging (\( \approx \lambda / 2 \)), and a 5-fold improvement compared to the COM estimate (\( \approx 10 \) \( \mu \)m or 0.05\( \lambda \)). Similar results were obtained experimentally using wire-target data acquired by the Synthetic Aperture Real-time Ultrasound System (SARUS). The performance of the proposed method was also found to be consistent across different types of ultrasound transmission. The localization precision deteriorates in the presence of noise, but even in very low signal-to-noise-ratio (SNR \( \approx 0 \) dB) the uncertainty was not higher than 6 \( \mu \)m, which outperforms the COM estimate. The method can be implemented in image data as well as using the raw signals. It is proposed that signal derived localization should replace the image-based equivalent, as it provides at least a 10 times improved accuracy.

Index Terms—Axial localization, centre of mass, multiple focusing, normalized sharpness, super-resolution ultrasound

I. INTRODUCTION

SINGLE ultrasound contrast microbubbles (MBs) provide adequate signal-to-noise-ratio (SNR) and thus can be tracked as they travel through the vascular bed. The particle tracking approaches employed in super-resolution ultrasound imaging are similar to localization microscopy [1]–[3] resulting in super-resolved paths, that provide images beyond the diffraction limit, which is comparable to the wavelength (\( \lambda \)). In this way it was possible to obtain high resolution transcranial images of vascular structure [4], [5], and to achieve in-vivo imaging of the mouse ear microvasculature [6], and of \( \leq 10 \) \( \mu \)m-diameter rodent cerebral microvessels [7]–[9]. Most super-resolution results were acquired using methods that mainly depend on images and image processing, with the exception of [10], [11] where the studies were driven by a theoretical localization precision limit (\( \lambda / 38 \)) calculated for the particular ultrasound system. Thus, little is implemented to overcome the inherent limitations of the ultrasound spatial resolution. Commonly the images used, result from standard processing of the signals received by the transducer and do not prioritize the enhancement of point scatterer imaging. The waveform, beam-formation, gain, compression, interpolation and display algorithms used, can be viewed as steps that aim to enhance images of structural content, such as anatomy, but also reduce and modify signal information that is difficult to recover [12], [13]. Therefore, there is potential to combine the raw signal information with advanced signal processing techniques to achieve greater precision in particle localization.

The use of multi-focal imaging combined with the simple metric of sharpness is a different approach to obtain axial localization in the micrometre range [14], and it can be implemented either in image or raw ultrasound data. It was demonstrated that plane wave (PW) transmissions of ultrasound, and the use of 3 receive foci at 2 mm separation provided an axial localization precision of 10.21 \( \mu \)m (or \( \lambda / 21 \)) with SNR = 10 dB. These results were obtained from individual point-spread-functions (PSFs), where the PSF is the ultrasound system’s response to a single point scatterer. The experiments were performed in ideal imaging conditions and the impact of the type of ultrasound transmission was not assessed. This proof of principle experiment used unfocused (PW) transmission [15] as it is the best approximation to the unfocused light transmission, which was implemented in the original presentation of the method in optical microscopy [16], [17]. Although this facilitates fast acquisitions as only one emission is able to provide all the necessary data for the method, the acoustic pressure drops significantly with depth, thus limiting the depth of the imaging region, and potentially generating variable MB detection sensitivity across the image. This is due to the combination of the dependence of the MB scattering cross section on acoustic pressure, and the effect of acoustic pressure on MB destruction [18], [19]. Focused ultrasound requires several emissions that are all used to form one image and thus lowers the achievable frame rate. However, it has the potential to provide the least variable ultrasound field, which may provide a relatively even MB density across the image. This is therefore a candidate option for generating super-resolution images of large organs. The choice of optimal ultrasound transmission may impact on the performance of the sharpness-based axial localization, and as
a consequence it is important to assess the method’s accuracy for different transmission protocols. Furthermore, the impact of SNR on localization accuracy needs to be investigated to explore the potential of the technique under more realistic imaging conditions. Finally, the optimization process requires an understanding of the role of the foci spacing, that is directly related to the sampling of the method.

The purpose of the present article is threefold. First, this study aims to further develop the sharpness method that was initially presented in [14], by investigating all the parameters described above (varying foci spacing during the receive processing, varying SNR and ultrasound transmissions). The second objective is to investigate imaging regions that may provide improved axial localization, and to identify an optimal combination between high accuracy and imaging region of substantial length for which this accuracy is maintained, as it appears to be a trade-off between the two. All findings of the sharpness-based axial localization are then compared with these obtained using the centre of mass (COM), which is the tool mainly employed by current super-resolution ultrasound methods in order to determine scatterer location. Third, given that the sharpness method relies on good quality calibration data, an important part of the analysis focuses on the possibility to extract a reliable estimation of the method’s uncertainty that will provide the prospect for developing the method to perform well without calibration data. Methodologically, all these are accomplished using Field II [20], [21] simulated ultrasound point scatterer data and a simple experimental wire-target phantom to confirm the simulations.

II. METHODS

A. Sharpness-based Localization

The method is directly translated from cellular microscopy [16], [17] and is based on multi-focal imaging and the simple, aberration dependent, image sharpness metric of a single point scatterer [22]–[24]. The localization of a point scatterer relies on the generation of multiple overlapping sharpness curves (S-curves), which describe the inherent behaviour of a scatterer through the axial range, created by deploying multiple foci during receive processing, and by assessing the sharpness values after each acquisition as a function of depth [14], [25], [26]. Each derived S-curve peaks around the receive focus. The unique position of the scatterer is identified by combining a calibration standard with a maximum likelihood (ML) estimator for the sharpness data probability density function (PDF). The latter is a Gamma distribution that shows the probability of measuring a specific sharpness value from point scatterer data at a specific depth and using a specific receive focus. The calibration data consist of reference S-curves, generated by performing well-controlled repetitive sharpness measurements, during which the point scatterer’s position is always known. An outline of the method which was used for axial localization of isolated ultrasound point scatterers is shown in Algorithm 1 and more information can be found in [14]. Briefly, the ultrasound reflection of a scatterer at a specific depth in the field is acquired, and this is repeated for a selected depth (z) range. The raw ultrasound data are then beamformed offline using the standard Delay-And-Sum (DAS) beamformer and fixed receive focusing. A normalized version of sharpness (S) is adopted in this work and is defined as follows:

$$S = \begin{cases} \frac{\sum_{k=1}^{K} n_k}{(\sum_{k=1}^{K} n_k)^2}, & \text{using pixel intensity } (S_{int}), \\ \frac{\sum_{q=1}^{Q} |E_q|^4}{(\sum_{q=1}^{Q} |E_q|^2)^2}, & \text{using signal envelope } (S_{env}). \end{cases}$$

where the denominator corresponds to the normalization factor in both cases. A single $S_{int}$ value is calculated from a small square area including the PSF main-lobe and consisting of $K$ square pixels with $n_k$ recorded image pixel intensities ($k = 1, \ldots, K$). Similarly, a single $S_{env}$ value is calculated from the same square area represented by $Q$ envelope detected signal samples with amplitude $|E_q|$ ($q = 1, \ldots, Q$). There is no correlation between $K$ and $Q$ as the former depends solely on the image format and the latter on the number of transducer elements and on the frequency that the data are sampled. As the pixel intensities are proportional to the squared signal amplitudes, 4th-order statistics appear in the $S_{env}$ formulation. A number of sharpness values (either $S_{int}$ or $S_{env}$) as measured from a single data acquisition of an isolated point scatterer can provide a depth position estimate, which is the PDF peak, with reduced uncertainty compared to that achievable by conventional ultrasound.

Algorithm 1 Sharpness-based axial scatterer localization

1: for $z = z_{\text{start}}$ to $z_{\text{end}}$ do
2: Create phantom with a point scatterer at depth $z$
3: for $i = 1$ to $v$ do
4: Emit wave $i$ from the active aperture
5: Collect and store raw ultrasound data
6: for $j = 1$ to 3 do
7: Beamform data with fixed focus $j$ in receive
8: end for
9: end for
10: end for
11: if signal-derived sharpness = true then
12: Calculate all $S_{env}$ sharpness values for each $z,i,j$
13: else
14: Calculate all $S_{int}$ sharpness values for each $z,i,j$
15: end if
16: Calculate statistical measures from sharpness data
17: Extract mean sharpness values for each position
18: Extract the standard deviation (SD) from mean values
19: Plot mean $S$-values and associated deviation over depth
20: Interpolate the sharpness data by a $K_{\text{interp}}$ factor
21: Apply the ML estimator to the interpolated data
22: Estimate the depth position (PDF peak value)
23: Compare the depth estimate with true scatterer position

For Review Only
B. Data Analysis

The accuracy of the normalized sharpness method is assessed by the depth deviation \( d_{\text{dev}} \) of the method’s \( z \)-estimate to the actual scatterer position, which is known for all simulations and is established from a high precision translation stage in the experiments. For \( v \) repetitive measurements and thus \( v \) image frames per axial position, \( d_{\text{dev}} \) results from the root mean square error (RMSE) from all \( v \) cases. The sharpness standard deviation (SD) and the full-width-at-half-maximum (FWHM) of the PDF are compared with the \( d_{\text{dev}} \) values in order to evaluate their dependencies. The average \( d_{\text{dev}} \) is also calculated for different depth ranges, knowing that the normalized sharpness method does not perform uniformly for the whole range of scatterer axial displacement [14]. The rationale is that the areas with the maximum rate of sharpness change (S-curves slopes) are also the areas of highest localization accuracy. For this reason, the S-curve edges, where the sharpness values vary little may be ignored for the average \( d_{\text{dev}} \) calculation. The standard deviation \( d_{\text{SD}} \), of the average \( d_{\text{dev}} \) is the measurement uncertainty. Individual \( d_{\text{dev}} \) values that are outside the \( \pm 2d_{\text{SD}} \) limits of the average \( d_{\text{dev}} \), are rejected as outliers, using the “trimmean” Matlab (The MathWorks, Inc., Natick, MA, USA) function. Three different depth ranges that can be automatically determined, and can potentially cover a large part of the entire axial displacement have been examined in this work. These can be found in Fig. 1 alongside with a set of three typical S-curves generated by employing receive (Rx) foci at 38 mm, 40 mm, and 42 mm.

In Fig. 1, \( Z_{0.5} \) is determined as the distance between the two circles that indicate the sharpness values that correspond to 50% S-curve amplitude of the extreme S-curves (\( Z_{0.5} \) limits). The two triangles correspond to the distance that is equal to 2 times the separation between successive receive foci (\( \delta z \)) either way of the central focus (\( Z_{\sqrt{2}} \) limits). The two squares indicate the sharpness values that correspond to \( \sqrt{2} \)-times the width of the extreme S-curves (\( Z_{\sqrt{2}} \) limits).

C. Simulation of Point Scatterers

The Field II [20], [21] ultrasound simulation software was used for this study. A phantom consisting of a single point scatterer at a depth of 40 mm, was created and scanned by a 7 MHz, 192 element, linear array simulated transducer with
λ spacing. Different types of ultrasound transmission were employed. First, an unfocused PW emission with the central transducer element (#96) located above the point scatterer was implemented. Raw data from one emission were acquired from all 192 channels individually in receive. The data were stored, and the same emission was repeated for 151 axial displacement steps of 100 μm from position 32.5 mm to 47.5 mm. The simulation was repeated 10 times in the presence of noise, and 3 S-curves were used to achieve the axial localization. The PW data were used to study the effect of the foci separation and of the image noise in the accuracy of the axial localization using the normalized sharpness method. For each acquisition the data were beamformed with 21 different foci in receive between 35 mm and 45 mm, to examine various foci spacing cases for the 3 S-curves. The use of a central receive focus at a depth of 40 mm, (the scatterer’s initial position) and then of two other values at −2 mm and +2 mm of the starting depth was deployed for the rest of the simulations. For that case, white Gaussian noise was added to the raw simulated signals, with different SNR values ranging between 0 dB and 30 dB.

Next, the central transducer element was used to emit an unfocused spherical wave, as described in [27]. The repetition of such emissions using different transducer elements as the transmitting aperture, and the combination of the resulting images is the principle of synthetic aperture (SA) ultrasound [28]. Finally, standard focused beams were transmitted using 64 elements as the transmitting aperture and a fixed transmit focus at (a) 30 mm depth which was higher than the scatterer highest depth position, (b) 40 mm depth which was equivalent to the scatterer’s initial position, and (c) 50 mm depth which was lower than the lowest scatterer depth position. Each focused transmission involved the creation of 128 scan lines that were combined to form an ultrasound image. The speed of sound, c was set to 1540 m/s and all the parameters for the simulation data are given in Table I.

### Table I

<table>
<thead>
<tr>
<th>Parameter Name</th>
<th>Field II Simulations</th>
</tr>
</thead>
<tbody>
<tr>
<td>Transducer type</td>
<td>Linear array</td>
</tr>
<tr>
<td>Transducer element pitch</td>
<td>208 μm</td>
</tr>
<tr>
<td>Transducer element kerf</td>
<td>35 μm</td>
</tr>
<tr>
<td>Transducer element height</td>
<td>4.5 mm</td>
</tr>
<tr>
<td>Centre frequency, f₀</td>
<td>7 MHz</td>
</tr>
<tr>
<td>Sampling frequency, fₛ</td>
<td>100 MHz</td>
</tr>
<tr>
<td>Speed of sound, c</td>
<td>1540 m/s</td>
</tr>
<tr>
<td>Wavelength, λ = c/f₀</td>
<td>220 μm</td>
</tr>
<tr>
<td>Excitation pulse</td>
<td>Two-cycle sinusoid at f₀</td>
</tr>
<tr>
<td>Transmit focus</td>
<td>unfocused/30 mm/40 mm/50 mm</td>
</tr>
<tr>
<td>Transmit apodization</td>
<td>Hanning</td>
</tr>
<tr>
<td>Number of transmitting elements</td>
<td>1/64/192</td>
</tr>
<tr>
<td>Number of emissions per frame</td>
<td>1/128</td>
</tr>
<tr>
<td>Fixed receive (Rx) focus</td>
<td>35 mm to 45 mm</td>
</tr>
<tr>
<td>Receive apodization</td>
<td>Hanning</td>
</tr>
<tr>
<td>Number of receiving elements, M</td>
<td>192</td>
</tr>
<tr>
<td>Start depth, z₀start</td>
<td>32.5 mm</td>
</tr>
<tr>
<td>End depth, z₀end</td>
<td>47.5 mm</td>
</tr>
<tr>
<td>Axial distance covered</td>
<td>15 mm</td>
</tr>
<tr>
<td>z-step between successive axial positions</td>
<td>100 μm</td>
</tr>
<tr>
<td>Number of frames per axial position, ν</td>
<td>10</td>
</tr>
<tr>
<td>Signal-to-Noise-Ratio, SNR</td>
<td>0 dB to 30 dB</td>
</tr>
</tbody>
</table>

D. Wire-target Experiment

A 0.07 mm diameter copper wire inside a water tank, was used to create a custom phantom with movement flexibility. The initial wire position was (x, z)=(0.40) mm. After an ultrasound transmission, the wire was moved to the next z position in the axial direction using the AIMS III positioning setup (Onda Corporation, Sunnyvale, CA, USA), which was controlled using a Matlab interface. Pictures of the phantom and of the entire experimental setup can be found in Fig. 2.

![Fig. 2](image-url) (a) The custom phantom used for the experiments consisted of a copper wire. The wire was mounted on metal rods attached to a linear stage by means of plastic rings. This arrangement allowed movement of the wire in the axial direction. (b) A linear array transducer was attached to a fixed holder and positioned vertically above the wire-target.

For the experiment, z-steps of 108.7 μm were used as this was dictated by the minimum movement step (10.87 μm). Data were produced across 15 mm, between 32.5 mm and 47.5 mm from the transducer face, thus 139 steps were required. The speed of sound was calculated to c = 1484 m/s based on the water temperature [29], and this resulted into a slightly different wavelength (212 μm) compared to the simulations. The measurements were performed by the 1024 channel experimental ultrasound scanner SARUS (Synthetic Aperture Real-time Ultrasound System) [30], and the data were sampled at 35 MHz. The remaining scan parameters were similar to these shown in Table I for the simulation study. The transmission of ultrasound was performed with single plane waves only, where the transmit aperture consisted of all the elements in the array. Raw data from one unfocused emission were acquired from all 192 channels individually in
receive. The data acquisition was repeated 10 times for each wire-target position, and the wire was then moved to the next location in the axial direction. For each acquisition the data were beamformed to three different foci in receive with the use of an in-house programmed beamformation toolbox BFT III [31]. The receive foci were placed at 38 mm, 40 mm, and 42 mm.

III. RESULTS: SIMULATION STUDY

A. Distance Between Receive Foci

Using a PW transmission, the normalized-sharpness algorithm was implemented for varying distances between receive foci ranging between 0.5 mm and 5 mm with a 0.5 mm step. Fig. 3(a)-(b) shows examples of 3 resulting S-curve sets when the foci separation is 1 mm, and 4 mm, respectively. Sharpness values were higher when shorter receive foci (i.e. closer to the transducer’s surface) were used with an approximate peak value decrease of $3-5\%$ per mm depth. In addition, the resulting S-curves were narrower for the receive foci closer to the transducer, with a $4-7\%$ FWHM increase per mm.

![Normalized sharpness as a function of axial displacement.](image)

Fig. 3. Normalized sharpness as a function of axial displacement. Two different sets of 3 signal-derived S-curves are displayed where the ultrasound data were acquired by unfocused plane wave transmission and the receive processing was performed using a) 1 mm, and b) 4 mm separation between successive fixed receive foci.

The foci separation and the curve shape determine the size of $Z_{0.5}$, $Z_{4\delta}$, and $Z_{\sqrt{2}}$ and their achievable axial localization accuracy. These are depicted in Fig. 4 for foci separations between 0.5 mm and 5 mm. Overall the 3 depth ranges provided very similar results. $Z_{0.5}$ provided a lowest average $d_{\text{dev}}$ equal to 1.43 $\mu$m ($<0.01\lambda$) and its associated standard deviation ($d_{\text{SD}}$) was ±1.19 $\mu$m (Fig. 4(a)). These values were acquired for an 1 mm successive foci separation and maintained for a depth range of 4.9 mm as shown in Fig. 4(b). The average $d_{\text{dev}}$ remained below 2 $\mu$m (or $\approx 0.01\lambda$) for foci separations below 2 mm and increased for larger separation distances as shown in Fig. 4(a). The highest average $d_{\text{dev}}$ for $Z_{0.5}$ was 3.20 ± 2.96 $\mu$m, for a 5 mm successive foci separation. $Z_{4\delta}$ provided an average $d_{\text{dev}}$ between 1.50 ± 1.27 $\mu$m (1 mm separation) and 3.10 ± 2.92 $\mu$m (4.5 mm separation). Finally, $Z_{\sqrt{2}}$ provided an average $d_{\text{dev}}$ between 1.44 ± 1.27 $\mu$m (1 mm separation) and 3.13 ± 2.90 $\mu$m (5 mm separation).

In general, larger foci separation is equivalent to larger sizes for all 3 depth ranges (Fig. 4(b)). $Z_{0.5}$ varied from 3.8 mm (at 0.5 mm foci separation) to 12.9 mm (5 mm separation). $Z_{4\delta}$ varied from 2 mm to 20 mm. However, sharpness data were generated for a 15 mm axial displacement range (section II-C) and this value was used for the last 3 foci separations (4-5 mm). $Z_{\sqrt{2}}$ was found similar but slightly extended compared to $Z_{0.5}$, ranging between 4.9 mm and 13.8 mm. Note that $Z_{4\delta}$ is a linear function to foci separation while $Z_{0.5}$ and $Z_{\sqrt{2}}$ depend on the width of the S-curve which is not constant (Fig. 3). Moreover, Fig. 4 shows that the 2 mm foci separation provided overall a good combination of low average $d_{\text{dev}}$ (1.84 $\mu$m or $\approx 0.01\lambda$) and low $d_{\text{SD}}$ ($\pm 1.54$) for a relatively high depth range ($Z_{0.5} = 8.8$ mm). Thus, this was the selected separation for the remainder of the parametric study, using only the $Z_{0.5}$ distance.

![Average depth deviation to true scatterer position ($d_{\text{dev}}$) for the $Z_{0.5}$, $Z_{4\delta}$, and $Z_{\sqrt{2}}$ depth ranges, and (b) their sizes over varying distances between successive receive foci positions, using signal-derived sharpness data.](image)

Fig. 4. (a) Average depth deviation to true scatterer position ($d_{\text{dev}}$) for the $Z_{0.5}$, $Z_{4\delta}$, and $Z_{\sqrt{2}}$ depth ranges, and (b) their sizes over varying distances between successive receive foci positions, using signal-derived sharpness data.

B. Signal-to-Noise-Ratio

Lower SNR values (noisier signals) increase the sharpness SD, and this introduces higher uncertainty in the estimation of the depth position, through the ML estimator. Fig. 5(a)-(d) illustrates how the simulated point scatterer images appear when 4 different SNR values have been employed, 0 dB, 10 dB, 20 dB, and 30 dB respectively, using PW transmission and a receive focus set to 40 mm depth.

For Review Only
C. Transmitting Aperture

The effect of ultrasound transmit aperture on the sharpness calculation and subsequently on axial localization accuracy is displayed on Table II. As shown in the table, the spherical wave provided no significant difference (<10%) compared to the PW transmission. The S-curves were also similar to Fig. 1 (PW transmission). This was expected since both transmission types were unfocused and they do not introduce any focus-related bias term to the calculation of the normalized sharpness. On the other hand, the effect of transmit focus in the next simulations affected the shape of the S-curves. Examples of three sets of S-curves with transmit foci equal to 30 mm, 40 mm, and 50 mm are displayed in Fig. 7(a), (b), and (c) respectively. Despite the changes in the S-curves shape, the accuracy of the axial localization was in the same range with the other transmissions and varied between 1.84 µm and 2.21 µm (Table II).

<table>
<thead>
<tr>
<th>Transmitting aperture</th>
<th>Z_{0.5}</th>
<th>accuracy</th>
</tr>
</thead>
<tbody>
<tr>
<td>Plane Wave (unfocused)</td>
<td>1.84 ± 1.54 µm</td>
<td></td>
</tr>
<tr>
<td>Spherical Wave (unfocused)</td>
<td>1.99 ± 1.42 µm</td>
<td></td>
</tr>
<tr>
<td>Transmit Focus at 30 mm (focused)</td>
<td>1.87 ± 1.43 µm</td>
<td></td>
</tr>
<tr>
<td>Transmit Focus at 40 mm (focused)</td>
<td>1.94 ± 1.86 µm</td>
<td></td>
</tr>
<tr>
<td>Transmit Focus at 50 mm (focused)</td>
<td>2.21 ± 1.71 µm</td>
<td></td>
</tr>
</tbody>
</table>

In Fig. 7(a) all curves are slightly skewed, with the edges of the left sides (closer to the transducer surface) slightly shifted to larger values. This is due to the transmit focus being placed closer to the transducer surface. In addition the right sides of the first two S-curves presented increased variability compared to the unfocused transmissions (Fig 3). However, as the S-curve edges are excluded from the Z_{0.5} calculation, the average d_{dev} (1.87 ± 1.43 µm or < 0.01λ) was similar to those obtained by using plane or spherical waves. In Fig. 7(b), the transmit focus was placed at 40 mm which is the centre of the investigated range. As a result, the middle S-curve (receive focus also at 40 mm) peaked at a higher sharpness value compared to the other two, which increased the rate of sharpness change for that curve. Here, the resulting S-curves were symmetric, however variability around the peak areas was visible. The extreme S-curves had slightly more flattened peaks which corresponded to reduced rate of sharpness change in these areas. All these resulted to a slightly increased d_{SP} equal to ±1.86 µm, compared to the PW example (d_{SP} = ±1.54 µm), while a similar average d_{dev} was acquired (Table II). In Fig. 7(c) as opposed to Fig. 7(a), the edges of the right sides (at greater depths) of the three S-curves were slightly shifted to larger values. This was due to the transmit focus effect which was positioned at a greater depth (50 mm) in this instance. The Z_{0.5} did not include the S-curve edges as well, hence the average d_{dev} was 2.21 ± 1.71 µm (or ≈ 0.01λ), which was not significantly different from others displayed in Table II. Note that setting the focus further away from the scatterer displacement range (between 32.5 and
47.5 mm) is in principle closer to that of the PW transmission, which is a focus to infinity.

D. Comparison with Centre of Mass

Table III shows the accuracy in the simulated scatterer axial localization based on both image- and signal-derived sharpness values as well as based on the calculation of the COM for \( Z_{0.5} \), \( Z_{4.9} \), and \( Z_{8.7} \). The PW data were used in this study. The image-derived sharpness processing resulted in an average depth deviation to actual simulated scatterer position (\( d_{\text{dev}} \)) that varied between 17.75 ± 15.67 µm (≈ 0.08λ) and 18.13 ± 16.55 µm (≈ 0.08λ) for the 3 ranges. There were no significant differences between the three types of average \( d_{\text{dev}} \) measurement.

<table>
<thead>
<tr>
<th>Depth range</th>
<th>Image-derived sharpness</th>
<th>Signal-derived sharpness</th>
<th>COM</th>
</tr>
</thead>
<tbody>
<tr>
<td>( Z_{0.5} )</td>
<td>18.13 ± 15.53 µm</td>
<td>1.84 ± 1.54 µm</td>
<td>9.78 ± 4.90 µm</td>
</tr>
<tr>
<td>( Z_{4.9} )</td>
<td>17.75 ± 15.67 µm</td>
<td>2.11 ± 1.80 µm</td>
<td>9.86 ± 4.95 µm</td>
</tr>
<tr>
<td>( Z_{8.7} )</td>
<td>18.16 ± 15.83 µm</td>
<td>2.02 ± 1.73 µm</td>
<td>9.79 ± 4.92 µm</td>
</tr>
</tbody>
</table>

These metrics were improved by a factor of between 9-10 for the signal derived sharpness processing. The average \( d_{\text{dev}} \) dropped to ≈ 2 µm for all depth ranges as shown in Table III. The COM based axial localization resulted in a constant average \( d_{\text{dev}} \) equal to ≈ 9.8 µm (or ≈ 0.04λ) for the 3 depth ranges studied here. The corresponding \( d_{\text{SD}} \) was ±4.9 µm, for all depth ranges. These numbers were equivalent to at least a 2-fold improvement compared to the image sharpness processing. However, the COM based axial localization was outperformed by the signal derived sharpness processing by a factor of ≈ 5. A high intensity threshold of 0.9 was employed to achieve the results displayed in Table III, and the COM calculation was found to be threshold dependent. For instance, reducing the intensity threshold to 0.7 resulted in average \( d_{\text{dev}} \) in the range of 20 µm (or ≈ 0.09λ), and the \( d_{\text{dev}} \) can be significantly worse than that achieved by the image-derived sharpness localization reaching values as high as 40 µm (or ≈ 0.18λ) for intensity thresholds around 0.5.

On the other hand, the COM calculation is independent from the multiple receive processing and partly unrelated to sharpness change. Therefore the entire displacement range (15 mm) is usable for COM-derived axial localization, while the optimized sharpness-based localization here used sub-ranges such as \( Z_{0.5} \), \( Z_{4.9} \), and \( Z_{8.7} \). Fig. 8 shows, for clarity, a smoothed version of the 151 (section II-C) individual \( d_{\text{dev}} \) plotted all together over depth for the three axial localization methods examined here. In general, COM has provided a monotonic improvement of accuracy with depth attributed to the PW transmission. However, the sharpness-based measurement can be optimized to secure a low average \( d_{\text{dev}} \) in any given depth. For example the result for \( Z_{4.9} \) (range between 36 mm-44 mm) can be reproduced for any depths of interest if the equivalent sharpness data are generated.

Fig. 9 shows how the individual \( d_{\text{dev}} \) values relate to the sharpness standard deviation and to the measured FWHM from the PDF [14]. Fig. 9(a) includes a subset of Fig. 6(b), that refers to SNR= 10 dB, and shows that most data points (71.5%) were located in the \( d_{\text{dev}} \) range between 1 µm and 10 µm and in the sharpness SD range between \( 0.5 \times 10^{-5} \) and \( 4 \times 10^{-5} \). This demonstrates that although there is no strong dependence, between the two variables, there is a relative consistency in the value range. Note that the figure here also includes values out-with the \( Z_{0.5} \) range in order to observe possible trends for the entire displacement range. Fig. 9(b) shows that the PDF FWHM had a linear relation

\[ \text{For Review Only} \]
to \( d_{dev} \) \((y = 0.94x + 9.8, \) correlation coefficient \( r = 0.53).\) The result indicates that the width of the PDF can be a reasonable approximation to \( d_{dev} \) for each particular depth estimate.

![Fig. 9. (a) Normalized sharpness SD and (b) PDF FWHM values over the depth deviation to true simulated scatterer position \( (d_{dev}) \), using signal-derived sharpness data.](image)

The simulation setup provided an optimal setting for the experimental procedure. A PW transmission was used and a 2 mm receive focus separation was implemented for the sharpness methodology, as this was found to be optimal in section III-A. The measured SNR ranged between 10 – 20 dB for depths between 32.5 mm and 47.5 mm. Table IV shows the accuracy in the wire-target axial localization for image- and signal-derived sharpness values as well as the COM calculation for all 3 range type measurements. Overall, the average \( d_{dev} \) values were slightly but not significantly increased compared to the simulations. The image-derived sharpness processing resulted in an average \( d_{dev} \) that varied between 22.16 ± 17.27 \( \mu \)m \((or \approx 0.10\lambda) and 26.30 ± 22.71 \( \mu \)m \((or \approx 0.12\lambda)) for the 3 depth ranges.

**TABLE IV**

<table>
<thead>
<tr>
<th>Depth range</th>
<th>Image-derived sharpness</th>
<th>Signal-derived sharpness</th>
<th>COM</th>
</tr>
</thead>
<tbody>
<tr>
<td>( Z_{0.5} )</td>
<td>22.16 ± 17.27 ( \mu )m</td>
<td>2.30 ± 1.83 ( \mu )m</td>
<td>13.30 ± 6.74 ( \mu )m</td>
</tr>
<tr>
<td>( Z_{0.8} )</td>
<td>25.77 ± 22.64 ( \mu )m</td>
<td>2.61 ± 2.12 ( \mu )m</td>
<td>14.04 ± 8.13 ( \mu )m</td>
</tr>
<tr>
<td>( Z_{0.7} )</td>
<td>26.30 ± 22.71 ( \mu )m</td>
<td>2.59 ± 2.12 ( \mu )m</td>
<td>14.19 ± 8.18 ( \mu )m</td>
</tr>
</tbody>
</table>

The above figures were improved by a factor of \( \approx 10 \) for the signal derived sharpness processing. The average \( d_{dev} \) varied between 2.30 ± 1.83 \( \mu \)m and 2.61 ± 2.12 \( \mu \)m \((or \approx 0.01\lambda)) for all depth ranges. The COM provided a \( d_{dev} \) that ranged between 13.30 ± 6.74 \( \mu \)m \((or \approx 0.06\lambda) and 14.19 ± 8.18 \( \mu \)m \((or \approx 0.07\lambda)).\) These numbers were an almost 2-fold improvement compared to those provided by the image-based sharpness. On the other hand, the COM based axial localization was outperformed by the signal-derived sharpness processing by a factor of at least 5. An intensity threshold of 0.7 was employed to achieve the results displayed in Table IV in the wire-target experiment, and the COM calculation was found to be threshold dependent. Increasing or reducing the intensity threshold resulted in reduced localization accuracy. Higher average \( d_{dev} \) values were measured and the uncertainty in the localization reached values up to 44 \( \mu \)m \((or \approx 0.21\lambda).\) These values were worse compared not only to the signal-derived sharpness processing but also to the image-derived one. These results compare well with the simulation.

Fig. 10(a) shows an image of the wire-target, from the experimentally acquired data which resembles to the simulated ones displayed in Fig. 5, and rather closest to Fig. 5(c) given the noise level. Fig. 10(b) is a visual display of the “trimming” result achieved axially by the image-derived sharpness to the PSF. Fig. 10(c) shows the equivalent results achieved by the signal-derived sharpness processing and the COM calculation. The normalized sharpness processing is related to the localization in the axial direction only and has no effect on the lateral direction, unlike the COM which provides a localization in both directions.

![Fig. 10. (a) Example of an experimentally acquired PSF. The wire-target and the receive focus were positioned at 40 mm depth. A 60 dB dynamic range display was used. Visualization of (b) image-derived sharpness and (c) signal-derived sharpness (white) and centre of mass axial localization (red) for the PSF displayed in (a) using the average values shown in Table IV.](image)

Fig. 11 shows a smoothed version of the 139 (section II-D) individual \( d_{dev} \) plotted over depth for the three axial localization methods. Similarly to the simulations, the COM provided a monotonic improvement of accuracy with depth. Fig. 12 shows how the \( d_{dev} \) values relate to the sharpness standard deviation and to the measured FWHM from the PDF, for the experimentally acquired point scatterer data. The figure directly compares with the Fig. 9, which includes the simulated data. Fig. 12(a) shows that 65.7% of the data points were concentrated in the area defined by \( d_{dev} \) values between 1 \( \mu \)m and 10 \( \mu \)m and by sharpness SD values between 1 × 10^{-5} and 4 × 10^{-5} which is a fairly similar behaviour compared to that noted in Fig. 9(a) for the simulated scatterer. In general, the sharpness SD was kept below 4.5 × 10^{-5} during the
experiment. Fig. 9(b) shows that the PDF FWHM variation had a linear relation to \(d_{\text{dev}}\) (y = 1.3x + 12, \(r = 0.59\)). The linear function and the measured correlation coefficient were not significantly different from those found for the simulated data (section III-D).

![Graph showing depth deviation to true wire-target position plotted over axial distance](image)

V. DISCUSSION

The sharpness-based method originally presented in [14] as an alternative for the precise axial localization of ultrasound point scatterers, was further developed in this work, using implementation and imaging parameters that cover a range of possible imaging scenarios. The sharpness methodology provided consistently an axial localization precision \((\approx 2 \mu m)\) at least 2 orders of magnitude lower than the wavelength used \((220 \mu m)\), which is an indication of the system’s resolution, over different SNRs, transmission and receive settings. Under high SNR conditions the localization precision may be over 3 orders of magnitude lower than the wavelength. The data analysis showed that in areas dominated by two of the S-curve slopes, thus excluding the edges of the 15 mm total axial displacement, the normalized sharpness method performs best, achieving axial localization accuracy which outperforms that displayed previously by a factor of \(\approx 5\) [14]. Fundamental to the optimization process here is the understanding on how the S-curves can be used more efficiently. As stated previously, the best localization is achieved where the S-curves present a sharp change with depth, which is the area of sharp defocus next to the focus. On the other hand, the areas of low sharpness values where also sharpness changes very little with depth, result in an increased error in the axial localization. The three different types of ranges \((Z_{0.5}, Z_{4k}, Z_{4/\sqrt{2}})\) used did not provide significantly different results, as they do not incorporate low sharpness values. Further good agreement was achieved between experimental results and simulations. The experimental results provided an average depth deviation to true scatterer position of \(\approx 25 \mu m\) and \(\approx 2.5 \mu m\) (Table IV) for image- and signal-derived sharpness respectively, while the simulations provided respective figures of \(\approx 18 \mu m\) and \(\approx 2 \mu m\) (Table III). The 9- to 10-fold improvement in axial localization accuracy was an expected result and agrees with the previous work [14]. The image formation includes compression, interpolation, time-gain compensation and display conversion which leads to significant loss of information.

Therefore, the signal-derived sharpness processing was also expected to provide superior axial localization compared to the COM localization, and the improvement was approximately 5-fold in the experiment. In general, the COM calculations (between 10 \(\mu m\) and 14 \(\mu m\)) here compare well with others found in the literature that were between 10 \(\mu m\) and 20 \(\mu m\) at best [5–7], [32], and corresponded to localization improvements between 5- and 25-fold compared to the wavelengths used. Axial localization with improved precision of 1.9 \(\mu m\) \((f_0 = 3 \text{ MHz}, \lambda = 500 \mu m)\) has recently been achieved [33], but in this work two transducers positioned orthogonally to each other were used, which resulted in an increased aperture. In Figs. 8 and 11 the COM measurement is relatively stable for the entire image, while, as mentioned above, the sharpness-derived localization is best well within the range of the S-curves. However, this is not a limiting factor as the number of curves can be extended to cover the desired axial range in the image. Further, the COM estimation is dependent on the intensity threshold applied to the images before its estimation. In this study the PSF had a regular and symmetric shape, which led to the optimal choice of threshold that produced optimal COM results. This may not be the case for real imaging conditions where scatterers may appear to have irregular shape and intensity profile. Nonetheless, the COM remains a very good practical solution for image-based measurement, providing a scatterer centre in both dimensions of the image.

While the PSF can be significantly affected by speed of sound and attenuation variations, the proposed method is independent of such variations and is only linked to the sharpness metric. The general Lorentzian-like shape of the S-curve was preserved throughout the present study as seen in Figs. 3
and 7, which resulted in similar order of localization accuracy. Further work with actual MB scatterers in in-vivo settings, will involve the presence of isolated scattering events as in all super-resolution methods. The precise estimation of a depth position will be achieved by assessing multiple sharpness values and by matching these values to an existing set of calibration data. These data might stem from a simple in-vitro (for instance a wire-target) experiment using the same imaging protocol prior to the in-vivo scan, or one of the simulated S-curve sets that have been generated in this work might be directly employed, depending on the imaging conditions. Hence, the study performed here with the simulated data and the controlled experimental setup allows to determine the exact capabilities and the limits of the normalized sharpness method for real imaging scenarios as well. A potential MB application would also require the control of the contrast agent density in an image, since each sharpness value must be evaluated only from a small area around a single PSF. This is because with this restriction, the aberrations including (and dominated by) the focus errors are well-defined, symmetric and can be contained within a single analysis frame, as explained in [17]. Importantly, the connection of the localization accuracy with metrics such as the sharpness standard deviation (SD) or the full-width-at-half-maximum (FWHM) of the probability density function (PDF) suggests that the normalized sharpness method may be deployed without the “true scatterer position” requirement for the generation of the calibration data. The true scatterer position may be precisely known when performing experimental measurements using for example a high-precision translation stage. By contrast, such knowledge is not attainable in a real imaging scenario. Figs. 9(b) and 12(b) confirmed that the calculated FWHM of the PDF correlates with the measured d_{dev} values, and their value ranges were very similar. Thus, the comparison of a depth estimate with the true scatterer position may be substituted by the FWHM of the PDF, or by the sharpness SD obtained from the repetitive measurements. Such measurements would perhaps require longer raw ultrasound data acquisitions, which are feasible for most real imaging scenarios.

In general, the power of the technique lies in the measurement of the PSF without the requirement to assume a PSF model, and in the fact that it is robust in changes of noise, transmission protocol and flexible in terms of receive focus protocol. The sharpness technique also proved to perform equally well with all common types of ultrasound transmission. The focused transmission is commonly employed in state-of-the-art ultrasound. The other two transmission types have the ability to produce single emission images thus enabling a high frame rate, but at the same time result in lower resolution compared to focused transmission. However, a number of emissions may be used to further enhance the imaging resolution, either by using synthetic aperture imaging [28], or by applying compounding which is the transmission of multiple plane waves at different angles [34]. An important parameter in the choice of contrast enhanced ultrasound imaging, as mentioned in the introduction, is the acoustic pressure field and the microbubble sensitivity across the image. In the light of this, it may be that a single emission protocol will favour smaller region of interest investigations, while the focused transmission may enable entire organ visualization.

The normalized sharpness method, similar to the techniques related to the lateral [35] frequency [36] resoltion, may add to the existing super-resolution methods. Current super-resolution ultrasound is heavily based on image processing. It has been accomplished either by identifying the PSF COM [6], [7] or by fitting three dimensional Gaussian functions [12], [13] to ultrasound reconstructed data to approximate the PSF. Note that both methods provide similar results and are dependent on the SNR. The possibility to enhance the point scatterer localization is reliant on exploiting the otherwise lost detail from the raw ultrasound data, when converting them to images. The sharpness method although limited to the axial direction, may be considered as a signal-based adjunct to the already existing image-based methods. The work here suggests that a combination of the COM (for the lateral direction) with the sharpness method (for the axial direction) will provide the most accurate scatterer location. The ultimate objective is the expansion of the sharpness method to the estimation of all three co-ordinates of a point source such as MBs. Ultrasound scanning with modern 2D array probes could be explored to extract sharpness values that will correspond to a total position instead of just a z-position.

VI. CONCLUSION

Different approaches of the normalized sharpness method were examined under various imaging conditions. The method exploits the defocus aberrations to achieve axial localization of ultrasound point scatterers with super-resolution accuracy of a few microns. The approaches involved different foci separation in the receive processing of the raw ultrasound point scatterer data, and subsequently the calculation of the sharpness metric based on both signal and image data. The imaging conditions included different types of ultrasound transmission as well as different amounts of noise added to the ultrasound data. The results showed that an axial localization precision of between 2–6 μm can be achieved using the signal data. From the above precision range, the lower limit is equivalent to a ≈ 5-fold improvement in axial localization precision compared to that achieved by using the centre of mass (COM) method. The upper limit which is closer to COM (≈ 10 μm), is related to highly noisy data. Overall, this work highlights the benefits of signal compared to image processing and provides results which may be significant when reconstructing microvessels of the order of tens of micrometres in diameter.

REFERENCES


Biographies and author photos

Konstantinos Diamantis received the 5-year diploma in electrical and computer engineering from the University of Patras, Greece, in 2009, and the joint M.Sc. degree in biomedical engineering from the University of Patras, Greece, and the National Technical University of Athens (NTUA), Greece, in 2011. He received the Ph.D. degree in medical imaging from Heriot-Watt (HW) University, Edinburgh, UK, in 2016. During his Ph.D. he had the opportunity to visit the Center for Fast Ultrasound Imaging at the Technical University of Denmark for a 6-month period. Since 2016, he has been a post-doctoral research associate, first with the Institute of Biological Chemistry, Biophysics and Bioengineering (IB3), Heriot-Watt University, Edinburgh, UK and currently with the Institute for Digital Communications (IDCOM), The University of Edinburgh, UK. His research interests include array signal processing, adaptive beamforming, machine learning, super-resolution ultrasound imaging, and medical image analysis.

Tom Anderson received the M.Sc. degree in software technology from Edinburgh Napier University, Edinburgh, U.K., in 1995. He has worked in the field of diagnostic ultrasound for over 35 years, first as an Electronic Technician, then as a Clinical Scientist within the National Health Service, Scotland. For the last ten years, he has been with the Centre for Cardiovascular Studies, The University of Edinburgh, Edinburgh, as a Senior Research Fellow. His current research interests include signal and image processing related to ultrasonic imaging, both clinical and preclinical.

Jørgen Arendt Jensen (M’93–SM’02–F’12) received the Master of Science degree in electrical engineering in 1985 and the Ph.D. degree in 1989, both from the Technical University of Denmark. He received the Dr. Techn. degree from the university in 1996. Since 1993, he has been Full Professor of Biomedical Signal Processing with the Department of Electrical Engineering, Technical University of Denmark and head of the Center for Fast Ultrasound Imaging since its inauguration in 1998. He has published more than 450 journal and conference papers on signal processing and medical ultrasound and the book Estimation of Blood Velocities Using Ultrasound (Cambridge Univ. Press), 1996. He is also the developer and maintainer of the Field II simulation program. He has been a visiting scientist at Duke University, Stanford University, and the University of Illinois at Urbana-Champaign. He was head of the Biomedical Engineering group from 2007 to 2010. In 2003, he was one of the founders of the biomedical engineering program in Medicine and Technology, which is a joint degree program between the Technical University of Denmark and the Faculty of Health and Medical Sciences at the University of Copenhagen. The degree is one of the most sought-after engineering degrees in Denmark. He was chairman of the study board from 2003 to 2010 and Adjunct Professor with the University of Copenhagen from 2005 to 2010. He has given a number of short courses on simulation, synthetic aperture imaging, and flow estimation at international scientific conferences and teaches biomedical signal processing and medical imaging at the Technical University of Denmark. His research is centered around simulation of ultrasound imaging, synthetic aperture imaging, vector blood flow estimation, and construction of ultrasound research systems. Dr. Jensen has given more than 60 invited talks at international meetings and received several awards for his research.
Paul Dalgar no obtained an MPhys degree in physics in 2001 before graduating with a Ph.D. from Heriot-Watt in 2005 on the study of self-assembled semiconductor quantum dots. He worked until 2009 on semiconductor quantum optics, notably single photon sources, quantum dot physics and microcavities, before moving to St Andrews to study single molecule spectroscopy of RNA. In 2011 Paul returned to Heriot Watt as a research fellow in the newly formed Institute of Biological Chemistry, Biophysics and Bioengineering (IB3). Since 2012 Paul has been an Assistant Professor and group leader of the Advanced Microscopy Group, specializing in advanced microscopy techniques for the life sciences. His work focuses on 4D imaging, multi-parameter microscopy, fluorescent lifetime imaging and the application of single photon detectors to life science imaging.

Vassilis Sboros was born in Volos, Greece in 1968. He graduated from the University of Athens with physics degree in 1993, and from the University of Aberdeen with an M.Sc. in medical physics in 1994. His Ph.D. on ultrasound contrast imaging at the University of Edinburgh was completed in 1999. The jobs that followed investigated the physics of microbubbles and the engineering of imaging them. His current interests expand to clinical and preclinical ultrasound imaging. He has published over 50 peer reviewed papers.
Development of Super-resolution Sharpness-based Axial Localization for Ultrasound Imaging

Konstantinos Diamantis, Tom Anderson, Jørgen Arendt Jensen, Fellow, IEEE, Paul A. Dalgarno, and Vassilis Sboros

Abstract—Super-resolution ultrasound mostly uses image-based methods for the localization of single scatterers. These methods are largely based on the centre of mass (COM) calculation. Sharpness-based localization is an alternative to COM for scatterer localization in the axial direction. Simulated ultrasound point scatterer data (centre frequency $f_0 = 7$ MHz, wavelength $\lambda = 220$ $\mu$m) showed that the normalized sharpness method can provide scatterer axial localization with an accuracy down to $2\, \mu$m ($< 0.01\lambda$), which is a two-order of magnitude improvement compared to that achievable by conventional imaging ($\approx \lambda$), and a 5-fold improvement compared to the COM estimate ($\approx 10\, \mu$m or $0.05\lambda$). Similar results were obtained experimentally using wire-target data acquired by the Synthetic Aperture Real-time Ultrasound System (SARUS). The performance of the proposed method was also found to be consistent across different types of ultrasound transmission. The localization precision deteriorates in the presence of noise, but even in very low signal-to-noise-ratio (SNR $> 0$ dB) the uncertainty was not higher than $6\, \mu$m, which outperforms the COM estimate. The method can be implemented in image data as well as using the raw signals. It is proposed that signal derived localization should replace the image-based equivalent, as it provides at least a 10 times improved accuracy.

Index Terms—Axial localization, centre of mass, multiple focusing, normalized sharpness, super-resolution ultrasound

I. INTRODUCTION

SINGLE ultrasound contrast microbubbles (MBs) provide adequate signal-to-noise-ratio (SNR) and thus can be tracked as they travel through the vascular bed. The particle tracking approaches employed in super-resolution ultrasound imaging are similar to localization microscopy [1]–[3] resulting in super-resolved paths, that provide images beyond the diffraction limit, which is comparable to the wavelength ($\lambda$).

In this way it was possible to obtain high resolution transcranial images of vascular structure [4], [5], and to achieve in-vivo imaging of the mouse ear microvasculature [6], and of $< 10\, \mu$m-diameter rodent cerebral microvessels [7]–[9].

Most super-resolution results were acquired using methods that mainly depend on images and image processing, with the exception of [10], [11] where the studies were driven by a theoretical localization precision limit ($\lambda/38$) calculated for the particular ultrasound system. Thus, little is implemented to overcome the inherent limitations of the ultrasound spatial resolution. Commonly the images used, result from standard processing of the signals received by the transducer and do not prioritize the enhancement of point scatterer imaging. The waveform, beam-formation, gain, compression, interpolation and display algorithms used, can be viewed as steps that aim to enhance images of structural content, such as anatomy, but also reduce and modify signal information that is difficult to recover [12], [13]. Therefore, there is potential to combine the raw signal information with advanced signal processing techniques to achieve greater precision in particle localization.

The use of multi-focal imaging combined with the simple metric of sharpness is a different approach to obtain axial localization in the micrometre range [14], and it can be implemented either in image or raw ultrasound data. It was demonstrated that plane wave (PW) transmissions of ultrasound, and the use of 3 receive foci at 2 mm separation provided an axial localization precision of 10.21 $\mu$m (or $\lambda/21$) with SNR = 10 dB. These results were obtained from individual point-spread-functions (PSFs), where the PSF is the ultrasound system’s response to a single point scatterer. The experiments were performed in ideal imaging conditions and the impact of the type of ultrasound transmission was not assessed. This proof of principle experiment used unfocused (PW) transmission [15] as it is the best approximation to the unfocused light transmission, which was implemented in the original presentation of the method in optical microscopy [16], [17]. Although this facilitates fast acquisitions as only one emission is able to provide all the necessary data for the method, the acoustic pressure drops significantly with depth, thus limiting the depth of the imaging region, and potentially generating variable MB detection sensitivity across the image.

This is due to the combination of the dependence of the MB scattering cross section on acoustic pressure, and the effect of acoustic pressure on MB destruction [18], [19]. Focused ultrasound requires several emissions that are all used to form one image and thus lowers the achievable frame rate. However, it has the potential to provide the least variable ultrasound field, which may provide a relatively even MB density across the image. This is therefore a candidate option for generating super-resolution images of large organs. The choice of optimal ultrasound transmission may impact on the performance of the sharpness-based axial localization, and as
a consequence it is important to assess the method’s accuracy for different transmission protocols. Furthermore, the impact of SNR on localization accuracy needs to be investigated to explore the potential of the technique under more realistic imaging conditions. Finally, the optimization process requires an understanding of the role of the foci spacing, that is directly related to the sampling of the method.

The purpose of the present article is threefold. First, this study aims to further develop the sharpness method that was initially presented in [14], by investigating all the parameters described above (varying foci spacing during the receive processing, varying SNR and ultrasound transmissions). The second objective is to investigate imaging regions that may provide improved axial localization, and to identify an optimal combination between high accuracy and imaging region of substantial length for which this accuracy is maintained, as it appears to be a trade-off between the two. All findings of the sharpness-based axial localization are then compared with those obtained using the centre of mass (COM), which is the tool mainly employed by current super-resolution ultrasound methods in order to determine scatterer location. Third, given that the sharpness method relies on good quality calibration data, an important part of the analysis focuses on the possibility to extract a reliable estimation of the method’s uncertainty that will provide the prospect for developing the method to perform well without calibration data. Methodologically, all these are accomplished using Field II [20], [21] simulated ultrasound point scatterer data and a simple experimental wire-target phantom to confirm the simulations.

## II. METHODS

### A. Sharpness-based Localization

The method is directly translated from cellular microscopy [16], [17] and is based on multi-focal imaging and the simple, aberration dependent, image sharpness metric of a single point scatterer [22]–[24]. The localization of a point scatterer relies on the generation of multiple overlapping sharpness curves (S-curves), which describe the inherent behaviour of a scatterer through the axial range, created by deploying multiple foci during receive processing, and by assessing the sharpness values after each acquisition as a function of depth [14], [25], [26]. Each derived S-curve peaks around the receive focus. The unique position of the scatterer is identified by combining a calibration standard with a maximum likelihood (ML) estimator for the sharpness data probability density function (PDF). The latter is a Gamma distribution that shows the probability of measuring a specific sharpness value from point scatterer data at a specific depth and using a specific receive focus. The calibration data consist of reference S-curves, generated by performing well-controlled repetitive sharpness measurements, during which the point scatterer’s position is always known. An outline of the method which was used for axial localization of isolated ultrasound point scatterers is shown in Algorithm 1 and more information can be found in [14]. Briefly, the ultrasound reflection of a scatterer at a specific depth in the field is acquired, and this is repeated for a selected depth (z) range. The raw ultrasound data are then beamformed offline using the standard Delay-And-Sum (DAS) beamformer and fixed receive focusing. A normalized version of sharpness (S) is adopted in this work and is defined as follows:

\[
S = \begin{cases}
    \frac{\sum_{i=1}^{K} n_i^2}{(\sum n_i)^2}, & \text{using pixel intensity (S}_{\text{int}}) , \\
    \frac{\sum_{q=1}^{Q} |E_q|^4}{(\sum |E_q|^2)^2}, & \text{using signal envelope (S}_{\text{env}}),
\end{cases}
\]

where the denominator corresponds to the normalization factor in both cases. A single S_{int} value is calculated from a small square area including the PSF main-lobe and consisting of K square pixels with n_k recorded image pixel intensities \(k = 1, \ldots, K\). Similarly, a single S_{env} value is calculated from the same square area represented by Q envelope detected signal samples with amplitude |E_q| \(q = 1, \ldots, Q\). There is no correlation between K and Q as the former depends solely on the image format and the latter on the number of transducer elements and on the frequency that the data are sampled.

As the pixel intensities are proportional to the squared signal amplitudes, 4th-order statistics appear in the S_{env} formulation. A number of sharpness values (either S_{int} or S_{env}) as measured from a single data acquisition of an isolated point scatterer can provide a depth position estimate, which is the PDF peak, with reduced uncertainty compared to that achievable by conventional ultrasound.

#### Algorithm 1 Sharpness-based axial scatterer localization

1: \textbf{for} \( z = z_{\text{start}} \) to \( z_{\text{end}} \) \textbf{do}
2: \hspace{1em} Create phantom with a point scatterer at depth \( z \)
3: \hspace{1em} \textbf{for} \( i = 1 \) to \( v \) \textbf{do}
4: \hspace{2em} Emit wave \( i \) from the active aperture
5: \hspace{2em} Collect and store raw ultrasound data
6: \hspace{2em} \textbf{for} \( j = 1 \) to \( 3 \) \textbf{do}
7: \hspace{3em} Beamform data with fixed focus \( j \) in receive
8: \hspace{2em} \textbf{end for}
9: \hspace{1em} \textbf{end for}
10: \textbf{end for}
11: \textbf{if} signal-derived sharpness = true \textbf{then}
12: \hspace{1em} Calculate all S_{env} sharpness values for each \( z, i, j \)
13: \textbf{else}
14: \hspace{1em} Calculate all S_{int} sharpness values for each \( z, i, j \)
15: \textbf{end if}
16: \hspace{1em} Calculate statistical measures from sharpness data
17: \hspace{1em} Extract mean sharpness values for each position
18: \hspace{1em} Extract the standard deviation (SD) from mean values
19: \hspace{1em} Plot mean S-values and associated deviation over depth
20: \hspace{1em} Interpolate the sharpness data by a K_{interp} factor
21: \hspace{1em} Apply the ML estimator to the interpolated data
22: \hspace{1em} Estimate the depth position (PDF peak value)
23: \hspace{1em} Compare the depth estimate with true scatterer position
the distance that is equal to 2 times the separation between the two triangles and corresponds to $S(Z_{\text{Rx}})$ foci at 38 mm, 40 mm, and 42 mm.

set of three typical in this work. These can be found in Fig. 1 alongside with a large part of the entire axial displacement have been examined.

Natick, MA, USA) function. Three different depth ranges that outliers, using the "trimmean" Matlab (The MathWorks, Inc., Natick, MA, USA) function. Three different depth ranges that can be automatically determined, and can potentially cover a large part of the entire axial displacement have been examined in this work. These can be found in Fig. 1 alongside with a set of three typical $S$-curves generated by employing receive (Rx) foci at 38 mm, 40 mm, and 42 mm.

In Fig. 1, $Z_{0.5}$ is determined as the distance between the two circles that indicate the sharpness values that correspond to 50% $S$-curve amplitude of the extreme $S$-curves ($Z_{0.5}$ limits). The two triangles correspond to the distance that is equal to 2 times the separation between successive receive foci ($\delta z$) either way of the central focus ($Z_{\sqrt{2}}$ limits). The two squares indicate the sharpness values that correspond to $\sqrt{2}$-times the width of the extreme $S$-curves ($Z_{\sqrt{2}}$ limits).

**B. Data Analysis**

The accuracy of the normalized sharpness method is assessed by the depth deviation $d_{\text{dev}}$ of the method’s $z$-estimate to the actual scatterer position, which is known for all simulations and is established from a high precision translation stage in the experiments. For $v$ repetitive measurements and thus $v$ image frames per axial position, $d_{\text{dev}}$ results from the root mean square error (RMSE) from all $v$ cases. The sharpness standard deviation (SD) and the full-width-at-half-maximum (FWHM) of the PDF are compared with the $d_{\text{dev}}$ values in order to evaluate their dependencies. The average $d_{\text{dev}}$ is also calculated for different depth ranges, knowing that the normalized sharpness method does not perform uniformly for the whole range of scatterer axial displacement [14]. The rationale is that the areas with the maximum rate of sharpness change ($S$-curves slopes) are also the areas of highest localization accuracy. For this reason, the $S$-curve edges, where the sharpness values vary little may be ignored for the average $d_{\text{dev}}$ calculation. The standard deviation $d_{\text{SD}}$, of the average $d_{\text{dev}}$ is the measurement uncertainty. Individual $d_{\text{dev}}$ values that are outside the $\pm 2d_{\text{SD}}$ limits of the average $d_{\text{dev}}$, are rejected as outliers, using the “trimmean” Matlab (The MathWorks, Inc., Natick, MA, USA) function. Three different depth ranges that can be automatically determined, and can potentially cover a large part of the entire axial displacement have been examined in this work. These can be found in Fig. 1 alongside with a set of three typical $S$-curves generated by employing receive (Rx) foci at 38 mm, 40 mm, and 42 mm.

In Fig. 1, $Z_{0.5}$ is determined as the distance between the two circles that indicate the sharpness values that correspond to 50% $S$-curve amplitude of the extreme $S$-curves. $Z_{\delta z}$ is the distance between the two triangles and corresponds to the distance that is equal to 2 times the separation between successive receive foci ($\delta z$) either way of the central focus, thus $4\delta z$ in total. Finally, $Z_{\sqrt{2}}$ is defined by the distance between the two squares that indicate the sharpness values that correspond to $\sqrt{2}$-times the width of the extreme $S$-curves. In general, $Z_{0.5}$ and $Z_{\sqrt{2}}$ are adaptive depth ranges that depend on the shape of the $S$-curve, while $Z_{\delta z}$ is fixed and defined by the foci separation. There are small differences between the three depth ranges when the foci separation is 2 mm as shown from Fig. 1. However, $Z_{\delta z}$ becomes considerably larger than the other two ranges for successive foci separation higher than 3 mm. In the results these ranges are used to compare the axial localization accuracy achieved by signal and image sharpness data as well as with the localization achieved by the use of COM. The COM was calculated for all point scatterer images using the standard “regionprops” Matlab function. The latter is a built-in function of the image processing toolbox that can measure a set of properties for an image region, using the pixel values. The function requires that the images have been binarized using an intensity threshold prior to the any estimation. The process is similar to the one followed in [6].

A 256-color grayscale is conventionally employed and pixel intensities regularly take values between 0 (black) and 255 (white). The binarization converts these values to either 0 or 1 depending on a threshold set by the user. The depth deviation of the COM estimates to the actual scatterer position ($d_{\text{dev}}$) is also used to evaluate the method’s performance, for a fair comparison with the sharpness-based axial localization results.

**C. Simulation of Point Scatterers**

The Field II [20], [21] ultrasound simulation software was used for this study. A phantom consisting of a single point scatterer at a depth of 40 mm, was created and scanned by a 7 MHz, 192 element, linear array simulated transducer with...
λ spacing. Different types of ultrasound transmission were employed. First, an unfocused PW emission with the central transducer element (#96) located above the point scatterer was implemented. Raw data from one emission were acquired from all 192 channels individually in receive. The data were stored, and the same emission was repeated for 151 axial displacement steps of 100 μm from position 32.5 mm to 47.5 mm. The simulation was repeated 10 times in the presence of noise, and 3 S-curves were used to achieve the axial localization. The PW data were used to study the effect of the foci separation and of the image noise in the accuracy of the axial localization using the normalized sharpness method. For each acquisition the data were beamformed with 21 different foci in receive between 35 mm and 45 mm, to examine various foci spacing cases for the 3 S-curves. The use of a central receive focus at a depth of 40 mm, (the scatterer’s initial position) and then of two other values at −2 mm and +2 mm of the starting depth was deployed for the rest of the simulations. For that case, white Gaussian noise was added to the raw simulated signals, with different SNR values ranging between 0 dB and 30 dB.

Next, the central transducer element was used to emit an unfocused spherical wave, as described in [27]. The repetition of such emissions using different transducer elements as the transmitting aperture, and the combination of the resulting images is the principle of synthetic aperture (SA) ultrasound [28]. Finally, standard focused beams were transmitted using 64 elements as the transmitting aperture and a fixed transmit focus at (a) 30 mm depth which was higher than the scatterer highest depth position, (b) 40 mm depth which was equivalent to the scatterer’s initial position, and (c) 50 mm depth which was lower than the lowest scatterer depth position. Each focused transmission involved the creation of 128 scan lines that were combined to form an ultrasound image. The speed of sound, c, was set to 1540 m/s and all the parameters for the simulation data are given in Table I.

![Image](image_url)

**Table I**

<table>
<thead>
<tr>
<th>Parameter Name</th>
<th>Field II Simulations</th>
</tr>
</thead>
<tbody>
<tr>
<td>Transducer type</td>
<td>Linear array</td>
</tr>
<tr>
<td>Transducer element pitch</td>
<td>208 μm</td>
</tr>
<tr>
<td>Transducer element kerf</td>
<td>35 μm</td>
</tr>
<tr>
<td>Transducer element height</td>
<td>4.5 mm</td>
</tr>
<tr>
<td>Centre frequency, f₀</td>
<td>7 MHz</td>
</tr>
<tr>
<td>Sampling frequency, fₛ</td>
<td>100 MHz</td>
</tr>
<tr>
<td>Speed of sound, c</td>
<td>1540 m/s</td>
</tr>
<tr>
<td>Wavelength, λ = c/f₀</td>
<td>220 μm</td>
</tr>
<tr>
<td>Excitation pulse</td>
<td>Two-cycle sinusoid at f₀</td>
</tr>
<tr>
<td>Transmit focus</td>
<td>unfocused/30 mm/40 mm/50 mm</td>
</tr>
<tr>
<td>Transmit apodization</td>
<td>Hanning</td>
</tr>
<tr>
<td>Number of transmitting elements</td>
<td>1/64/192</td>
</tr>
<tr>
<td>Number of emissions per frame</td>
<td>1/128</td>
</tr>
<tr>
<td>Fixed receive (Rx) focus</td>
<td>35 mm to 45 mm</td>
</tr>
<tr>
<td>Receive apodization</td>
<td>Hanning</td>
</tr>
<tr>
<td>Number of receiving elements, M</td>
<td>192</td>
</tr>
<tr>
<td>Start depth, z_{start}</td>
<td>32.5 mm</td>
</tr>
<tr>
<td>End depth, z_{end}</td>
<td>47.5 mm</td>
</tr>
<tr>
<td>Axial distance covered</td>
<td>15 mm</td>
</tr>
<tr>
<td>z-step between successive axial positions</td>
<td>100 μm</td>
</tr>
<tr>
<td>Number of frames per axial position, ν</td>
<td>10</td>
</tr>
<tr>
<td>Signal-to-Noise-Ratio, SNR</td>
<td>0 dB to 30 dB</td>
</tr>
</tbody>
</table>

**D. Wire-target Experiment**

A 0.07 mm diameter copper wire inside a water tank, was used to create a custom phantom with movement flexibility. The initial wire position was (x,z)=(0,40) mm. After an ultrasound transmission, the wire was moved to the next z position in the axial direction using the AIMS III positioning setup (Onda Corporation, Sunnyvale, CA, USA), which was controlled using a Matlab interface. Pictures of the phantom and of the entire experimental setup can be found in Fig. 2.

![Image](image_url)

Fig. 2. (a) The custom phantom used for the experiments consisted of a copper wire. The wire was mounted on metal rods attached to a linear stage by means of plastic rings. This arrangement allowed movement of the wire in the axial direction. (b) A linear array transducer was attached to a fixed holder and positioned vertically above the wire-target.

For the experiment, z-steps of 108.7 μm were used as this was dictated by the minimum movement step (10.87 μm). Data were produced across 15 mm, between 32.5 mm and 47.5 mm from the transducer face, thus 139 steps were required. The speed of sound was calculated to c = 1484 m/s based on the water temperature [29], and this resulted into a slightly different wavelength (212 μm) compared to the simulations. The measurements were performed by the 1024 channel experimental ultrasound scanner SARUS (Synthetic Aperture Real-time Ultrasound System) [30], and the data were sampled at 35 MHz. The remaining scan parameters were similar to those shown in Table I for the simulation study. The transmission of ultrasound was performed with single plane waves only, where the transmit aperture consisted of all the elements in the array. Raw data from one unfocused emission were acquired from all 192 channels individually in
receive. The data acquisition was repeated 10 times for each wire-target position, and the wire was then moved to the next location in the axial direction. For each acquisition the data were beamformed to three different foci in receive with the use of an in-house programmed beamformation toolbox BFT III [31]. The receive foci were placed at 38 mm, 40 mm, and 42 mm.

III. Results: Simulation Study

A. Distance Between Receive Foci

Using a PW transmission, the normalized-sharpness algorithm was implemented for varying distances between receive foci ranging between 0.5 mm and 5 mm with a 0.5 mm step. Fig. 3(a)-(b) shows examples of 3 resulting S-curve sets when the foci separation is 1 mm, and 4 mm, respectively. Sharpness values were higher when shorter receive foci (i.e. closer to the transducer’s surface) were used with an approximate peak value decrease of 3–5% per mm depth. In addition, the resulting S-curves were narrower for the receive foci closer to the transducer, with a 4–7% FWHM increase per mm.

The foci separation and the curve shape determine the size of \( Z_{0.5} \), \( Z_{4\text{fc}} \), and \( Z_{\sqrt{2}} \) and their achievable axial localization accuracy. These are depicted in Fig. 4 for foci separations between 0.5 mm and 5 mm. Overall the 3 depth ranges provided very similar results. \( Z_{0.5} \) provided a lowest average \( d_{\text{dev}} \) equal to 1.43 \( \mu \)m (\(<0.01\lambda\)) and its associated standard deviation \( (d_{\text{SD}}) \) was ±1.19 \( \mu \)m (Fig. 4(a)). These values were acquired for an 1 mm successive foci separation and maintained for a depth range of 4.9 mm as shown in Fig. 4(b). The average \( d_{\text{dev}} \) remained below 2 \( \mu \)m (or \( \approx 0.01\lambda \)) for foci separations below 2 mm and increased for larger separation distances as shown in Fig. 4(a). The highest average \( d_{\text{dev}} \) for \( Z_{0.5} \) was 3.20±2.96 \( \mu \)m, for a 5 mm successive foci separation. \( Z_{4\text{fc}} \) provided an average \( d_{\text{dev}} \) between 1.50±1.27 \( \mu \)m (1 mm separation) and 3.10±2.92 \( \mu \)m (4.5 mm separation). Finally, \( Z_{\sqrt{2}} \) provided an average \( d_{\text{dev}} \) between 1.44±1.27 \( \mu \)m (1 mm separation) and 3.13±2.90 \( \mu \)m (5 mm separation).

In general, larger foci separation is equivalent to larger sizes for all 3 depth ranges (Fig. 4(b)). \( Z_{0.5} \) varied from 3.8 mm (at 0.5 mm foci separation) to 12.9 mm (5 mm separation). \( Z_{4\text{fc}} \) varied from 2 mm to 20 mm. However, sharpness data were generated for a 15 mm axial displacement range (section II-C) and this value was used for the last 3 foci separations (4-5 mm). \( Z_{\sqrt{2}} \) was found similar but slightly extended compared to \( Z_{0.5} \), ranging between 4.9 mm and 13.8 mm. Note that \( Z_{4\text{fc}} \) is a linear function to foci separation while \( Z_{0.5} \) and \( Z_{\sqrt{2}} \) depend on the width of the S-curve which is not constant (Fig. 3). Moreover, Fig. 4 shows that the 2 mm foci separation provided overall a good combination of low average \( d_{\text{dev}} \) (1.84 \( \mu \)m or \( \approx 0.01\lambda \)) and low \( d_{\text{SD}} \) (\( \pm 1.54 \)) for a relatively high depth range (\( Z_{0.5} = 8.8 \) mm). Thus, this was the selected separation for the remainder of the parametric study, using only the \( Z_{0.5} \) distance.

B. Signal-to-Noise-Ratio

Lower SNR values (noisier signals) increase the sharpness SD, and this introduces higher uncertainty in the estimation of the depth position, through the ML estimator. Fig. 5(a)-(d) illustrates how the simulated point scatterer images appear when 4 different SNR values have been employed, 0 dB, 10 dB, 20 dB, and 30 dB respectively, using PW transmission and a receive focus set to 40 mm depth.
In Fig. 6(a) the average $d_{dev}$ is plotted over increasing SNR, and was found as low as $0.15 \pm 0.12 \, \mu m$ for SNR $= 30 \, dB$. This value is more than 3 orders of magnitude lower compared to the used wavelength (220 $\mu m$). The average $d_{dev}$ remained below 2 $\mu m$ for SNR values up to 10 $dB$ and increased for noisier backgrounds to reach a maximum average of 5.29$ \pm 4.08 \, \mu m$ for SNR $= 0 \, dB$. Despite this increase, the latter value was equivalent to $\approx 0.02 \lambda$. Fig. 6(b) shows how the $d_{dev}$ measured for each depth position relates to the normalized sharpness standard deviation that was measured from the 10 repetitive sharpness measurements as described in section II-B. The scatter plot includes all studied SNRs and confirms that generally a low sharpness SD will be translated into a low $d_{dev}$. Approximately 71% of the measured $d_{dev}$ values were found below 2 $\mu m$ and the remaining were associated with the cases of large noise addition. From this 71% of low $d_{dev}$, only 19% was associated with normalized sharpness standard deviation higher than $2 \times 10^{-5}$.

C. Transmitting Aperture

The effect of ultrasound transmit aperture on the sharpness calculation and subsequently on axial localization accuracy is displayed on Table II. As shown in the table, the spherical wave provided no significant difference ($< 10\%$) compared to the PW transmission. The S-curves were also similar to Fig. 1 (PW transmission). This was expected since both transmission types were unfocused and they do not introduce any focus-related bias term to the calculation of the normalized sharpness. On the other hand, the effect of transmit focus in the next simulations affected the shape of the S-curves. Examples of three sets of S-curves with transmit foci equal to 30 mm, 40 mm, and 50 mm are displayed in Fig. 7(a), (b), and (c) respectively. Despite the changes in the S-curves shape, the accuracy of the axial localization was in the same range with the other transmissions and varied between 1.84 $\mu m$ and 2.21 $\mu m$ (Table II).

**TABLE II**

<table>
<thead>
<tr>
<th>Transmitting aperture</th>
<th>$Z_{0.5}$ accuracy</th>
</tr>
</thead>
<tbody>
<tr>
<td>Plane Wave (unfocused)</td>
<td>1.84$ \pm 1.54 , \mu m$</td>
</tr>
<tr>
<td>Spherical Wave (unfocused)</td>
<td>1.99$ \pm 1.42 , \mu m$</td>
</tr>
<tr>
<td>Transmit Focus at 30 mm (focused)</td>
<td>1.87$ \pm 1.43 , \mu m$</td>
</tr>
<tr>
<td>Transmit Focus at 40 mm (focused)</td>
<td>1.94$ \pm 1.86 , \mu m$</td>
</tr>
<tr>
<td>Transmit Focus at 50 mm (focused)</td>
<td>2.21$ \pm 1.71 , \mu m$</td>
</tr>
</tbody>
</table>

In Fig. 7(a) all curves are slightly skewed, with the edges of the left sides (closer to the transducer surface) slightly shifted to larger values. This is due to the transmit focus being placed closer to the transducer surface. In addition the right sides of the first two S-curves presented increased variability compared to the unfocused transmissions (Fig 3). However, as the S-curve edges are excluded from the $Z_{0.5}$ calculation, the average $d_{dev}$ ($1.87 \pm 1.43 \, \mu m$ or $< 0.01 \lambda$) was similar to these obtained by using plane or spherical waves. In Fig. 7(b), the transmit focus was placed at 40 mm which is the centre of the investigated range. As a result, the middle S-curve (receive focus also at 40 mm) peaked at a higher sharpness value compared to the other two, which increased the rate of sharpness change for that curve. Here, the resulting S-curves were symmetric, however variability around the peak areas was visible. The extreme S-curves had slightly more flattened peaks which corresponded to reduced rate of sharpness change in these areas. All these resulted to a slightly increased $d_{SP}$ equal to $\pm 1.86 \, \mu m$, compared to the PW example ($d_{SP}$ $= \pm 1.54 \, \mu m$), while a similar average $d_{dev}$ was acquired (Table II). In Fig. 7(c) as opposed to Fig. 7(a), the edges of the right sides (at greater depths) of the three S-curves were slightly shifted to larger values. This was due to the transmit focus effect which was positioned at a greater depth (50 mm) in this instance. The $Z_{0.5}$ did not include the S-curve edges as well, hence the average $d_{dev}$ was $2.21 \pm 1.71 \, \mu m$ (or $\approx 0.01 \lambda$), which was not significantly different from others displayed in Table II. Note that setting the focus further away from the scatterer displacement range (between 32.5 and
in the range of 20
ranges studied here. The corresponding average depth deviation to actual simulated scatterer position dropped to $\approx\mu m$ for the signal derived sharpness processing. The average $d_{dev}$ for $Z_{4}$ was employed $\approx 5\%$ were located in the range in order

The COM based axial localization resulted in a constant average $d_{dev}$ equal to $\approx 9.8 \mu m$ (or $\approx 0.04\lambda$) for the 3 depth ranges studied here. The corresponding $d_{SD}$ was $\approx 4.9 \mu m$, for all depth ranges. These numbers were equivalent to at least a 2-fold improvement compared to the image sharpness processing. However, the COM based axial localization was outperformed by the signal derived sharpness processing by a factor of $\approx 5$. A high intensity threshold of 0.9 was employed to achieve the results displayed in Table III, and the COM calculation was found to be threshold dependent. For instance, reducing the intensity threshold to 0.7 resulted in average $d_{dev}$ in the range of 20 $\mu m$ (or $\approx 0.09\lambda$), and the $d_{dev}$ can be significantly worse than that achieved by the image-derived sharpness localization reaching values as high as 40 $\mu m$ (or $\approx 0.18\lambda$) for intensity thresholds around 0.7.

On the other hand, the COM calculation is independent from the multiple receive processing and partly unrelated to sharpness change. Therefore the entire displacement range (15 mm) is usable for COM-derived axial localization, while the optimized sharpness-based localization here used sub-ranges such as $Z_{0.5}$, $Z_{\Delta F}$, and $Z_{\gamma}$. Fig. 8 shows, for clarity, a smoothed version of the 151 (section II-C) individual $d_{dev}$ plotted all together over depth for the three axial localization methods examined here. In general, COM has provided a monotonic improvement of accuracy with depth attributed to the PW transmission. However, the sharpness-based measurement can be optimized to secure a low average $d_{dev}$ in any given depth. For example the result for $Z_{\Delta F}$ (range between 36 mm-44 mm) can be reproduced for any depths of interest if the equivalent sharpness data are generated.

These metrics were improved by a factor of between 9-10 for the signal derived sharpness processing. The average $d_{dev}$ dropped to $\approx 2 \mu m$ for all depth ranges as shown in Table III. The COM based axial localization resulted in a constant average $d_{dev}$ equal to $\approx 9.8 \mu m$ (or $\approx 0.04\lambda$) for the 3 depth ranges studied here. The corresponding $d_{SD}$ was $\approx 4.9 \mu m$, for all depth ranges. These numbers were equivalent to at least a 2-fold improvement compared to the image sharpness processing. However, the COM based axial localization was outperformed by the signal derived sharpness processing by a factor of $\approx 5$. A high intensity threshold of 0.9 was employed to achieve the results displayed in Table III, and the COM calculation was found to be threshold dependent. For instance, reducing the intensity threshold to 0.7 resulted in average $d_{dev}$ in the range of 20 $\mu m$ (or $\approx 0.09\lambda$), and the $d_{dev}$ can be significantly worse than that achieved by the image-derived sharpness localization reaching values as high as 40 $\mu m$ (or $\approx 0.18\lambda$) for intensity thresholds around 0.5.

D. Comparison with Centre of Mass

Table III shows the accuracy in the simulated scatterer axial localization based on both image- and signal-derived sharpness values as well as based on the calculation of the COM for $Z_{0.5}$, $Z_{\Delta F}$, and $Z_{\gamma}$. The PW data were used in this study. The image-derived sharpness processing resulted in an average depth deviation to actual simulated scatterer position ($d_{dev}$) that varied between 17.75 ± 15.67 $\mu m$ ($\approx 0.08\lambda$) and 18.13 ± 16.55 $\mu m$ ($\approx 0.08\lambda$) for the 3 ranges. There were no significant differences between the three types of average $d_{dev}$ measurement.

<table>
<thead>
<tr>
<th>Depth range</th>
<th>Image-derived sharpness</th>
<th>Signal-derived sharpness</th>
<th>COM</th>
</tr>
</thead>
<tbody>
<tr>
<td>$Z_{0.5}$</td>
<td>18.13 ± 16.53 $\mu m$</td>
<td>1.84 ± 1.34 $\mu m$</td>
<td>9.78 ± 4.90 $\mu m$</td>
</tr>
<tr>
<td>$Z_{\Delta F}$</td>
<td>17.75 ± 15.67 $\mu m$</td>
<td>2.11 ± 1.80 $\mu m$</td>
<td>8.86 ± 4.95 $\mu m$</td>
</tr>
<tr>
<td>$Z_{\gamma}$</td>
<td>18.16 ± 15.83 $\mu m$</td>
<td>2.02 ± 1.73 $\mu m$</td>
<td>9.79 ± 4.92 $\mu m$</td>
</tr>
</tbody>
</table>

These metrics were improved by a factor of between 9-10 for the signal derived sharpness processing. The average $d_{dev}$ dropped to $\approx 2 \mu m$ for all depth ranges as shown in Table III. The COM based axial localization resulted in a constant average $d_{dev}$ equal to $\approx 9.8 \mu m$ (or $\approx 0.04\lambda$) for the 3 depth ranges studied here. The corresponding $d_{SD}$ was $\approx 4.9 \mu m$, for all depth ranges. These numbers were equivalent to at least a 2-fold improvement compared to the image sharpness processing. However, the COM based axial localization was outperformed by the signal derived sharpness processing by a factor of $\approx 5$. A high intensity threshold of 0.9 was employed to achieve the results displayed in Table III, and the COM calculation was found to be threshold dependent. For instance, reducing the intensity threshold to 0.7 resulted in average $d_{dev}$ in the range of 20 $\mu m$ (or $\approx 0.09\lambda$), and the $d_{dev}$ can be significantly worse than that achieved by the image-derived sharpness localization reaching values as high as 40 $\mu m$ (or $\approx 0.18\lambda$) for intensity thresholds around 0.5.

On the other hand, the COM calculation is independent from the multiple receive processing and partly unrelated to sharpness change. Therefore the entire displacement range (15 mm) is usable for COM-derived axial localization, while the optimized sharpness-based localization here used sub-ranges such as $Z_{0.5}$, $Z_{\Delta F}$, and $Z_{\gamma}$. Fig. 8 shows, for clarity, a smoothed version of the 151 (section II-C) individual $d_{dev}$ plotted all together over depth for the three axial localization methods examined here. In general, COM has provided a monotonic improvement of accuracy with depth attributed to the PW transmission. However, the sharpness-based measurement can be optimized to secure a low average $d_{dev}$ in any given depth. For example the result for $Z_{\Delta F}$ (range between 36 mm-44 mm) can be reproduced for any depths of interest if the equivalent sharpness data are generated.

![Fig. 7. Normalized sharpness as a function of axial displacement. Different sets of 3 signal-derived $S$-curves are displayed where the ultrasound data were acquired by focused transmission using a fixed transmit focus at depths of a) 30 mm, b) 40 mm, and c) 50 mm respectively. The receive processing is the same for all shown sharpness datasets.](image)

![Fig. 8. Simulated depth deviation from scatterer position ($d_{dev}$) plotted over axial distance for image- and signal-derived sharpness-based axial localization. The equivalent result of COM-based axial localization is also included.](image)

For Review Only
to $d_{dev}$ ($y = 0.94x + 9.8$, correlation coefficient $r = 0.53$). The result indicates that the width of the PDF can be a reasonable approximation to $d_{dev}$ for each particular depth estimate.

![Fig. 9. (a) Normalized sharpness SD and (b) PDF FWHM values over the depth deviation to true simulated scatterer position ($d_{dev}$), using signal-derived sharpness data.](image)

**IV. RESULTS: EXPERIMENT**

The simulation setup provided an optimal setting for the experimental procedure. A PW transmission was used and a 2 mm receive focus separation was implemented for the sharpness methodology, as this was found to be optimal in section III-A. The measured SNR ranged between 10−20 dB for depths between 32.5 mm and 47.5 mm. Table IV shows the accuracy in the wire-target axial localization for image- and signal-derived sharpness values as well as the COM calculation for all 3 range type measurements. Overall, the average $d_{dev}$ values were slightly but not significantly increased compared to the simulations. The image-derived sharpness processing resulted in an average $d_{dev}$ that varied between 22.16 ± 17.27 µm (or ≈ 0.10λ) and 26.30 ± 22.71 µm (or ≈ 0.12λ) for the 3 depth ranges.

![Fig. 10(a) shows an image of the wire-target, from the experimentally acquired data which resembles to the simulated ones displayed in Fig. 5, and rather closest to Fig. 5(c) given the noise level. Fig. 10(b) is a visual display of the “trimming” result achieved axially by the image-derived sharpness to the PSF. Fig. 10(c) shows the equivalent results achieved by the signal-derived sharpness processing and the COM calculation. The normalized sharpness processing is related to the localization in the axial direction only and has no effect on the lateral direction, unlike the COM which provides a localization in both directions.](image)

**TABLE IV**

<table>
<thead>
<tr>
<th>Depth range</th>
<th>Image-derived sharpness</th>
<th>Signal-derived sharpness</th>
<th>COM</th>
</tr>
</thead>
<tbody>
<tr>
<td>$Z_{0.5}$</td>
<td>22.16 ± 17.27 µm</td>
<td>2.30 ± 1.83 µm</td>
<td>13.30 ± 6.74 µm</td>
</tr>
<tr>
<td>$Z_{0.75}$</td>
<td>25.77 ± 22.64 µm</td>
<td>2.61 ± 2.12 µm</td>
<td>14.04 ± 8.13 µm</td>
</tr>
<tr>
<td>$Z_{1.25}$</td>
<td>26.30 ± 22.71 µm</td>
<td>2.59 ± 2.12 µm</td>
<td>14.19 ± 8.18 µm</td>
</tr>
</tbody>
</table>

The above figures were improved by a factor of $≈ 10$ for the signal derived sharpness processing. The average $d_{dev}$ varied between 2.30 ± 1.83 µm and 2.61 ± 2.12 µm (or $≈ 0.01λ$) for all depth ranges. The COM provided a $d_{dev}$ that ranged between 13.30 ± 6.74 µm (or $≈ 0.06λ$) and 14.19 ± 8.18 µm (or $≈ 0.07λ$). These numbers were an almost 2-fold improvement compared to those provided by the image-based sharpness. On the other hand, the COM based axial localization was outperformed by the signal-derived sharpness processing by a factor of at least 5. An intensity threshold of 0.7 was employed to achieve the results displayed in Table IV in the wire-target experiment, and the COM calculation was found to be threshold dependent. Increasing or reducing the intensity threshold resulted in reduced localization accuracy. Higher average $d_{dev}$ values were measured and the uncertainty in the localization reached values up to 44 µm (or $≈ 0.21λ$). These values were worse compared not only to the signal-derived sharpness processing but also to the image-derived one. These results compare well with the simulation.

Fig. 10(a) shows an image of the wire-target, from the experimentally acquired data which resembles to the simulated ones displayed in Fig. 5, and rather closest to Fig. 5(c) given the noise level. Fig. 10(b) is a visual display of the “trimming” result achieved axially by the image-derived sharpness to the PSF. Fig. 10(c) shows the equivalent results achieved by the signal-derived sharpness processing and the COM calculation. The normalized sharpness processing is related to the localization in the axial direction only and has no effect on the lateral direction, unlike the COM which provides a localization in both directions.

![Fig. 11 shows a smoothed version of the 139 (section II-D) individual $d_{dev}$ plotted over depth for the three axial localization methods. Similarly to the simulations, the COM provided a monotonic improvement of accuracy with depth. Fig. 12 shows how the $d_{dev}$ values relate to the sharpness standard deviation and to the measured FWHM from the PDF, for the experimentally acquired point scatterer data. The figure directly compares with the Fig. 9, which includes the simulated data. Fig. 12(a) shows that 65.7% of the data points were concentrated in the area defined by $d_{dev}$ values between 1 µm and 10 µm and by sharpness SD values between $1 \times 10^{-5}$ and $4 \times 10^{-5}$ which is a fairly similar behaviour compared to that noted in Fig. 9(a) for the simulated scatterer. In general, the sharpness SD was kept below $4.5 \times 10^{-5}$ during the...](image)
experiment. Fig. 9(b) shows that the PDF FWHM variation had a linear relation to $d_{dev}$ ($y = 1.3x + 12$, $r = 0.59$). The linear function and the measured correlation coefficient were not significantly different from those found for the simulated data (section III-D).

![Image](image_url)

Fig. 11. Depth deviation to true wire-target position ($d_{dev}$) plotted over axial distance for image- and signal-derived sharpness-based axial localization. The equivalent result of COM-based axial localization is also included.

![Image](image_url)

Fig. 12. (a) Normalized sharpness standard deviation and (b) PDF FWHM values over the depth deviation to true wire-target position ($d_{dev}$), using signal-derived sharpness data.

V. DISCUSSION

The sharpness-based method originally presented in [14] as an alternative for the precise axial localization of ultrasound point scatterers, was further developed in this work, using implementation and imaging parameters that cover a range of possible imaging scenarios. The sharpness methodology provided consistently an axial localization precision ($\approx 2 \mu m$) at least 2 orders of magnitude lower than the wavelength used ($220 \mu m$), which is an indication of the system’s resolution, over different SNRs, transmission and receive settings. Under high SNR conditions the localization precision may be over 3 orders of magnitude lower than the wavelength. The data analysis showed that in areas dominated by two of the $S$-curve slopes, thus excluding the edges of the 15 mm total axial displacement, the normalized sharpness method performs best, achieving axial localization accuracy which outperforms that displayed previously by a factor of $\approx 5$ [14]. Fundamental to the optimization process here is the understanding on how the $S$-curves can be used more efficiently. As stated previously, the best localization is achieved where the $S$-curves present a sharp change with depth, which is the area of sharp defocus next to the focus. On the other hand, the areas of low sharpness values where also sharpness changes very little with depth, result in an increased error in the axial localization. The three different types of ranges ($Z_0.5, Z_{2.5}, Z_{\sqrt{7}}$) used did not provide significantly different results, as they do not incorporate low sharpness values. Further good agreement was achieved between experimental results and simulations. The experimental results provided an average depth deviation to true scatterer position of $\approx 25 \mu m$ and $\approx 2.5 \mu m$ (Table IV) for image- and signal-derived sharpness respectively, while the simulations provided respective figures of $\approx 18 \mu m$ and $\approx 2 \mu m$ (Table III). The 9- to 10-fold improvement in axial localization accuracy was an expected result and agrees with the previous work [14]. The image formation includes compression, interpolation, time-gain compensation and display conversion which leads to significant loss of information.

Therefore, the signal-derived sharpness processing was also expected to provide superior axial localization compared to the COM localization, and the improvement was approximately 5-fold in the experiment. In general, the COM calculations (between 10 $\mu m$ and 14 $\mu m$) here compare well with others found in the literature that were between 10 $\mu m$ and 20 $\mu m$ at best [5–7], [32], and corresponded to localization improvements between 5- and 25-fold compared to the wavelengths used. Axial localization with improved precision of 1.9 $\mu m$ ($f_0 = 3 \text{ MHz}, \lambda = 500 \mu m$) has recently been achieved [33], but in this work two transducers positioned orthogonally to each other were used, which resulted in an increased aperture. In Figs. 8 and 11 the COM measurement is relatively stable for the entire image, while, as mentioned above, the sharpness-derived localization is best well within the range of the $S$-curves. However, this is not a limiting factor as the number of curves can be extended to cover the desired axial range in the image. Further, the COM estimation is dependent on the intensity threshold applied to the images before its estimation. In this study the PSF had a regular and symmetric shape, which led to the optimal choice of threshold that produced optimal COM results. This may not be the case for real imaging conditions where scatterers may appear to have irregular shape and intensity profile. Nonetheless, the COM remains a very good practical solution for image-based measurement, providing a scatterer centre in both dimensions of the image.

While the PSF can be significantly affected by speed of sound and attenuation variations, the proposed method is independent of such variations and is only linked to the sharpness metric. The general Lorentzian-like shape of the $S$-curve was preserved throughout the present study as seen in Figs. 3
and 7, which resulted in similar order of localization accuracy. Further work with actual MB scatterers in in-vivo settings, will involve the presence of isolated scattering events as in all super-resolution methods. The precise estimation of a depth position will be achieved by assessing multiple sharpness values and by matching these values to an existing set of calibration data. These data might stem from a simple in-vitro (for instance a wire-target) experiment using the same imaging protocol prior to the in-vivo scan, or one of the simulated S-curve sets that have been generated in this work might be directly employed, depending on the imaging conditions. Hence, the study performed here with the simulated data and the controlled experimental setup allows to determine the exact capabilities and the limits of the normalized sharpness method for real imaging scenarios as well. A potential MB application would also require the control of the contrast agent density in an image, since each sharpness value must be evaluated only from a small area around a single PSF. This is because with this restriction, the aberrations including (and dominated by) the focus errors are well-defined, symmetric and can be contained within a single analysis frame, as explained in [17]. Importantly, the connection of the localization accuracy with metrics such as the sharpness standard deviation (SD) or the full-width-at-half-maximum (FWHM) of the probability density function (PDF) suggests that the normalized sharpness method may be deployed without the “true scatterer position” requirement for the generation of the calibration data. The true scatterer position may be precisely known when performing experimental measurements using for example a high-precision translation stage. By contrast, such knowledge is not attainable in a real imaging scenario. Figs. 9(b) and 12(b) confirmed that the calculated FWHM of the PDF correlates with the measured \(d_{\text{dev}}\) values, and their value ranges were very similar. Thus, the comparison of a depth estimate with the true scatterer position may be substituted by the FWHM of the PDF, or by the sharpness SD obtained from the repetitive measurements. Such measurements would perhaps require longer raw ultrasound data acquisitions, which are feasible for most real imaging scenarios.

In general, the power of the technique lies in the measurement of the PSF without the requirement to assume a PSF model, and in the fact that it is robust in changes of noise, transmission protocol and flexible in terms of receive focus protocol. The sharpness technique also proved to perform equally well with all common types of ultrasound transmission. The focused transmission is commonly employed in state-of-the-art ultrasound. The other two transmission types have the ability to produce single emission images thus enabling a high frame rate, but at the same time result in lower resolution compared to focused transmission. However, a number of emissions may be used to further enhance the imaging resolution, either by using synthetic aperture imaging [28], or by applying compounding which is the transmission of multiple plane waves at different angles [34]. An important parameter in the choice of contrast enhanced ultrasound imaging, as mentioned in the introduction, is the acoustic pressure field and the microbubble sensitivity across the image. In the light of this, it may be that a single emission protocol will favour smaller region of interest investigations, while the focused transmission may enable entire organ visualization.

The normalized sharpness method, similar to the techniques related to the lateral [35] or frequency [36] resolution, may add to the existing super-resolution methods. Current super-resolution ultrasound is heavily based on image processing. It has been accomplished either by identifying the PSF COM [6], [7] or by fitting three dimensional Gaussian functions [12], [13] to ultrasound reconstructed data to approximate the PSF. Note that both methods provide similar results and are dependent on the SNR. The possibility to enhance the point scatterer localization is reliant on exploiting the otherwise lost detail from the raw ultrasound data, when converting them to images. The sharpness method although limited to the axial direction, may be considered as a signal-based adjunct to the already existing image-based methods. The work here suggests that a combination of the COM (for the lateral direction) with the sharpness method (for the axial direction) will provide the most accurate scatterer location. The ultimate objective is the expansion of the sharpness method to the estimation of all three co-ordinates of a point source such as MBs. Ultrasound scanning with modern 2D array probes could be explored to extract sharpness values that will correspond to a total position instead of just a \(z\)-position.

VI. CONCLUSION

Different approaches of the normalized sharpness method were examined under various imaging conditions. The method exploits the defocus aberrations to achieve axial localization of ultrasound point scatterers with super-resolution accuracy of a few microns. The approaches involved different foci separation in the receive processing of the raw ultrasound point scatterer data, and subsequently the calculation of the sharpness metric based on both signal and image data. The imaging conditions included different types of ultrasound transmission as well as different amounts of noise added to the ultrasound data. The results showed that an axial localization precision of between 2 – 6 \(\mu\)m can be achieved using the signal data. From the above precision range, the lower limit is equivalent to a \(\approx\) 5-fold improvement in axial localization precision compared to that achieved by using the centre of mass (COM) method. The upper limit which is closer to COM (\(\approx\) 10 \(\mu\)m), is related to highly noisy data. Overall, this work highlights the benefits of signal compared to image processing and provides results which may be significant when reconstructing microvessels of the order of tens of micrometres in diameter.

REFERENCES


Dear Prof. Stoianovici,

We sincerely want to thank you and the reviewers for the feedback given which we found to be helpful and constructive. The manuscript was submitted on 12/10/2018 (Manuscript ID: Access-2018-19039) and a decision was available on 12/11/2018. We have considered the comments carefully and have revised the paper accordingly. Each reviewer’s comment is included below followed by our response. The subsequent changes to the text are highlighted in yellow for the convenience of the reviewers and editor. The page and line numbers refer to those in the “Marked-Up Copy.pdf” document.

Reviewer: 1

Recommendation: Accept (minor edits)

Comments:
The paper is competently made, and sufficient evaluations and comparisons are given. The main question is hence regarding the novelty of the method, as it constitutes an incremental work from the same authors that employs a similar basic algorithm.

A real-world experiment using a wire in is watertank is presented. Unfortunately this scenario is still a little unrealistic and I fear that there are various effects that can potentially compromise the depth measurements when going to actual in-vivo data.

We would like to thank the reviewer for the overall comment on the manuscript and we understand that he/she is sceptical about the application of the method to in-vivo data. It is established that single microbubble scattering events can be distinguished in in-vivo settings (using signal processing techniques such as pulse inversion or amplitude modulation), and this is the basis of super-resolution ultrasound. This was mentioned in the first sentence of the introduction (page 1: lines 26-28) and an additional comment has been added in the discussion in page 10: lines 2-7. The resulting PSF from a microbubble might be less-symmetric or bright but is in general similar compared to the one displayed in Fig. 10 (a) of the manuscript. The normalization factor in the equation (page 2) compensates for different brightness and/or shapes and the exact PSF shape is not important for the normalized sharpness method as explained in page 9: lines 70-74 and page 10: lines 1-2. Furthermore, it is true that when working with microbubbles, they will be moving in an uncontrolled manner. However, it will be possible to isolate single MB scatterers, measure the 3 (or more) sharpness values per axial position, and subsequently estimate the depth position by matching the measured sharpness values to an existing set of calibration data. These calibration data might stem from a simple in-vitro experiment using the same imaging protocol prior to the in-vivo scans, or by employing one of the simulated S-curve-sets that have been generated in this work (i.e. for focused transmission, or for SNR = 15dB) depending on the occasion. The work done here with the simulated data and the controlled experimental setup is more significant than MBs flowing randomly, as it helps
determine the capabilities/boundaries of the method and also provides multiple sets of reference S-curves to be used depending on the imaging conditions in the future. Importantly all these are new compared to reference [14]. All the above are described in page 10: lines 2-15 in the discussion and a sentence regarding the calibration standard was added in the methods section in page 2: lines 48-51. Alternatively, we will be able to state with confidence that the depth estimates are subject to a few microns error based on the regression analysis that involved the sharpness standard deviation and the PDF FWHM, without the “true scatterer position” requirement for generation of the calibration data (page 10: lines 22-39). We have also re-arranged part of the text in the discussion compared to the previous submission for clarity (page 9: lines 70-74 and page 10: lines 1-2, page 10: lines 15-21 and lines 61-64).

However, I would argue that the proposed evaluations using incremental noise levels and comparisons, as well as the obtained good results, show the soundness of the method and are a sufficient contribution to warrant a publication.

Response:
We would like to start our response by repeating the main objectives of this work (page 2: lines 8-29). As also stated in our previous response to the reviewers, the present work further develops the normalized sharpness-method by investigating varying foci spacing, SNR and ultrasound transmissions. Moreover, the article includes a study on imaging regions that may provide improved axial localization. This study resulted in increased accuracy (~2μm) compared to that presented in [14], and all the obtained results were compared for the first time here with the centre of mass (COM) estimates, which are largely used in the field of super-resolution ultrasound. Finally, a calibration free protocol is suggested. We believe that the work overall covers many novel aspects of the method as also the 2nd reviewer indicates in his general comment.

We would also like to re-direct the reviewer to our response on the previous comment (2nd paragraph) as it relates to the present comment as well. It is important to note that when using actual MBs we will be able to derive a depth estimate that will not be of substantial value, unless a thorough simulation study has been previously performed.

In your experiments there is certain range around the S-curves that has optimal localization, further out the precision gets gradually worse. Is there a rule of thumb or rule to estimate how closely these S-curves have to be spaced to provide a reliable localization over the whole axial range?

Response:
The rate of sharpness change determines the localization precision of the sharpness method, and a high rate of change (S-curve slopes) ensures a reliable localization (page 3: lines 14-17, page 9: lines 24-29). Therefore the only rule, in order to secure high accuracy for the whole axial range, would be
that each part of this range must coincide with at least an S-curve slope. In general there are trade-offs between the accuracy and the size of the super-resolution range (page 2: lines 12-17, Fig. 4). In case the 6 slopes of the 3 curves are not adequate to cover the whole range, then the number of S-curves can be easily increased as there is no practical limitation in this (page 9: lines 58-60).

Additional Questions:
Does the paper contribute to the body of knowledge?: While the presented method is similar to a previous paper, this work evaluates a larger parameter space and reports some interesting findings wrt. to precise axial scatterer localization.
Is the paper technically sound?: Yes
Is the subject matter presented in a comprehensive manner?: The paper is well written and the objectives of the paper are clear in general.
Are the references provided applicable and sufficient?: yes

Response:
We would like to thank the reviewer for the comments/answers to the 4 questions. We have mentioned in our response to the second comment the paper novelties, and more details about how this work differentiates from the previous paper can be found in the last paragraph of the introduction. This last part of the introduction was slightly edited in the re-submitted manuscript (page 2: lines 8-21) to address a comment of the 2nd reviewer about the 3rd paper objective in the original submission.

Reviewer: 2

Recommendation: Accept (minor edits)

Comments:
GENERAL COMMENTS
The authors present the improved sharpness-based axial localization technique for ultrasound imaging. Although the principal idea of the method is not distinct from the original approach presented in the author’s own article [14], there was a significant accuracy improvement in scatterer axial localization (2µm) and several improvements in data analysis. Those are meaningful results to report. The experiments are well organized, and all the detailed parameters are provided. I don’t have any major comments, as the authors have revised the manuscript well according to the previous reviewer’s comments and all aspects are clear now. I have only two minor suggestions.

Response:
We would like to thank the reviewer for the general comment. We have edited the manuscript to address the two minor comments that follow.
MINOR COMMENTS

1. Please consider replacing or updating the Fig.2, as it is exactly same as the figure in the author’s published article [14] including the caption for the figure. Consider providing a picture or photo of the experimental setup.

Response:
We have replaced Fig. 2 with pictures of the phantom and of the entire experimental setup as suggested by the reviewer. The caption is also updated accordingly in the re-submitted manuscript.

2. The 3rd novelty that the authors claim is not valid. Performing an additional comparison experiment with conventional approach is not able to be a novelty of the paper, while it could make other novelties more solid and distinguish this paper from the author’s previous article [14]. It makes the main claims obscure. Please consider removing it and emphasize the main novelties so that the future readers could focus on the main contribution of the paper.

Response:
We have slightly edited the last paragraph of the introduction (paper objectives), and have removed the 3rd objective from the list as suggested by the reviewer (page 2: lines 8-21). The comparison with the conventional approach is now part of the 2nd main objective and is not mentioned separately.

Additional Questions:

Does the paper contribute to the body of knowledge?: Yes
Is the paper technically sound?: Yes
Is the subject matter presented in a comprehensive manner?: Partially. May need further experiments with more realistic environments in the future.
Are the references provided applicable and sufficient?: Yes

We would like to thank the reviewer for the comments/answers to the 4 questions. We have discussed in our response to the first comment of the first reviewer the significance of the thorough simulation study, and we agree that experiments with more realistic environments should follow in the future. All these are mentioned in page 10: lines 2-15 of the discussion in the revised manuscript. In general, it is accepted that single microbubble scattering events can be distinguished in in-vivo settings (using signal processing techniques such as pulse inversion or amplitude modulation), and this is the basis of super-resolution ultrasound (page 1: lines 26-28, page 10: lines 2-4). The resulting PSF from a microbubble might be less-symmetric or bright but not significantly different compared to the one displayed in Fig. 10(a) of the manuscript. Therefore no significant variations are expected in the performance of the sharpness method. On the contrary, methods like the centre of mass might be more affected by the asymmetric PSF (page 9: lines 60-66).